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STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

lllinois Department Page 1 of 1
of Transportation SOIL BORING LOG
Division of Date 12407
Revcts Deparoment o Transporaton 1R
ROUTE FAP_ 304 DESCRIPTION iL 96 over Fox Creek LOGGED BY E. Stewart
SECTION 5A-BR LOCATION __SW_ 14, SEC. 2, TWP. 95, RNG. 3W, 4 PM
COUNTY Cathoun DRILLING METHOD Hollow Stem Auger HAMMER TYPE 140# Automatic
007-0013 (E)/
STRUCT. NO. 007-0028 (P) DI B | Ul M lsuface Water Elev. ft DI B UM
Station 475+15 El L | €] Ol stream Bed Elev. ft El L} Ct1oO
plo| st Ploi s}
BORING NO. SB 2 Ty W S |l Groundwater Elev.: T W s
Station 475+ 00 HisiaQu| T First Encounter 4921 ft Y H| S jQu}i T
Offset 60.00ft RT Upon Completion ft .
Ground Surface Elev. ___ 4941 ft | )| ¥67) | {tsf) | (%) || After Hrs. ft () 187 | (tsf) | (%)
Weathered SHALE with " [3.01] 17
Light Brown Loamy SAND with 7 Aggregate (continued) 12
Aggregate
See Gradation @ 2.5 ft -1 —
¥y ]
6 9
12 {1041 21 9 |4.00]| 20
1% | B20 9 P
489.6 | 469.6 |
-5 12 25 O
Light Brown Sandy GRAVEL 9 20 || Soft Weathered SHALE 6 [100] 23
See Gradation @ 5 ft 1 8 | NC 1 o P
4874 | N
2 0
Light Brown CLAY Speckled with 9 |163| 26 0 |270] 25
Red Sand 13 | B20 o| P
4846 _ | ]
—10f 5 4641 30| 27
Light Brown Sandy GRAVEL 6 20 <) 32
See Gradation @ 10 ft 7] 158 | NC Weathered SHALE with -
826 _| Aggregate ]
Light Brown Sandy LOAM with 3 00.75/
Aggregate 4 {179} 20 461.1 - 78
5 | B20 1
END OF BORING
4796 _| |
16 8 |
Light Brown Gravelly Loamy 12 19
SAND 1 12 | NC B
See Gradation @ 15 ft 7
— . ...:
4761 12 | 160} 19
15 1
Weathered SHALE with
Aggregate
20l 8 =40|

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by {B-Bulge, S-Shear, P-Penetrometer}
The SPT {N value) is the sum of the lasttwo blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rev. 8-99)

llinois Department Page 1 of 2
of Transportation SOIL BORING LOG
DBivision_of Highways Date 1807
Ifiinois Department of Transportation —
ROUTE FAP 304 DESCRIPTION Il 96 over Fox Creek LOGGED BY E. Stewart
SECTION 5A-BR LOCATION _SW_ 14, SEC. 2, TWP. 9S, RNG. 3W, 4 PM
COUNTY Calhoun DRILLING METHOD Hollow Stem Auger HAMMER TYPE 140# _Automatic
007-0013 (E)/
STRUCT. NO. 007-0028 _(P) DI B | U | M |suface Water Elev. it DI Bl UM
Station 475+15 ElL cl|o Stream Bed Elev. ft El L ¢ o
Pl O ) 1 Pi1 O s |
BORING NO. W. Abut. T|w S || Groundwater Elev.: TIw S
Station 474+ 50 HI S | Qui T || First Encounter a666 fr YIH| S jQu}i T
Offset 17.00ft RT Upon Completion ft
Ground Surface Elev. __ 503.6  ft |f0] ¢6") [ (tsfh | (%) || After __ Hrs. ____ @ [0 87 (0] (%)
Light Brown Clay LOAM Speckled 4 11211 21
Light Brown CLAY 1 with Sand and Gravel ] $10
— See Gradation @ 17.5 ft
{continued) —
] 2 ] a
4 1066 21 7 myi21
16 | B10 3 1B20
4991 _| |
-5 6 _25] 2
Light Gray Silty LOAM B 6 (029} 17 | 2 1065 31
6 | 10 4 |B20
16 16
40 | 200 — 4 1280 19
50 P 25 | $15
4941 _| |
10 6 473.6 30|
Light Brown Clay LOAM ] 8 [070} 15 _
6 | 10 Light Brown Sandy Clay LOAM
with Gravel
1916 See Gradation @ 32.5 ft
5 14
Medium Brown CLAY Speckled 6 [070| 1B 19 {100]| 18
with Gravel 12 | $10 16 id
15| 3 _35|
1 3 {029] 22 1
6 |B20
4866 4666V _|
15 N 12
Light Brown Clay LOAM Speckled 7 1100 | 15 || Clay LOAM with Weathered Shale 19 [114] 20
with Sand and Gravel 6 P 31 | B20
See Gradation @ 17.5 ft
20 5 -40

The Unconfined Compressive Strength {UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the lasttwo blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rev. 8-99)

lllinois Department Page 2 of 2
of Transportation SOIL BORING LOG
Division_of Highways Date 1807
Hlinois Department of Transpertation -
ROUTE FAP_304 DESCRIPTION IL_96 over Fox Creek LOGGED BY E. Stewart
SECTION 5A-BR LOCATION _SW W4, SEC. 2, TWP. 9S, RNG. 3W, 4 PM
COUNTY Calhoun DRILLING METHOD Hollow Stem_Auger HAMMER TYPE 140# _Automatic
007-0013 (E)/
STRUCT. NO. 007-0028 (P) DI B | U | M llsyface Water Elev. ft
Station 475+15 El L c|o Stream Bed Elev. ft
Pl O S I
BORING NO. W. Abut. T|W S || Groundwater Elev.:
Station 474 +50 Hl S Q| T First Encounter 4666 ft Y
Offset 17.00ft RT . Upon Completion ft
Ground Surface Elev. 503.6 fr | (0] 67| (s | (%) || After Hrs. ft
Clay LOAM with Weathered Shale
{continued)
461.1 B00.57 NC | 24
END OF BORING _
=45
50|
55
=601
The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT {N value)is the sum of the last two blow values in each sampling zone (AASHTO T206})
BBS, from 137 {Rev. 8-99)
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SOIL BORINGS (3 OF 3)
ILLINOIS 96 OVER

FOX CREEK
STRUCTURE NO. 007-0028
F.AP. SECTION COUNTY |JOTAL [SHEET
RTE. SHEETS| NO.
SHEET 22 I'5o4 5A-BR CALHOUN 60 45
OF 22 STA. 475+19.62 CONTRACT NO. 76886
FED. ROAD DIST. NO,  JILLINOIS|FED. AID PROJECT




