FAF] SECTION | COUNTY | JOTALTSHEET
315 34-4B-1 HANCOCK 452 231 SHEET NO. 33
FED. ROAD DISL. W0, [ILLINOIS| FED. AID PROJECT 34 SHEETS
D-96-551-02
Illinois Department Pago L of 2 Illinois Department Pago 2 of 2
of Transportation SOIL BORING LOG of Transportation SOIL BORING LOG
o e Date _ 14402 D, of Hihwas Date _ 1A403
ROUTE FAP 315 (IL, 3%) DESCRIPTION Proposed [L, 336 over West Fork Lamoine River LOGGED BY M. Tappan ROUTE FAP 815 (IL 336) DESCRIPTION Proposed IL 336 over West Fork Lamoine River LOGGED BY M. Tappan
SECTION 844 LOCATION  _SE 14,5EC. 18, TWP. 5 N, RNG.5 W, 4 PM SECTION 344 LOCATION SE 14, SEC. 18, TWP.5 N,RNG.5 W, 4 PM
COUNTY Hancock DRILLING METHOD HEA HAMMER TYPE 140 # Auto COUNTY Hancock DRILLING METHOD HEA HAMMER TYPE 140 # Auto
STRUCT. NO. 034-0508 DI B | U | M |lgfae Water Elev. 584 f bl B | U | M STRUCT. NO. 034-0508 DI B | U M |l gufae Water Elev. 584 f
Station 1153-+08 El L | C 1 0| sheam Bed Elev. BT f El L | C| O Station 1158-+08 EL L C o Ol Syesm Bed Elev. 817 #
Pl o| 8 |1 Pl o| 8|1 Pl o] s |1
BORING NO. 90 Pier T W 8 |l Groundwater Elev.: T w § BORING NO. 90 Pier T W 8 || Groundwater Elev.:
Station 1154-+60 B 8 | Q | T |l Firgt Encounter 560 f Hf 8 | @ | T Station 1154+60 HI 8 | Q | T |l First Encounter 5260 f
Offset 40.00ft Left Upon Completion Washed  fi Offset 40.00ft Left Upon Completion Washed £t
Ground Surface Elev. 5380 g [® | A |GD | B | ARer Hrs. Plugred £ () | A7 | | (B) Ground Surface Elev. 5380 g (@ | A |GD | (%) || ARer Hrs. Ply ft
Grey and Brown Wet LOAM ‘Washed 51760 5 B Grey Medium Grained SAND 9
= Grey V. Moist SILTY CLAY LOAM — (continued)
— Grey Medium Grained SANDY — —
GRAVEL |
] Washed | ]
2
1 ] 1 s
S| 1 |03 | 28 | Washed = 9 Medium to Coarse Greined MG
1 B 10 Washed 10
532.00
Grey and Brown Moist SILTY
CLAY L 5100
2 11 26 Grey and Olive Brown Moist
—1 s | B CLAY LOAM (Tl — _|
1 2 9
o] T |04 | 29 || Washed W 5 |1 | Medium Grained N
2 B 7 B Weshed 26
527.00 —
Grey Medium Grained SAND
Free Water 1 1 ] 1
- | |
-, _| |
— — 10
Bl 1 Washed S 7 |2 [ B Medium to Coarse Grained T
1 10 B Washed 22
522.00
Grey V. Moist SILTY CLAY LOAM ] —
] ] T 54
Washed T |08 | 2 Coarse Grained SANDY GRAVEL 18050 e
1 B 0o | Washed / R
Grey Medium Grained SAND Boring Completed J
1 Washed 2
Poor Recovery | 3 |08 | 27 w| 8 ™
The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer) The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206) The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rev. 8-99) BBS, from 137 (Rev. 8-99)
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