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PROP. LANE STRIPING (SEE PAVEMENT MARKING PLAN)
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PROP. HOT-MIX ASPHALT PAVEMENT (FULL-DEPTH), 9 1/2 "
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SHOULDER WIDTH AND MATERIAL

TYPE CHANGES AT RADIUS RETURNS.

SEE PLAN AND PROFILE SHEETS

FOR DETAILS.
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STA. 295+60.55 TO STA. 296+98.05

TR 73 CONNECTOR (2050N)
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PROP. BITUMINOUS MATERIALS (PRIME COAT)
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TR 73 CONNECTOR (2050N):  STA. 296+64.72 (P.C.) TO STA. 298+29.82

TR 73 CONNECTOR (2050N):  STA. 298+29.82 TO STA. 298+57.02 (P.T.)
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PAVEMENT WIDTH INCREASES AT 

RADIUS RETURNS. SEE PLAN AND

PROFILE SHEETS FOR DETAILS.

 

TYPICAL SECTIONS - TR 73 CONNECTOR (2050N)

TR 73 CONNECTOR (2050N):  STA. 298+57.02 (P.T.) TO STA. 299+87.58 (THRU E.O.P. TR 73)

TR 73 CONNECTOR (2050N):  STA. 294+76.65 TO STA. 296+64.72 (P.C.)
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FOG TACK COAT AS REQUIRED PER ENGINEER (ART. 407.13)
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S.E. ATTAINMENT - STA. 295+60.55 TO STA. 296+98.05
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PROP. HOT-MIX ASPHALT SHOULDERS, 8"

PROP. AGGREGATE SHOULDERS, TYPE A

STA. 298+23.68 TO STA. 299+23.68 (T.R.)

STA. 298+23.68 TO STA. 299+23.68 (T.R.)

NOTE 1: 

NOTE 2: 
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PROP. AGGREGATE BASE COURSE, TYPE A, 10"
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PROP. AGGREGATE SHOULDERS, TYPE A, 8"
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