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FAP 310 (US 67/IL 104)
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Upon Completion
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140 # AutoHAMMER TYPEHSA

595.6

599.6

602.1

ft

ft
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Stream Bed Elev.

ft

ft

Groundwater Elev.:

Hrs.

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer, E-Estimated)

Abbreviations W.O.H - Sampler Advanced By Weight of Hammer, W.O.P - Advanced by Weight of Pipe, B.S. - Before Seating

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206) BBS, from 137 (Rev. 8-99)
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Ref Classification 15-1
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The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer, E-Estimated)

Abbreviations W.O.H - Sampler Advanced By Weight of Hammer, W.O.P - Advanced by Weight of Pipe, B.S. - Before Seating

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206) BBS, from 137 (Rev. 8-99)
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REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

DATE

DRAWN BY

CHECKED BY

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

                      

                    

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

  69-3(3HB)    793

CONTRACT NO. 72667
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