CONTRACT NO. 64D82

BORING LOGS
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Tllinois Department Pag L of
of Transportation SOIL BORING LOG
gg‘;‘;”“ of Hghuaya Date 3501
P92-166-00 Culvert on 1. 78,0.4 mile north of
ROUTE FA 642 DESCRIPTION North Old Gelena Trail Road LOGGED BY C. Jenkins
SECTION 11RS-3 LOCATION  _Woodland Twp. - SW, SEC. 24 TWP. 25N, RNG, 4
COUNTY Carroll DRILLING METHOD Hollow Stem Auger HAMMER TYPE Diedrich Automatic
STRUCT. NO. 4 D B | U M\ Gface Water Elev. 94 bl B | U I M
Station 801+46 E4 L C 8 O\l Siream Bed Hev. 905 f Ef L) C o0
Pl o | s |1 plo| s |1
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SOFT brown SILTY LOAM with 5
1IMESTONE fragments 1 9 | 04| 1 ]
— . _
st | |
15 35|
VERY DENSE tangray weathered 16
LIMESTONE with CHERT 1 .
8410 64 |
VERY DENSE tanjgray weathered 10011” ]
LIMESTONE vith CHERT 1 PEN ]
8160 ]
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Illinois Department L oo 1
of Transportation SOIL BORING LOG
m of Highways 3401
Pp2-166-00 Culvert on IL 78,04 mile north of
ROUTE FA 642 DESCRIPTION North 0ld Galena Trail Road C. Jenkins
SECTION 11RS-3 LOCATION  _Woodland Twp. - SW, SEC. 24, TWP, 95N, RNG. 4E
COUNTY Carroll DRILLING METHOD Hollow Stem Auger HAMMER TYPE Diedrich Automatic
STRUCT. NO. 4 D B | U M e Water Blev, 94 ft DI B | U M
Station 801+46 EL L1 €1 0\ Sream Bed Blev. 905 _f Ef L C |0
Pl O ] 1 Pl o | s 1
BORING NO. B2 T w S || Groundwater Elev.: Tiw 8
Station 801.+65 H1 8 | Q| T | irst Encounter 84.3 Hi 8 | Q| T
Offset 850t Lt CL Upon Completion 803 ft
Ground Surface Elev. 99.3 o [ @] @) | GD | %)\ Afer Hrs, ft {tsh | )
Asphalt VERY DENSE tan weathered 1006
Concrete "' 05 19 || LIMESTONE PEN
MEDIUM brown SILTY LOAM with — ° End of Boring
GRAVEL —
96.80
VERY SOFT brown SANDY 1
LOAM with GRAVEL 1 9 | o2
9530 3
®
MEDIUM black SILTY LOAM 1
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STIFF black SILTY CLAY T
3 | 14| %
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MEDIUM brown SANDY LOAM 5
with GRAVEL B T A R
5 8
8180
MEDIUM tanjray weathered 2
LIMESTONE. with CHERT 1 5
85.90 i
! -15:
DENSE tan/gray weathered - 12
LIMESTONE with CHERT 1w
82.80 2
VERY DENSE tan weathered 50
LIMESTONE with CHERT 10012
oy | PN
|

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, 8-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rev. 8-99)
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The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The S8PT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev, 8-99)
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