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PC CONCRETE ISLANDS AND MEDIANS 
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OFF-RD OPERATIONS, MULTILANE, 15' TO 24" FROM PAVEMENT EDGE 

LANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING OPERATION, 

FOR SPEEDS <= 40 MPH 

URBAN LANE CLOSURE, MULTILANE, lW OR 2W WITH NONTRAVERSABLE MEDIAN 

URBAN SINGLE LANE CLOSURE, MULTILANE, 2W WITH MOUNTABLE MEDIAN 

URBAN LANE CLOSURE, MULTILANE INTERSECTION 
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GENERAL NOTES 

1. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE 

CONSTRUCTION" ("STANDARD SPECIFICATIONS"), ADOPTED JANUARY 1, 2022; THE "SUPPLEMENTAL 

SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS", ADOPTED JANUARY I. 2023; THE LATEST EDITION OF 

THE "ILLINOIS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS", (IMUTCD); "THE 

STANDARD SPECIFICATIONS FOR WATER AND SEWER MAIN CONSTRUCTION IN ILLINOIS" 2020 EIGHTH EDITION, 

"AMERICAN STANDARDS FOR NURSERY STOCK, 2004 EDITION"; THE DETAILS IN THE PLANS, AND THE SPECIAL 

PROVISIONS AND !DOT STANDARD DRAWINGS INCLUDED IN THE CONTRACT DOCUMENTS. 

2. NO WORK SHALL COMMENCE UNTIL TRAFFIC CONTROL REQUIREMENTS ARE MET. 

3. ALL UTILITY COMPANIES, SCHOOL DISTRICT 54 (847-357-5000), TOWNSHIP HIGH SCHOOL DISTRICT 211 (847-755-6600), 

TREE PROTECTION 

1. THE CONTRACTOR'S ATTENTION IS CALLED TO THE FACT THAT THE PRESERVATION OF 

EXISTING TREES 15 OF THE UTMOST IMPORTANCE TO THE VILLAGE. ALL TREE PROTECTION, 

TREE PRUNING AND ROOT PRUNING SHALL BE COMPLETED BEFORE CONSTRUCTION 

OPERATIONS COMMENCE IN ANY AREA. AT NO TIME SHALL THE CONTRACTOR PRUNE OR 

REMOVE ANY TREES UNLESS SPECIFICALLY DIRECTED BY THE ENGINEER. 

2. TEMPORARY FENCE SHALL BE ERECTED ALONG THE DRIP LINE OF EXISTING TREES TO REMAIN 

WHEN DIRECTED BY THE ENGINEER. AFTER TREES ARE SAFELY FENCED NOTHING 15 TO BE 

STORED, DRIVEN, OR DISTURBED INSIDE THE FENCE. REMOVE PROTECTIVE TEMPORARY 

FENCE ONLY AFTER ALL CONSTRUCTION WORK HAS BEEN COMPLETED. 

SCHAUMBURG FIRE DEPARTMENT (847-923-6750), AND SCHAUMBURG POLICE DEPARTMENT (847-882-3534) SHALL BE 3. CONTRACTOR SHALL TAKE PRECAUTION BY PRESERVING EXISTING TREES WITHIN THE ROW. IF 

NOTIFIED BY THE CONTRACTOR AT LEAST 72 HOURS PRIOR TO THE START OF CONSTRUCTION. ANY DAMAGE OCCURS, TREES SHALL BE REPLACED IN KIND PER ARTICLE 20107 REPAIR OR 

THE CONTRACTOR SHALL CONTACT THE !DOT TRAFFIC CONTROL SUPERVISOR AT 

KALPANA.KANNAN-HOSADURGA@ILLINOIS.GOV A MINIMUM OF 72 HOURS IN ADVANCE OF BEGINNING WORK. 

THE CONTRACTOR SHALL CONTACT PACE AT (847) 228-2344 10 DAYS IN ADVANCE OF STARTING CONSTRUCTION. 

4. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND CONDITIONS 

EXISTING IN THE FIELD PRIOR TO ORDERING MATERIALS AND BEGINNING CONSTRUCTION. 

5. THE CONTRACTOR IS PROHIBITED FROM BURNING ANY MATERIAL WITHIN OR ADJACENT TO THE PROJECT LIMITS. 

ALL EXCESS OR WASTE MATERIAL SHALL BE EITHER HAULED AWAY FROM THE PROJECT SITE BY THE CONTRACTOR 

AND DEPOSITED AT LOCATIONS PROVIDED BY HIM/HER, OR DISPOSED OF WITHIN THE RIGHT-OF-WAY IN A MANNER 

OTHER THAN BURNING, SUBJECT TO THE APPROVAL OF THE ENGINEER. 

PAVING, CURB & GUTTER AND SIDEWALK 

1. HOT-MIX ASPHALT BINDER COURSE SHALL NOT BE PLACED ADJACENT TO CURB AND GUTTER 

UNTIL THE CURB AND GUTTER HAS BEEN PROPERLY CURED AND BACKFILLED TO THE 

SATISFACTION OF THE ENGINEER. 

2. HOT-MIX ASPHALT SURFACE COURSE SHALL NOT BE PLACED UNTIL ALL EARTH EXCAVATION, 

TOPSOIL PLACEMENT, AND HOT-MIX ASPHALT BINDER COURSE HAVE BEEN COMPLETED TO 

THE SATISFACTION OF THE ENGINEER. 

3. THE THICKNESSES OF HOT-MIX ASPHALT MIXTURES SHOWN ON THE PLANS ARE NOMINAL. DEVIATIONS 

MAY OCCUR DUE TO IRREGULARITIES IN THE SURFACE, BINDER, OR BASE UPON WHICH THE HOT-MIX ASPHALT 

MATERIALS ARE PLACED. 

4. ALL REFERENCES IN THE HIGHWAY STANDARDS AND STANDARD SPECIFICATIONS FOR REINFORCEMENT, 

REVISED 

REVISED 

DOWEL BARS, AND TIE BARS IN PAVEMENT, SHOULDERS, CURB, GUTTER, COMBINATION CURB AND GUTTER, 

MEDIAN, AND CHAIR SUPPORTS FOR CRC PAVEMENT, SHALL BE EPOXY COATED, UNLESS NOTED ON THE PLAN. 

HIGHWAY STANDARDS (CONTINUED) 
814001-03 

814006-03 

857001-01 

862001-01 

877001-08 

878001-11 

880001-01 

880006-01 

886001-01 

HAND HOLES 

DOUBLE HANDHOLES 

STANDARD PHASE DESIGNATION DIAGRAMS AND PHASE SEQUENCES 

UNINTERRUPTABLE POWER SUPPLY (UPS) 

STEEL MAST ARM ASSEMBLY AND POLE, 16' THROUGH 55' 

CONCRETE FOUNDATION DETAILS 

SPAN WIRE MOUNTED SIGNALS AND FLASHING BEACON INSTALLATION 

TRAFFIC SIGNAL MOUNTING DETAILS 

DETECTOR LOOP INSTALLATIONS 

REPLACEMENT OF EXISTING PLANT MATERIAL REQUIREMENTS STATED HEREIN. 

ROADWAY EXCAVATION AND SUBGRADE 

1. THE SUBGRADE STABILITY SHALL BE VERIFIED BY PROOF ROLLING WITH A FULLY 

LOADED TANDEM-AXLE TRUCK. 

2. ANY AGGREGATE SUBGRADE IMPROVEMENT CONTAMINATED AND/OR DAMAGED BY THE 

CONTRACTOR'S VEHICLES AND/OR EQUIPMENT IS TO BE REMOVED AND REPLACED 

AS DIRECTED BY THE ENGINEER. 

3. THE AGGREGATE GRADATION FOR THE AGGREGATE SUBGRADE IMPROVEMENT 12" 

LOWER LIFT SHALL BE CS! OR RR!. 

4. GEOTECHNICAL FABRIC FOR GROUND STABILIZATION AND/OR AGGREGATE SUBGRADE 

IMPROVEMENT (CU YD) HAVE BEEN PROVIDED FOR USE AT THE LOCATIONS INDICATED 

FOR SOILS THAT TEND TO BE UNSTABLE AND/OR UNSUITABLE. THE ACTUAL NEED FOR 

REMOVAL AND REPLACEMENT WITH ABOVE ITEM WILL BE DETERMINED IN THE FIELD AT 

THE TIME OF CONSTRUCTION BY THE GEOTECHNICAL ENGINEER. ALL POTENTIALLY 

UNSTABLE SOILS SHOULD BE TESTED WITH A STATIC OR DYNAMIC CONE PENETROMETER 

AND TREATED IN ACCORDANCE WITH ARTICLE 301.04 OF THE SSRBC AND !DOT SUBGRADE 

STABILITY MANUAL. IF UNSTABLE AND/OR UNSUITABLE SOILS ARE NOT ENCOUNTERED, 

THEN THE QUANTITY SHALL BE DEDUCTED AND NO ADDITIONAL COMPENSATION WILL BE 

DUE TO THE CONTRACTOR. 

5. PIPE UNDERDRAINS SHALL BE INSTALLED ACCORDING TO SECTION 601 OF THE SSRBC 

AND STANDARD 601001-05. TOP OF PIPE UNDERDRAINS SHALL BE PLACED MINIMUM 6" 

BELOW THE AGGREGATE SUBGRADE IMPROVEMENT LAYER. THE COST OF MAKING PIPE 

UNDERDRAINS CONNECTIONS TO DRAINAGE STRUCTURES SHALL BE INCLUDED IN THE 

COST OF THE PIPE UNDERDRAINS. 

UTILITIES 

1. THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY 

COMPANIES. THE LOCATION OF PUBLIC OR PRIVATE UTILITIES SHOWN ON 

THE PLANS ARE APPROXIMATE AND THE ENGINEER DOES NOT GUARANTEE 

THEIR ACCURACY. 

2. STRUCTURE ADJUSTMENTS AND RECONSTRUCTIONS HAVE BEEN SHOWN BASED ON 

FIELD INVESTIGATIONS. THE FINAL DETERMINATION FOR WHETHER THE WORK 

TO BE PERFORMED 15 AN ADJUSTMENT OR RECONSTRUCTION WILL BE MADE BY 

THE ENGINEER IN THE FIELD. 

IDOT DISTRICT ONE STANDARDS 

BD-07 

TC-10 

TC-13 

TC-14 

TC-16 

TC-26 

TS-05 

NATIONAL PARKWAY 

DETAIL OF STORM SEWER CONNECTION TO EXISTING SEWER 

TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, INTERSECTIONS, 

AND DRIVEWAYS 

DISTRICT ONE TYPICAL PAVEMENT MARKINGS 

TRAFFIC CONTROL AND PROTECTION AT TURN BAYS (TO REMAIN OPEN TO TRAFFIC) 

SHORT TERM PAVEMENT MARKING LETTERS AND SYMBOLS 

DRIVEWAY ENTRANCE SIGN 

STANDARD TRAFFIC SIGNAL DESIGN DETAILS 

SECTION 
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COMMITMENTS

3

AND IS NOT INTENDED TO BE A CENTERLINE OF RIGHT-OF-WAY.

THE CONSTRUCTION BASELINE HAS BEEN ESTABLISHED FOR STAKING PURPOSES ONLY6.

ON THE PLANS.  THE ENGINEER WILL DETERMINE THE EXACT LIMITS IN THE FIELD DURING CONSTRUCTION.

ESTIMATED LOCATIONS OF SIDEWALK REMOVAL AND REPLACEMENT HAVE BEEN SHOWN5.

OF PROPOSED PAVEMENT, UNLESS OTHERWISE INDICATED.

PAVEMENT GRADES:  THE ELEVATIONS INDICATED ON THE PLANS ARE FINISHED GRADES4.

TO THE CENTER OF STRUCTURE.

AND GRATE IN THE PROPER LOCATION.  ALL OTHER STRUCTURES ARE DIMENSIONED 

DETERMINING THE OFFSET NECESSARY FOR EACH STRUCTURE TO SET THE FRAME

PROPOSED EDGE OF PAVEMENT.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR

LOCATED IN THE CURB LINE REFER TO THE POSITION OF THE ADJACENT

THE STATION/OFFSET/ELEVATIONS NOTED FOR ALL DRAINAGE STRUCTURES3.

OTHERWISE NOTED.

ALL RADII FOR PROPOSED CURB AND GUTTER ARE TO THE EDGE OF PAVEMENT UNLESS2.

THEIR LOCATIONS.

OR AN AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED

SUBSECTION MONUMENTS OR PROPERTY OR REFERENCE MARKERS UNTIL THE ENGINEER

THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR1.

COVER IS ESTABLISHED. 

SEEDING.  TEMPORARY SEDIMENT AND EROSION CONTROL MEASURES SHALL BE MAINTAINED CONTINUOUSLY UNTIL PERMANENT

14 DAYS AFTER INITIAL DISTURBANCE SHALL BE PROTECTED FROM EROSION WITH THE USE OF TEMPORARY EROSION CONTROL

WITHIN 14 DAYS AFTER FINAL GRADE IS REACHED.  STRIPPED AREAS THAT WILL REMAIN UNDISTURBED FOR MORE THAN

THE SURFACE OF ALL STRIPPED AREAS SHALL BE PERMANENTLY OR TEMPORARILY PROTECTED FROM SOIL EROSION 10.

MEETING THE APPROVAL OF THE ENGINEER SHALL BE PROVIDED.  

WHEN A TOPSOIL STOCKPILE IS TO REMAIN IN PLACE FOR MORE THAN THREE DAYS, EROSION CONTROL MEASURES9.

SEE STANDARD 280001 FOR ADDITIONAL SOIL EROSION AND SEDIMENT CONTROL DETAILS AND REQUIREMENTS.8.

MEASURES MAY BE REQUIRED, AS DIRECTED BY THE ENGINEER.

THE EROSION CONTROL MEASURES INDICATED ON THE PLANS ARE THE MINIMUM REQUIREMENTS.  ADDITIONAL 7.

INLETS, AND MANHOLES WITH OPEN GRATES IN LANDSCAPED AREAS.

CURB AND GUTTER AND SHOULDERS.  INLET AND PIPE PROTECTION SHALL BE PLACED ON ALL CATCH BASINS,

INLET FILTERS SHALL BE PLACED ON ALL CATCH BASINS, INLETS, AND MANHOLES WITH OPEN GRATES IN THE 6.

THE LIMITS OF THE SOD SHALL BE THE LIMITS OF GRADING.

ALL SLOPES SHALL BE COVERED WITH SOD AS GRADING AND PLACEMENT OF TOPSOIL HAS BEEN COMPLETED. 5.

REMOVED FROM THE ROADWAY AT THE END OF EACH WORK DAY BY SHOVELING AND/OR SWEEPING.

PROTECTED, FILTERED OR OTHERWISE TREATED TO REMOVE SEDIMENT.  MUD AND SEDIMENT DEPOSITS SHALL BE 

ALL STORM SEWER FACILITIES THAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION SHALL BE 4.

OF SAID MEASURES SHALL BE MADE IMMEDIATELY.

RUNOFF-PRODUCING RAINFALL EVENT.  ANY NECESSARY REPAIRS OR CLEANUP TO MAINTAIN THE EFFECTIVENESS 

THE CONTRACTOR SHALL INSPECT ALL EROSION CONTROL MEASURES PERIODICALLY AND AFTER EACH 3.

MEASURES.

MEASURES SHALL CONSIDER THE TIME OF YEAR, SITE CONDITIONS AND THE USE OF TEMPORARY OR PERMANENT 

SOIL DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE EROSION.  SOIL STABILIZATION 2.

AGENCY.

SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL" OF THE ILLINOIS ENVIRONMENTAL PROTECTION 

STANDARDS FOR URBAN SOIL EROSION AND SEDIMENTATION CONTROL" AND THE "STANDARDS AND 

ACCORDANCE WITH THE MINIMUM STANDARDS AND SPECIFICATIONS OF THE "ILLINOIS PROCEDURES AND 

ALL VEGETATIVE AND STRUCTURAL EROSION CONTROL PRACTICES SHALL BE CONSTRUCTED AND MAINTAINED IN1.

THERE ARE NO COMMITMENTS.

2 3   

TO BE REMOVED, WITH CONSTRUCTION EQUIPMENT WHICH MAY DAMAGE THE PAVEMENT.

THE CONTRACTOR SHALL NOT CROSS COMPLETED BINDER COURSE, OR EXISTING PAVEMENT NOT SCHEDULED 2.

AT ALL TIMES BY THE CONTRACTOR.

UNLESS OTHERWISE AUTHORIZED BY THE ENGINEER, ALL EXISTING ACCESS POINTS SHALL BE MAINTAINED1.

GENERAL NOTES AND COMMITMENTS

GENERAL NOTES (CONTINUED)

STAKING

STORM & SANITARY SEWER

EROSION CONTROL

MISCELLANEOUS

SSRBC WILL NOT BE ALLOWED.

BACKFILLING STORM SEWER CONSTRUCTED UNDER THE ROADWAY SPECIFIED UNDER ARTICLE 550.07 (B,C) OF THE3.

AND PROTECTED DURING CONSTRUCTION.  ANY DAMAGE TO SAID SERVICES SHALL BE REPAIRED BY THE CONTRACTOR.

ALL SEWER AND WATER SERVICES CROSSED BY NEW STORM SEWERS SHALL BE PROPERLY LOCATED2.

TO THE CENTERLINE OF THE LANE.  ALL FLAT-TOPS AND CONES ARE ASSUMED TO BE ECCENTRIC.

DRAINAGE STRUCTURE FLAT-TOPS AND CONES SHALL BE TURNED SO THAT THE FRAMES ARE CLOSEST1.

AREAS PRIOR TO FINAL ACCEPTANCE AT A RATE SPECIFIED BY THE ENGINEER.  

WHEN DIRECTED BY THE ENGINEER, SUPPLEMENTAL WATERING SHALL BE APPLIED TO ALL SODDED1.

LANDSCAPING
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GENERAL NOTES
4

3 3      

MWRD GENERAL NOTES

NOTIFY THE ENGINEER SO THAT THE CONFLICT CAN BE RESOLVED.  CALL J.U.L.I.E. AT 1-800-892-0123.

UTILITIES ARE ENCOUNTERED THAT CONFLICT IN LOCATION WITH NEW CONSTRUCTION, IMMEDIATELY

THE EXACT LOCATIONS OF UTILITIES AND FOR THEIR PROTECTION DURING CONSTRUCTION.  IF EXISTING

THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES PRIOR TO BEGINNING CONSTRUCTION FOR3.

CONSTRUCTION OR EACH WORK PHASE.

PHASE OF WORK.  CONTRACTOR SHALL DETERMINE ITEMS REQUIRING INSPECTION PRIOR TO START OF

MUST BE NOTIFIED AT LEAST 24 HOURS PRIOR TO THE START OF CONSTRUCTION AND PRIOR TO EACH

THE VILLAGE OF SCHAUMBURG ENGINEERING DEPARTMENT AND PUBLIC WORKS2.

PRIOR TO THE COMMENCEMENT OF ANY WORK (CALL 708-588-4055).

THE MWRD LOCAL SEWER SECTION FIELD OFFICE MUST BE NOTIFIED AT LEAST TWO (2) WORKING DAYS1.

NOTIFICATIONSB.

PRECEDENCE AND SHALL CONTROL ALL CONSTRUCTION.

*IN CASE OF CONFLICT BETWEEN THE APPLICABLE ORDINANCES NOTED, THE MORE STRINGENT SHALL TAKE

ORDINANCE AND TECHNICAL GUIDANCE MANUAL;

*THE METROPOLITAN WATER RECLAMATION DISTRICT OF GREATER CHICAGO (MWRD) WATERSHED MANAGEMENT

*VILLAGE OF SCHAUMBURG MUNICIPAL CODE;

(SSWS) FOR SANITARY SEWER AND WATER MAIN CONSTRUCTION;

*STANDARD SPECIFICATIONS FOR WATER AND SEWER MAIN CONSTRUCTION IN ILLINOIS, LATEST EDITION

WATER MAIN CONSTRUCTION;

DEPARTMENT OF TRANSPORTATION (IDOT SS) FOR ALL IMPROVEMENTS EXCEPT SANITARY SEWER AND

*STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (JANUARY 1, 2022), BY THE ILLINOIS

EXCEPT AS MODIFIED HEREIN OR ON THE PLANS:

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE APPLICABLE SECTIONS OF THE FOLLOWING,1.

REFERENCED SPECIFICATIONSA.  

ALL DOWNSPOUTS AND FOOTING DRAINS SHALL DISCHARGE TO THE STORM SEWER SYSTEM.6.

ALL FLOOR DRAINS SHALL DISCHARGE TO THE SANITARY SEWER SYSTEM.5.

WATER AND SEWER MAIN CONSTRUCTION IN ILLINOIS (LATEST EDITION).

ALL SANITARY SEWER CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS FOR4.

MUNICIPALITY OR MWRD.

      FLUSHING OF LINES FOR THE DEFLECTION TEST SHALL BE PROHIBITED WITHOUT PRIOR APPROVAL FROM THE 

DISCHARGING ANY UNPOLLUTED WATER INTO THE SANITARY SEWER SYSTEM FOR THE PURPOSE OF SEWER 3.

      ACCEPTED.

REMOVAL IS AUTHORIZED BY THE MUNICIPALITY AND/OR MWRD AFTER THE SEWERS HAVE BEEN TESTED AND 

      CONNECTION PRIOR TO COMMENCING ANY SEWER CONSTRUCTION.  THE PLUG SHALL REMAIN IN PLACE UNTIL

A WATER-TIGHT PLUG SHALL BE INSTALLED IN THE DOWNSTREAM SEWER PIPE AT THE POINT OF SEWER 2.

WATER, SUCH AS GROUND AND SURFACE WATER, FROM ENTERING THE EXISTING SANITARY SEWERS.

THE CONTRACTOR SHALL TAKE MEASURES TO PREVENT ANY POLLUTED1.

SANITARY SEWERSD.

EROSION AND SEDIMENT CONTROL PLAN.

THE CONTRACTOR SHALL INSTALL THE EROSION AND SEDIMENT CONTROL DEVICES AS SHOWN ON THE APPROVED1.

EROSION AND SEDIMENT CONTROLE.

BY THE ENGINEER, SITE INSPECTOR, OR MWRD.

MINIMUM REQUIREMENTS.  ADDITIONAL MEASURES MAY BE REQUIRED, AS DIRECTED

THE EROSION AND SEDIMENT CONTROL MEASURES SHOWN ON THE PLANS ARE THE24.

WITHIN THIRTY (30) DAYS AFTER PERMANENT SITE STABILIZATION.

ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED23.

ACHIEVED.

PERIODS OF CONSTRUCTION SHUTDOWN UNTIL PERMANENT STABILIZATION IS

REPAIRED AS NEEDED ON A YEAR-ROUND BASIS DURING CONSTRUCTION AND ANY

ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE MAINTAINED AND22.

(7) DAYS FOLLOWING THE COMPLETION OF SOIL DISTURBING ACTIVITIES.

ALL PERMANENT EROSION CONTROL PRACTICES SHALL BE INITIATED WITHIN SEVEN21.

SYSTEM.

DISCHARGE TO WATERWAYS, FLOOD PROTECTION AREAS OR THE COMBINED SEWER

EXISTING VEGETATED UPSLOPE AREA.  SEDIMENT LADEN WATERS SHALL NOT BE

ALTERNATIVES MAY INCLUDE DEWATERING INTO A SUMP PIT, FILTER BAG OR

SEDIMENT SETTLING POND OR EQUALLY EFFECTIVE SEDIMENT CONTROL DEVICE.

ANY TRENCH DEWATERING, WHICH CONTAINS SEDIMENT SHALL PASS THROUGH A

WATERMAINS AS WELL AS THEIR SERVICES AND OTHER APPURTENANCES.

EXCAVATION FOR THE INSTALLATION OF SANITARY SEWERS, STORM SEWERS,

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TRENCH DEWATERING AND20.

OF DEWATERING ACTIVITIES.

PERIODS. THE SITE INSPECTOR MUST BE PRESENT AT THE COMMENCEMENT

DEWATERING SYSTEMS SHOULD BE INSPECTED DAILY DURING OPERATIONAL

LOCATIONS SHALL BE PROTECTED FROM EROSION AND SEDIMENTATION.

IF DEWATERING SERVICES ARE USED, ADJOINING PROPERTIES AND DISCHARGE19.

ACTIVITIES.

DRAIN TILES ALLOWED IN COMBINED SEWER AREA FOR GREEN INFRASTRUCTURE

DRAIN TILES CANNOT BE TRIBUTARY TO A SANITARY SEWER OR COMBINED SEWER.

AND INCORPORATE THEM INTO THE DRAINAGE PLAN FOR THE DEVELOPMENT.

THE CONTRACTOR SHALL EITHER REMOVE OR REPLACE ANY EXISTING DRAIN TILES18.

SHALL BE PROTECTED BY APPROPRIATE SEDIMENT CONTROL MEASURES.

STORM SEWERS THAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION17.

EROSION CONTROL BLANKET.

EARTHEN EMBANKMENT SIDE SLOPES SHALL BE STABILIZED WITH APPROPRIATE16.

AREAS OR THEIR BUFFERS.

CONTROLS.  SOIL STOCKPILES SHALL NOT BE PLACED IN FLOOD PROTECTION

SOIL STOCKPILES, AT A MINIMUM, BE PROTECTED WITH PERIMETER SEDIMENT15.

CONTRIBUTING DRAINAGE AREA HAS BEEN STABILIZED.

VOLUME CONTROL FACILITIES SHALL NOT BE CONSTRUCTED UNTIL ALL OF THE14.

MINIMUM, BE PROTECTED WITH A DOUBLE ROW OF SILT FENCE (OR EQUIVALENT).

ALL FLOOD PROTECTION AREAS AND VOLUME CONTROL FACILITIES SHALL, AT A13.

OR PERMANENT MEASURES WITHIN SEVEN (7) DAYS.

TEMPORARILY OR PERMANENTLY CEASED SHALL BE STABILIZED WITH TEMPORARY

DISTURBED AREAS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE12.

TEMPORARY SEDIMENT BASINS.

TRAP OR BASIN.  VOLUME CONTROL FACILITIES SHALL NOT BE USED AS

RUNOFF FROM HYDROLOGICALLY DISTURBED AREAS TO AN APPROPRIATE SEDIMENT

TEMPORARY DIVERSIONS SHALL BE CONSTRUCTED AS NECESSARY TO DIRECT ALL10.

CONSTRUCTION ACTIVITIES.

WASHOUT FACILITIES FOR ANY BRICK AND MORTAR BUILDING ENVELOPE

MORTAR WASHOUT FACILITIES SHALL BE CONSTRUCTED IN ADDITION TO CONCRETE9.

ON SITE CONSTRUCTION ACTIVITIES INVOLVING CONCRETE.

WITH THE ILLINOIS URBAN MANUAL AND SHALL BE INSTALLED PRIOR TO ANY

CONCRETE WASHOUT FACILITIES SHALL BE CONSTRUCTED IN ACCORDANCE8.

WARRANT AND TRANSPORTED TO A CONTROLLED SEDIMENT DISPOSAL AREA.

AREA SHALL BE REMOVED BY SCRAPING OR STREET CLEANING AS ACCUMULATIONS

REACHING AN IMPROVED PUBLIC RIGHT-OF-WAY, STREET, ALLEY OR PARKING

WILL BE ENTERING OR LEAVING A CONSTRUCTION SITE.  SEDIMENT OR SOIL

ILLINOIS URBAN MANUAL SHALL BE INSTALLED AT ANY POINT WHERE TRAFFIC

A STABILIZED MAT OF CRUSHED STONE MEETING THE STANDARDS OF THE7.

EROSION AND SEDIMENT CONTROL MEASURES.

DONE IN PHASES, THE CO-PERMITTEE SHALL PLAN FOR APPROPRIATE SOIL

EROSION.  IF STRIPPING, CLEARING, GRADING, OR LANDSCAPING ARE TO BE

SOIL DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE6.

LIQUID EQUIVALENT PRECIPITATION.

END OF A STORM EVENT WITH GREATER THAN 0.5 INCH OF RAINFALL OR

ONCE EVERY SEVEN (7) CALENDAR DAYS AND WITHIN 24 HOURS OF THEB)

PRIOR TO ANY SOIL DISTURBANCE.

UPON COMPLETION OF INITIAL EROSION AND SEDIMENT CONTROL MEASURES,A)

INSPECTIONS AND DOCUMENTATION SHALL BE PERFORMED, AT A MINIMUM:5.

MAINTAINED ON THE SITE AT ALL TIMES.

A COPY OF THE APPROVED EROSION AND SEDIMENT CONTROL PLAN SHALL BE4.

URBAN MANUAL.

SEDIMENT CONTROL PRACTICES SHALL BE IN ACCORDANCE WITH THE ILLINOIS

ALL DESIGN CRITERIA, SPECIFICATIONS, AND INSTALLATION OF EROSION AND3.

HYDROLOGIC DISTURBANCE OF THE SITE.

EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE FUNCTIONAL PRIOR TO2.

STORM EVENT.

THE PERMITTEE SHALL ENSURE THAT CLEAN UP AND WASH OUT OF SEWAGE TAKES PLACE WITHIN 48 HOURS OF THE

IN THE EVENT OF A SEWER SURCHARGE INTO AN OPEN DETENTION BASIN TRIBUTARY TO COMBINED SEWERS,

ENSURE PROPER OPERATION, AND ANY NECESSARY MAINTENANCES SHALL BE PERFORMED TO ENSURE FUNCTIONALITY.

REQUIRED BACKFLOW PREVENTERS SHALL BE INSPECTED AND EXERCISED ANNUALLY BY THE PROPERTY OWNER TO

A BACKFLOW PREVENTER IS REQUIRED FOR ALL DETENTION BASINS TRIBUTARY TO COMBINED SEWERS.18.

STORM SEWERS TRIBUTARY TO COMBINED SEWERS.

SHALL BE PLUGGED OR REMOVED, AND SHALL NOT BE CONNECTED TO COMBINED SEWERS, SANITARY SEWERS, OR

IS PROHIBITED; AND ALL EXISTING DRAIN TILES AND PERFORATED PIPES ENCOUNTERED WITHIN THE PROJECT AREA

TRIBUTARY TO COMBINED SEWERS IN COMBINED SEWER AREAS.  CONSTRUCTION OF NEW FACILITIES OF THIS TYPE

ALLOWED TO BE CONNECTED TO OR TRIBUTARY TO COMBINED SEWERS, SANITARY SEWERS, OR STORM SEWERS

WITH VOLUME CONTROL FACILITIES, DRAIN TILES/FIELD TILES/UNDERDRAINS/PERFORATED PIPES ARE NOT

EXCEPT FOR FOUNDATION/FOOTING DRAINS PROVIDED TO PROTECT BUILDINGS, OR PERFORATED PIPES ASSOCIATED17.

CONCRETE OR MORTAR PLUG.

ALL ABANDONED SANITARY SEWERS SHALL BE PLUGGED AT BOTH ENDS WITH AT LEAST 2 FEET LONG NON -SHRINK16.

GROOVE TONGUE AND RUBBER GASKET TYPE JOINTS.

THAT CONFORM TO ASTM C-425 FOR ALL PIPE CONNECTIONS.  PRECAST SECTIONS SHALL CONSIST OF MODIFIED

ALL SANITARY MANHOLES, (AND STORM MANHOLES IN COMBINED SEWER AREAS), SHALL HAVE PRECAST "RUBBER BOOTS"15.

DIAMETER OF 48 INCHES, AND SHALL BE CAST IN PLACE OR PRE- CAST REINFORCED CONCRETE.

ALL SANITARY MANHOLES, (AND STORM MANHOLES IN COMBINED SEWER AREAS), SHALL HAVE A MINIMUM INSIDE14.

MATERIAL OR REMOVED.

ALL EXISTING SEPTIC SYSTEMS SHALL BE ABANDONED.  ABANDONED TANKS SHALL BE FILLED WITH GRANULAR13.

PIPE WITH THE ENDS SEALED.

SHALL BE CONSTRUCTED TO WATERMAIN STANDARDS OR IT SHALL BE ENCASED WITH A WATER MAIN QUALITY CARRIER

DISTANCES DESCRIBED ABOVE CANNOT BE MAINTAINED, OR THE SEWER CROSSES ABOVE THE WATERMAIN, THE SEWER

UNDISTURBED EARTH, KEEPING A MINIMUM 18" VERTICAL SEPARATION.  IF EITHER THE VERTICAL OR HORIZONTAL

SEWER IS LAID IN THE SAME TRENCH WITH THE WATERMAIN LOCATED AT THE OPPOSITE SIDE ON A BENCH OF

UNLESS:  THE SEWER IS LAID IN A SEPARATE TRENCH, KEEPING A MINIMUM 18" VERTICAL SEPARATION; OR THE

HORIZONTAL DISTANCE OF 10 FEET BETWEEN SANITARY/COMBINED SEWERS AND WATERMAINS SHALL BE MAINTAINED

THE TOP OF THE SEWER TO THE BOTTOM OF THE WATERMAIN SHALL BE 18 INCHES.  FURTHERMORE, A MINIMUM

WHENEVER A SANITARY/COMBINED SEWER CROSSES UNDER A WATERMAIN, THE MINIMUM VERTICAL DISTANCE FROM12.

FITTING, USING COUPLINGS TO HOLD IT FIRMLY IN PLACE.

WITH PIPE CUTTER, NEATLY AND ACCURATELY CUT OUT DESIRED LENGTH OF PIPE FOR INSERTION OF PROPERC)

OR TEE BRANCH SECTION.

REMOVE AN ENTIRE SECTION OF PIPE (BREAKING ONLY THE TOP OF ONE BELL) AND REPLACED WITH A WYEB)

HUB-TEE SADDLE.

A CIRCULAR SAW-CUT OF SEWER MAIN BY PROPER TOOLS AND PROPER INSTALLATION OF HUBWYE SADDLE ORA)

MANHOLE, ONE OF THE FOLLOWING METHODS SHALL BE USED:

WHEN CONNECTING TO AN EXISTING SEWER MAIN BY MEANS OTHER THAN AN EXISTING WYE, TEE, OR AN EXISTING11.

WITH A CONCEALED PICKHOLE AND WATERTIGHT GASKET WITH THE WORD "SANITARY" CAST INTO THE LID.

ALL MANHOLES SHALL BE PROVIDED WITH BOLTED, WATERTIGHT COVERS.  SANITARY LIDS SHALL BE CONSTRUCTED10.

NON-SHEAR FLEXIBLE-TYPE COUPLINGS SHALL BE USED IN THE CONNECTION OF SEWER PIPES OF DISSIMILAR MATERIALS.9.

WHEN USING PVC.

MATERIAL SHALL BE CA-7, CA-11 OR CA-13 AND SHALL BE EXTENDED AT LEAST 12" ABOVE THE TOP OF THE PIPE

DIAMETER OF THE SEWER PIPE, BUT NOT LESS THAN FOUR (4) INCHES NOR MORE THAN EIGHT (8) INCHES.

STONE BEDDING WITH STONE 1/4" TO 1" IN SIZE, WITH MINIMUM BEDDING THICKNESS EQUAL TO 1/4 THE OUTSIDE

ALL SANITARY SEWER CONSTRUCTION (AND STORM SEWER CONSTRUCTION IN COMBINED SEWER AREAS), REQUIRES8.

D3212, F-477ASTM F-276430-INCH TO 60-INCH TRIPLE WALL

D-3212, F-477ASTM F-273612-INCH TO 24-INCH DOUBLE WALL

POLYPROPYLENE (PP) PIPE

JOINT SPECIFICATIONSPIPE SPECIFICATIONSPIPE MATERIAL

BELOW IS USED FOR SEWER CONSTRUCTION OR A CONNECTION IS MADE.

PRIOR TO PERMIT ISSUANCE.  A SPECIAL CONDITION WILL BE ADDED TO THE PERMIT WHEN THE PIPE MATERIAL

THE FOLLOWING MATERIALS ARE ALLOWED ON A QUALIFIED BASIS SUBJECT TO DISTRICT REVIEW AND APPROVAL

ASTM D-3139AWWA C90514-INCH TO 48-INCH 

ASTM D-3139AWWA C9004-INCH TO 12-INCH

ASTM D-3139ASTM D-22414-INCH TO 36-INCH

WATER MAIN QUALITY PVC

ASTM D-3212, F-477 (GASKETED)ASTM D-3035

ASTM D-3261, F-2620 (HEAT FUSION)ASTM D-3350HIGH DENSITY POLYETHYLENE (HDPE)

ASTM D-3212ASTM F-67918-INCH TO 27-INCH DIAMETER F/DY=46

ASTM D-3212ASTM D-30346-INCH TO 15-INCH DIAMETER SDR 26

POLYVINYL CHLORIDE (PVC) PIPE

ANSI A21.11ANSI A21.51DUCTILE IRON PIPE

ASTM C-564ASTM A-74CAST IRON SOIL PIPE

ASTM C-443ASTM C-76REINFORCED CONCRETE SEWER PIPE

ASTM C-425ASTM C-700VITRIFIED CLAY PIPE

JOINT SPECIFICATIONSPIPE SPECIFICATIONSPIPE MATERIAL

IN A COMBINED SEWER AREA) SHALL CONFORM TO THE FOLLOWING:

ALL SANITARY SEWER PIPE MATERIALS AND JOINTS (AND STORM SEWER PIPE MATERIALS AND JOINTS7.

BENDS SHALL BE TIED TO A FIRE HYDRANT.

ALL WYES OR BENDS SHALL BE LOCATED FROM THE DOWNSTREAM MANHOLE.  ALL VALVES, B-BOXES, TEES OR

THEY ARE RECEIVED.  ANY CHANGES IN LENGTH, LOCATION OR ALIGNMENT SHALL BE SHOWN IN RED.  

UNDERGROUND IMPROVEMENTS ARE COMPLETED.  FINAL PAYMENTS TO THE CONTRACTOR SHALL BE HELD UNTIL

RECORD DRAWINGS SHALL BE KEPT BY THE CONTRACTOR AND SUBMITTED TO THE ENGINEER AS SOON AS10.

      BE ADJUSTED TO FINISH GRADE PRIOR TO FINAL INSPECTION.

ALL NEW AND EXISTING UTILITY STRUCTURES ON SITE AND IN AREAS DISTURBED DURING CONSTRUCTION SHALL9.

      AGENCIES.

THE UNDERGROUND CONTRACTOR SHALL MAKE ALL NECESSARY ARRANGEMENTS TO NOTIFY ALL INSPECTION 8.

MUNICIPALITY, MWRD, AND OWNER.

MATERIAL AND COMPACTION TESTING SHALL BE PERFORMED IN ACCORDANCE WITH THE REQUIREMENTS OF THE7.

CALLED FOR TO BE REMOVED SHALL BE REPLACED BY THE CONTRACTOR.

ANY EXISTING PAVEMENT, SIDEWALK, DRIVEWAY, ETC., DAMAGED DURING CONSTRUCTION OPERATIONS AND NOT6.

TO BEGINNING THE CONSTRUCTION OPERATIONS.

ONLY AND REPRESENT THE BEST KNOWLEDGE OF THE ENGINEER.  VERIFY LOCATIONS AND ELEVATIONS PRIOR

THE LOCATION OF VARIOUS UNDERGROUND UTILITIES WHICH ARE SHOWN ON THE PLANS ARE FOR INFORMATION5.

PROPER CONSTRUCTION TECHNIQUES MUST BE FOLLOWED ON THE IMPROVEMENTS INDICATED ON THE PLANS.

OR AUTHORIZED AGENT.  THE CONSTRUCTION DETAILS, AS PRESENTED ON THE PLANS, MUST BE FOLLOWED.

APPROVED BY MWRD AND THE MUNICIPALITY UNLESS CHANGES ARE APPROVED BY MWRD, THE MUNICIPALITY,

THE PROPOSED IMPROVEMENTS MUST BE CONSTRUCTED IN ACCORDANCE WITH THE ENGINEERING PLANS AS4.

ON THE PROJECT.

ETC., FROM ALL LIABILITY INVOLVED WITH THE CONSTRUCTION, INSTALLATION, OR TESTING OF THIS WORK

THE CONTRACTOR(S) SHALL INDEMNIFY THE OWNER, ENGINEER, MUNICIPALITY, MWRD, AND THEIR AGENTS,3.

INSPECT, APPROVE, AND REJECT THE CONSTRUCTION IMPROVEMENTS.

MWRD, THE MUNICIPALITY AND THE OWNER OR OWNER'S REPRESENTATIVE SHALL HAVE THE AUTHORITY TO2.

ALL ELEVATIONS SHOWN ON PLANS REFERENCE THE NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88).1.

GENERAL NOTESC.
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MWRD ROUTING MAP

NOT TO SCALE

PROJECT LOCATION

12" STORM SEWER
DISCHARGE TO WEST BRANCH SALT CREEK

DUAL 96" STORM SEWERS

48" STORM SEWER

12" STORM SEWER

9' X 10' BOX CULVERT

48" STORM SEWER

6" SANITARY FORCE MAIN

12" SANITARY SEWER

SANITARY LIFT STATION

8" SANITARY SEWER

18" SANITARY SEWER

UPPDER DES PLAINS NO. 11-H

CONNECTION TO 42" MWRD INTERCEPTOR

N
A

T
IO

N
A

L
 
P

A
R

K
W

A
Y

STATE PARKWAY

P
L

U
M
 
G

R
O

V
E
 
R

O
A

D

OF SCHAUMBURG JURISDICTION.

JURISDICTION. ALL OTHER STORM AND SANITARY SEWER ARE VILLAGE

THE EXISTING 9' X 10' BOX CULVERT UNDER GOLF ROAD IS UNDER IDOT NOTE: 

15" GRAVITY SANITARY SEWER

GOLF ROAD

12' X 8' BOX CULVERT

TO BE REPLACED WITH

DUAL 96" STORM SEWERS

10" SANITARY SEWER

10" SANITARY SEWER
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EXISTING TYPICAL SECTIONS
22

BASELINE

CONSTRUCTION

ROW

EXIST

ROW

EXIST

LANE

THRU

LANE

THRU

VARIES

2% &

VARIES

2% &

VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &

REMOVAL

(REMOVAL PAID FOR AS "SIDEWALK REMOVAL")

EXISTING P.C.C. SIDEWALK

(REMOVAL PAID FOR AS "COMBINATION CURB AND GUTTER REMOVAL")

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

A

D

G

H

I

B

E

F

EXISTING H.M.A. PAVEMENT, 5"

EXISTING H.M.A. PAVEMENT, 7"

EXISTING H.M.A. PAVEMENT, 12"

K

(REMOVAL PAID FOR AS "EARTH EXCAVATION")

EXISTING LANDSCAPED MEDIAN

J

3

C

J F B E F I

EXISTING H.M.A. PAVEMENT, 9"

(REMOVAL PAID FOR AS "BIKE PATH REMOVAL")

EXISTING HOT-MIX ASPHALT BIKEPATH

EXISTING P.C.C. PAVEMENT, 10"

(REMOVAL PAID FOR AS "MEDIAN REMOVAL")

EXISTING CONCRETE MEDIAN

5'8'

BASELINE

CONSTRUCTION

LANE

THRU

LANE

THRU

L C EJ I

PAID FOR AS "EARTH EXCAVATION")

(REMOVE WHEN REQUIRED FOR AGGREGATE SUBGRADE PLACEMENT -

EXISTING AGGREGATE BASE, VARIES 4" TO 12"

L

(REMOVAL PAID FOR AS "COMBINATION CURB AND GUTTER REMOVAL")

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

L

8' 5'

VARIES

2% &

VARIES

2% &

MEDIAN

STRIPED

LANE/

LEFT TURN

0' - 4.5'

VARIES

ROW

EXIST

ROW

EXIST

VARIES VARIES

N.T.S.

L

1

1

STA. 372+88.97 TO 373+84.2

43' & VARIES36' & VARIES

OR

L 2

OR

2 STA. 372+45 TO 372+92

9.5' - 11'0'-9.5'3' - 11.3'VARIES
11' &

0' - 10'
VARIES VARIES

C 2

OR

MEDIAN

STRIPED

LANE/

LEFT TURN

43' & VARIES36' & VARIES

M SAW CUT (FULL DEPTH)

11'11'11'

M

EXISTING LEGEND

EXISTING TYPICAL SECTION

STATION 371+48 TO STATION 372+45

NATIONAL PARKWAY

EXISTING TYPICAL SECTION

STATION 372+45 TO STATION 374+64.55

NATIONAL PARKWAY
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23

BASELINE

CONSTRUCTION

BASELINE

CONSTRUCTION

BASELINE

CONSTRUCTION

BASELINE

CONSTRUCTION

ROW

EXIST

ROW

EXIST

ROW

EXIST

ROW

EXIST

ROW

EXIST ROW

EXIST

ROW

EXIST

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &

VARIES

2% &

LANE

THRU

LANE

THRU

VARIES

2% &

VARIES

2% &

LANE

TURN

LEFT

LANE

THRU

VARIES

3% &

LANE

THRU

VARIES

2% &

LANE

TURN

LEFT

VARIES

1% &

VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

THRU

ROW

EXIST

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &
VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &

VARIES

2% &

LANE

THRU

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

THRU

2 3

J F B E G F I

I F A E F A F I

FEAFHFEAFI

F A E F H
F

A E F

B

I

1

1 STA. 379+80 TO 380+60

LANE

TURN

LEFT

VARIES

2% &

9.5'-10.5'9.5'-10.5'10.5'0-11'9.5'-10.5'9.5'-10.5'
8'

5'

10.5'10.5' 10.5'10.5'
5'

5'5' 10.5'10.5'6'-9.5'10.5'10.5'10.5'

30'37'-56'

30'-50'44'-55'

10.5'10.5' 10.5'10.5'9.5'-55'
5'

51' & VARIES48' & VARIES

48'-56' 0'-6'

37'-52' 43' & VARIES

N.T.S.

G

VARIES VARIES VARIES VARIES VARIESVARIES

VARIES VARIES VARIES VARIES

VARIES
VARIES VARIES

REMOVAL

(REMOVAL PAID FOR AS "SIDEWALK REMOVAL")

EXISTING P.C.C. SIDEWALK

(REMOVAL PAID FOR AS "COMBINATION CURB AND GUTTER REMOVAL")

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

A

D

G

H

I

B

E

F

EXISTING H.M.A. PAVEMENT, 5"

EXISTING H.M.A. PAVEMENT, 7"

EXISTING H.M.A. PAVEMENT, 12"

K

(REMOVAL PAID FOR AS "EARTH EXCAVATION")

EXISTING LANDSCAPED MEDIAN

J

C EXISTING H.M.A. PAVEMENT, 9"

(REMOVAL PAID FOR AS "BIKE PATH REMOVAL")

EXISTING HOT-MIX ASPHALT BIKEPATH

EXISTING P.C.C. PAVEMENT, 10"

(REMOVAL PAID FOR AS "MEDIAN REMOVAL")

EXISTING CONCRETE MEDIAN

PAID FOR AS "EARTH EXCAVATION")

(REMOVE WHEN REQUIRED FOR AGGREGATE SUBGRADE PLACEMENT -

EXISTING AGGREGATE BASE, VARIES 4" TO 12"

L

(REMOVAL PAID FOR AS "COMBINATION CURB AND GUTTER REMOVAL")

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

M SAW CUT (FULL DEPTH)

F

EXISTING LEGEND

EXISTING TYPICAL SECTION

EXISTING TYPICAL SECTION

EXISTING TYPICAL SECTION

EXISTING TYPICAL SECTION

STATION 374+64.55 TO STATION 377+44

NATIONAL PARKWAY

STATION 379+80 TO STATION 382+30

NATIONAL PARKWAY

STATION 382+30 TO STATION 385+60

NATIONAL PARKWAY

STATION 377+44 TO STATION 379+80

NATIONAL PARKWAY
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BASELINE

CONSTRUCTION

BASELINE

CONSTRUCTION

ROW

EXIST

ROW

EXIST

ROW

EXIST

ROW

EXIST

VARIES

2% &

VARIES

2% &

LANE

THRU

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

TURN

BASELINE

CONSTRUCTION

ROW

EXIST

ROW

EXIST

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &

VARIES

2% &

MEDIAN

STRIPED

LANE

TURN

LEFT

VARIES

2% &

VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

THRU

LANE

THRU

VARIES

2% &

VARIES

2% &

MEDIAN

STRIPED

LANE

TURN

LEFT

VARIES

2% &

VARIES

2% &

LANE

THRU

VARIES

2% &

LANE

THRU

3 3

F K E F H F K E F

JFEDFI

I F D E F J

8'5'

5' 8'

12'-47' 10.5'-12'10.5'-12'7-12'

50' & VARIES50' & VARIES

10.5'-25'10.5'-12'

9.5'-11'9.5'-11'0'-11'0'-8'9.5'-10'9.5'-10'

33'-53' 33' & VARIES

9.5'-10' 9.5'-10' 0'-11' 0-8' 9.5'-10' 9.5'-10'

33' & VARIES33'-53'

N.T.S.

VARIES VARIES VARIES VARIES VARIES VARIES

VARIES VARIES VARIES VARIES VARIES VARIES

VARIES VARIES VARIES VARIES VARIES VARIES

VARIES

REMOVAL

(REMOVAL PAID FOR AS "SIDEWALK REMOVAL")

EXISTING P.C.C. SIDEWALK

(REMOVAL PAID FOR AS "COMBINATION CURB AND GUTTER REMOVAL")

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

A

D

G

H

I

B

E

F

EXISTING H.M.A. PAVEMENT, 5"

EXISTING H.M.A. PAVEMENT, 7"

EXISTING H.M.A. PAVEMENT, 12"

K

(REMOVAL PAID FOR AS "EARTH EXCAVATION")

EXISTING LANDSCAPED MEDIAN

J

C EXISTING H.M.A. PAVEMENT, 9"

(REMOVAL PAID FOR AS "BIKE PATH REMOVAL")

EXISTING HOT-MIX ASPHALT BIKEPATH

EXISTING P.C.C. PAVEMENT, 10"

(REMOVAL PAID FOR AS "MEDIAN REMOVAL")

EXISTING CONCRETE MEDIAN

PAID FOR AS "EARTH EXCAVATION")

(REMOVE WHEN REQUIRED FOR AGGREGATE SUBGRADE PLACEMENT -

EXISTING AGGREGATE BASE, VARIES 4" TO 12"

L

(REMOVAL PAID FOR AS "COMBINATION CURB AND GUTTER REMOVAL")

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

M SAW CUT (FULL DEPTH)

1

1

BIKE PATH REMOVAL STA. 14+22 TO 17+32

EXISTING LEGEND

EXISTING TYPICAL SECTION

STATION 385+60 TO STATION 387+22.09

NATIONAL PARKWAY

EXISTING TYPICAL SECTION

STATION 17+32 TO STATION 21+70

AMERICAN LANE

EXISTING TYPICAL SECTION

STATION 12+57 TO STATION 17+32

AMERICAN LANE
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CONTRACT NO. 61J04

1

PROPOSED TYPICAL SECTIONS
25

4

1

4

7

8

9

2

5

6

18

11

3

AGGREGATE SUBGRADE IMPROVEMENT, 12"

PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

SUBBASE GRANULAR MATERIAL, TYPE B 2"

(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

10
(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18

12

14 AGGREGATE BASE COURSE, TYPE B

15 AGGREGATE BASE COURSE, TYPE B, 6"

16

19 EXISTING HOT-MIX ASPHALT PAVEMENT

20 EXISTING AGGREGATE BASE

21

EXISTING SIDEWALK22

EXISTING CURB AND GUTTER

13

1 PAID FOR AS "HMA PAVEMENT (FULL-DEPTH), 9"

17 PCC PAVEMENT, 10" (SPECIAL)

23

24

25 AGGREGATE BASE COURSE, TYPE B, 10"

(GUTTER SLOPE 2% TOWARD PAVEMENT UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE M-4.18

26 AGGREGATE BASE COURSE, TYPE B, 5"

MIXTURE TYPE AIR VOIDS @ Ndes

4% @ 70 GYR.

4% @ 70 GYR.

4% @ 50 GYR.

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", IL-9.5, N70; 2"

HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70; 7"

4% @ 70 GYR.

4% @ 70 GYR.

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N70; 2"

BASELINE

CONSTRUCTION

43' & VARIES36' & VARIES5'

LANE

THRU

MEDIAN

STRIPED

LANE/

LEFT TURN

VARIES

2% &

VARIES

2% &

LANE

THRU

11'11'11' 5'8'

4 11

1' (TYP)

7 21 22

27 EXISTING BIKE PATH

27 2019

ROW

EXIST

ESMT

TEMP

ROW

EXIST

"2
1HOT-MIX ASPHALT SURFACE COURSE, MIX "D", IL-9.5, N50; 1 4% @ 50 GYR.

4% @ 50 GYR.

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

SEGMENTAL CONCRETE BLOCK WALL

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 3"

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N70, 2"

HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70, 7"

HOT-MIX ASPHALT MIXTURE REQUIREMENTS TABLE

QMP

QMP DESIGNATION:  QUALITY CONTROL/QUALITY ASSURANCE (QC/QA) PER LR 1030-2

LR 1030-2

LR 1030-2

LR 1030-2

LR 1030-2

LR 1030-2

LR 1030-2

LR 1030-2

N.T.S.

PROPOSED TYPICAL SECTION

STATION 371+48 TO STATION 372+45

NATIONAL PARKWAY

PROPOSED LEGEND

"4
1HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50, 2

"2
1HOT-MIX ASPHALT SURFACE COURSE, MIX "D", IL-9.5, N50, 1

"4
1HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50, 2

(GUTTER SLOPE 2% TOWARD PAVEMENT UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-9.12 (SPECIAL)

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50; 3" (IN 2 LIFTS)

HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70; 10"

OF THE HMA PAVEMENT (FULL DEPTH).

LONGITUDINAL JOINT SEALANT SHALL BE PLACED BEFORE AND AFTER THE TOP LIFT OF HMA BINDER IL-19.0 N703.

SPECIFICATIONS.

NON-POLYMERIZED HMA THE "AC TYPE" SHALL BE "PG 64-22" UNLESS MODIFIED BY RECLAIMED MATERIALS

THE "AC TYPE" FOR POLYMERIZED HMA MIXES SHALL BE "SBS/SBR PG 76-22" AND FOR 2.

THE UNIT WEIGHT USED TO CALCULATE ALL HMA SURFACE MIXTURE QUANTITIES IS 112 LB/SY-IN.1.

NOTES:

SODDING, SALT TOLERANT

TOPSOIL (4")

MEDIAN SOIL MIX FURNISH AND PLACE (2' MIN)

28

UTILITIES SHEETS OR AS DIRECTED BY THE ENGINEER)

(PLACE AT LOCATIONS SHOWN ON DRAINAGE AND 

PIPE UNDERDRAINS, TYPE 2, 4"

PATCHING

PARKING LOTS

HOT-MIX ASPHALT BIKE PATH

PAVEMENT RECONSTRUCTION (HOT-MIX ASPHALT PAVEMENT (FULL-DEPTH), 9")
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PROPOSED TYPICAL SECTIONS

26

BASELINE

CONSTRUCTION

ROW

EXIST
ROW

EXIST

2 4

11 11

LANE

THRU

2%2%

LANE

THRU

2% 2%

MEDIAN

STRIPED

LANE/

LEFT TURN

ESMT

TEMP

1517

1.5%

2 3 4

1 1

7 5 6 77

VARIES 1.5%

BASELINE

CONSTRUCTION

ROW

EXIST

ROW

EXIST

LANE

THRU

LANE

THRU

ESMT

TEMP

ESMT

PERM

2%2%
1.5%

VARIES

2%

2 3 4

1 1

2 3 4

1 1

87 77 151

VARIES
1.25%

2%
2%

P
G

L

2 3 4

1 1

1:6

1:6

CENTER POINT

ROUNDABOUT

12 11131417

12 12 1111 5 6 7

ROW

EXIST

7

APRON

LANE

TRAVEL

MEDIAN

LANDSCAPED

8

1.5%

15 1

1:
4

ROW

PR

ESMT

PERM

ESMT

TEMP

7

1:100 (MAX)

1:25 

S
B
 
P

G
L

N
B
 
P

G
L

1:50

S
B
 
P

G
L

N
B
 
P

G
L

1:25 (MAX)

VARIES

(MAX)

1:25

(MAX)

1:25

ROW

EXIST

7

ROW

PR

ESMT

PERM

ESMT

TEMP

7

VARIES 1.5%

65

VARIES

11 4

NORTHEAST CORNER OF ROUNDABOUT

VARIES

5'

43' & VARIES

11'11'11'

5.5'5.5'

36'-41'
VARIES

1'
8'1'

1' (TYP)

15' 15'
2'

8'

5' 1'
8'

5'

43' & VARIESVARIES 37'-52'

14.5' 18.5'35.42'

8'

(TYP)
1' 

(TYP)
1' 

10'8' 2'2'

5'6'-11'
VARIES

4'-30'
VARIES 

0'-7'
VARIES 

0'-3'
VARIES

0'-7'
VARIES

4

7

8

9

5

6

18

11

AGGREGATE SUBGRADE IMPROVEMENT, 12"

PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

SUBBASE GRANULAR MATERIAL, TYPE B 2"

(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

10
(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18

12

14 AGGREGATE BASE COURSE, TYPE B

15 AGGREGATE BASE COURSE, TYPE B, 6"

16

19 EXISTING HOT-MIX ASPHALT PAVEMENT

20 EXISTING AGGREGATE BASE

21

EXISTING SIDEWALK22

EXISTING CURB AND GUTTER

13

1 PAID FOR AS "HMA PAVEMENT (FULL-DEPTH), 9"

17 PCC PAVEMENT, 10" (SPECIAL)

23

24

25 AGGREGATE BASE COURSE, TYPE B, 10"

(GUTTER SLOPE 2% TOWARD PAVEMENT UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE M-4.18

26 AGGREGATE BASE COURSE, TYPE B, 5"

27 EXISTING BIKE PATH

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

SEGMENTAL CONCRETE BLOCK WALL

5' - 10'

VARIES

1

2

3

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 3"

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N70, 2"

HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70, 7"

N.T.S.

PROPOSED TYPICAL SECTION ROUNDABOUT

PROPOSED TYPICAL SECTION

STATION 373+80.66 TO STATION 376+75

NATIONAL PARKWAY

PROPOSED TYPICAL SECTION

STATION 372+45 TO STATION 373+80.66

NATIONAL PARKWAY

PROPOSED LEGEND

"4
1HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50, 2

"2
1HOT-MIX ASPHALT SURFACE COURSE, MIX "D", IL-9.5, N50, 1

(GUTTER SLOPE 2% TOWARD PAVEMENT UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-9.12 (SPECIAL)

SODDING, SALT TOLERANT

TOPSOIL (4")

MEDIAN SOIL MIX FURNISH AND PLACE (2' MIN)

UTILITIES SHEETS OR AS DIRECTED BY THE ENGINEER)

(PLACE AT LOCATIONS SHOWN ON DRAINAGE AND 

PIPE UNDERDRAINS, TYPE 2, 4"

28

28 2828

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 

28

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 
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PROPOSED TYPICAL SECTIONS

27

3 4

BASELINE

CONSTRUCTION

ROW

EXIST

ROW

EXIST

ESMT

TEMP
ESMT

TEMP

2%2% 1.5%

1.5% 1:25

1:100 1:100
1:
4 1:1001.5%

8

ROW

EXIST

ESMT

TEMP

VARIES

STATION 379+45 TO STATION 380+98.26

77 7 72 3 4

1 1

2 3 4

1 1

12 1211 11151

BASELINE

CONSTRUCTION

2%
2% 2%

LANE

THRU

LANE

THRU

LANE

THRU

LANE

THRU

LANE

TURN

RIGHT

ROW

EXIST

ESMT

TEMP

8

1.5%

151

1:1001:100

2 3 4

1 1

2 3 4

1 1

5 6

121277 11

STATION 382+45 TO STATION 387+22.09

BASELINE

CONSTRUCTION

1.5% 1.5%

8

STATION 380+88 TO STATION 381+43

2 3 4

1 1

12 124

LANE

TURN

LEFT

1:25 (MAX)

VARIES
VARIES

VARIES

1:25 (MAX)

7 151 7 11 4

S
B
 
P

G
L

N
B
 
P

G
L

1:50

N
B
 
P

G
L

N
B
 
P

G
L

S
B
 
P

G
L

169 9

STATION 378+15 TO STATION 379+49.43

14

BASELINE

CONSTRUCTION

VARIES

S
B
 
P

G
L

VARIES 15'-33' VARIES 39'-54' VARIES 6'-32'VARIES 30'-45'

11' 5'15' VARIES 15'-22'

10'

2'

2'

(TYP)
1' 

4' 8'

2'

15' 11'11'20.5'15'8'

50' & VARIES50' & VARIES3'-6'
VARIES

11'VARIES 12'-24' 0'-12'
VARIES

0'-7'
VARIES

0'-22'
VARIES

0'-14'
VARIES 

4'-9'
VARIES

(TYP)
1' 

0'-7'
VARIES

0'-9'
VARIES

5.5'

VARIES

1:3 &

ROW

EXIST

ESMT

PERM

ESMT

TEMP

1.5%

5 611

97

23

24

254 26

SPACE

PARKING

STATION 384+36 TO STATION 385+85

4

7

8

9

5

6

18

11

AGGREGATE SUBGRADE IMPROVEMENT, 12"

PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

SUBBASE GRANULAR MATERIAL, TYPE B 2"

(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

10
(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18

12

14 AGGREGATE BASE COURSE, TYPE B

15 AGGREGATE BASE COURSE, TYPE B, 6"

16

19 EXISTING HOT-MIX ASPHALT PAVEMENT

20 EXISTING AGGREGATE BASE

21

EXISTING SIDEWALK22

EXISTING CURB AND GUTTER

13

1 PAID FOR AS "HMA PAVEMENT (FULL-DEPTH), 9"

17 PCC PAVEMENT, 10" (SPECIAL)

23

24

25 AGGREGATE BASE COURSE, TYPE B, 10"

(GUTTER SLOPE 2% TOWARD PAVEMENT UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE M-4.18

26 AGGREGATE BASE COURSE, TYPE B, 5"

27 EXISTING BIKE PATH

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

SEGMENTAL CONCRETE BLOCK WALL

1

2

3

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 3"

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N70, 2"

HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70, 7"

GORE

STRIPED

7'

11

ROW

EXIST

ESMT

PERM

5

6

1.5%

11

ESMT

TEMP

7

VARIES

VARIES
7'

4

ESMT

TEMP

23

24

25

5.0%

ESMT

PERM

ROW

EXIST

7'

7'

5

1.5%

6 7 9

2618

5'

SPACE

PARKING

15'

11'

5.0%

5'

21

VARIES
11' & 

N.T.S.

PROPOSED TYPICAL SECTION

STATION 378+15 TO STATION 380+88

NATIONAL PARKWAY

PROPOSED TYPICAL SECTION

STATION 380+88 TO STATION 387+22.09

NATIONAL PARKWAY

PROPOSED LEGEND

"4
1HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50, 2

"2
1HOT-MIX ASPHALT SURFACE COURSE, MIX "D", IL-9.5, N50, 1

(GUTTER SLOPE 2% TOWARD PAVEMENT UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-9.12 (SPECIAL)

SODDING, SALT TOLERANT

TOPSOIL (4")

MEDIAN SOIL MIX FURNISH AND PLACE (2' MIN)

UTILITIES SHEETS OR AS DIRECTED BY THE ENGINEER)

(PLACE AT LOCATIONS SHOWN ON DRAINAGE AND 

PIPE UNDERDRAINS, TYPE 2, 4"

28

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 

28 28

28

28

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 

28

28

28

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 
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PROPOSED TYPICAL SECTIONS

28

4

BASELINE

CONSTRUCTION

W
B
 
P

G
L

E
B
 
P

G
L

2% 2%

1:501:50

LANE

THRU

LANE

THRU

ROW

EXIST

ESMT

TEMP

1.5%

ROW

EXIST

ESMT

PERM

ESMT

TEMP

1:100 1.5% 1:251:100

1:1001.5%

ROW

EXIST

8 2 3 4

1 1

2 3 4

1 1

12 1211 11 7 775 6 151

75 6

7

ROW

EXIST

11

4

722

VARIES

STATION 20+07.55 TO STATION 21+70.00

4

1:50

15' 15'

3' 6'-12'
VARIES

5.5' 8'

VARIES 33'-53' 33' & VARIES

5.5'5'

11'5'

0'-4'
VARIES

BASELINE

CONSTRUCTION

W
B
 
P

G
L

E
B
 
P

G
L

2% 2%

1:501:50

LANE

THRU

LANE

THRU

ROW

EXIST

ESMT

PERM

ESMT

TEMP

1:100 1.5% 1:25

8 2 3 4

1 1

2 3 4

1 1

12 1211 11 7 7151

15' 15'

VARIES 0'-27'

3'

5.5' 8'

VARIES 44'-53' 33' & VARIES

0'-7'
VARIES

5'-12'
VARIES

0'-10'
VARIES

0'-4'
VARIES

0'-5'
VARIES

8'

(TYP)
1' 

(TYP)
1' 

4

7

8

9

5

6

18

11

AGGREGATE SUBGRADE IMPROVEMENT, 12"

PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

SUBBASE GRANULAR MATERIAL, TYPE B 2"

(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

10
(GUTTER SLOPE 6% UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18

12

14 AGGREGATE BASE COURSE, TYPE B

15 AGGREGATE BASE COURSE, TYPE B, 6"

16

19 EXISTING HOT-MIX ASPHALT PAVEMENT

20 EXISTING AGGREGATE BASE

21

EXISTING SIDEWALK22

EXISTING CURB AND GUTTER

13

1 PAID FOR AS "HMA PAVEMENT (FULL-DEPTH), 9"

17 PCC PAVEMENT, 10" (SPECIAL)

23

24

25 AGGREGATE BASE COURSE, TYPE B, 10"

(GUTTER SLOPE 2% TOWARD PAVEMENT UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE M-4.18

26 AGGREGATE BASE COURSE, TYPE B, 5"

27 EXISTING BIKE PATH

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

SEGMENTAL CONCRETE BLOCK WALL

1

2

3

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 3"

HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N70, 2"

HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70, 7"

7

STATION 12+57.00 TO STATION 14+22

ROW

EXIST

VARIE
S

4

11 7 27

2'

(MAX)

1:25

N.T.S.

PROPOSED TYPICAL SECTION

STATION 17+90 TO STATION 21+70.00

AMERICAN LANE

PROPOSED TYPICAL SECTION

STATION 12+57.00 TO STATION 16+50

AMERICAN LANE

PROPOSED LEGEND

"4
1HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50, 2

"2
1HOT-MIX ASPHALT SURFACE COURSE, MIX "D", IL-9.5, N50, 1

(GUTTER SLOPE 2% TOWARD PAVEMENT UNLESS OTHERWISE NOTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-9.12 (SPECIAL)

BASELINE

CONSTRUCTION

2%2%

0'-3'
VARIES

0'-3'
VARIES

2 3

1 1

STATION 21+02.85 TO STATION 21+70.00

P
G

L
W

B
 

P
G

L
E

B
 

4

AMERICAN LANE

SODDING, SALT TOLERANT

TOPSOIL (4")

MEDIAN SOIL MIX FURNISH AND PLACE (2' MIN)

UTILITIES SHEETS OR AS DIRECTED BY THE ENGINEER)

(PLACE AT LOCATIONS SHOWN ON DRAINAGE AND 

PIPE UNDERDRAINS, TYPE 2, 4"

28

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 

2828 28

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 

DRAINAGE STRUCTURE

CONNECT TO PROPOSED 

2828 28
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1

SCHEDULE OF QUANTITIES

2

29

 EXCAVATION FURNISHED AND EXCAVATION EARTH OFSCHEDULE

 1 STAGE - PARKWAYNATIONAL

STATION DISTANCE
MATERIAL

 SUITABLE -CUT

MATERIAL
UNSUITABLE

 -CUT
FILL

MATERIAL
 SUITABLE -CUT

MATERIAL
UNSUITABLE

 -CUT
FILL

(XX+XX) (FT.)  FT.)(SQ.  FT.)(SQ.  FT.)(SQ.  YD.)(CU.  YD.)(CU.  YD.)(CU.

371+48. 5.6 0.0 4.8

2 0.4 0.0 0.4

371+50. 5.5 0.0 5.9

50 8.9 0.0 12.1

372+00. 4.1 0.0 7.2

45 6.8 0.0 14.8

372+45. 4.1 0.0 10.7

372+45. 42.3 0.0 17.7

5 7.9 0.0 3.2

372+50. 43.0 0.0 16.7

50 91.8 0.0 25.4

373+00. 56.1 0.0 10.8

50 116.1 0.0 10.9

373+50. 69.3 0.0 1.0

50 128.7 0.0 243.7

374+00. 69.7 0.0 262.3

50 135.1 0.0 254.0

374+50. 76.2 0.0 12.0

50 129.5 0.0 27.0

375+00. 63.7 0.0 17.1

50 94.3 0.0 40.7

375+50. 38.1 0.0 26.8

50 49.2 0.0 60.1

376+00. 15.1 0.0 38.2

50 14.0 0.0 135.1

376+50. 0.0 0.0 107.8

50 6.4 0.0 193.6

377+00. 6.9 0.0 101.3

50 6.4 0.0 329.5

377+50. 0.0 0.0 254.5

50 0.0 0.0 291.6

378+00. 0.0 16.8 60.4

50 1,010.1 130.3 250.9

378+50. 405.5 54.3 210.6

50 732.7 100.5 345.5

379+00. 385.7 54.2 162.6

50 666.6 101.8 225.3

379+50. 334.2 55.7 80.7

50 639.4 100.9 119.5

380+00. 356.4 53.3 48.4

50 708.3 98.2 50.7

380+50. 408.6 52.8 6.4

50 815.3 99.3 14.1

 EXCAVATION FURNISHED AND EXCAVATION EARTH OFSCHEDULE

 1 STAGE - PARKWAYNATIONAL

STATION DISTANCE
MATERIAL

 SUITABLE -CUT

MATERIAL
UNSUITABLE

 -CUT
FILL

MATERIAL
 SUITABLE -CUT

MATERIAL
UNSUITABLE

 -CUT
FILL

(XX+XX) (FT.)  FT.)(SQ.  FT.)(SQ.  FT.)(SQ.  YD.)(CU.  YD.)(CU.  YD.)(CU.

381+00. 471.9 54.4 8.9

50 881.8 102.4 14.9

381+50. 480.4 56.2 7.3

50 711.7 52.0 17.8

382+00. 288.2 0.0 12.0

50 505.2 0.0 13.5

382+50. 257.4 0.0 2.6

50 456.5 0.0 22.9

383+00. 235.6 0.0 22.1

50 433.0 0.0 44.7

383+50. 232.0 0.0 26.2

50 447.3 0.0 48.1

384+00. 251.1 0.0 25.8

50 465.0 0.0 46.2

384+50. 251.1 0.0 24.1

50 505.2 0.0 45.1

385+00. 294.5 0.0 24.6

50 499.2 63.5 43.7

385+50. 244.6 68.6 22.6

 1 STAGE - PARKWAYNATIONAL 10,272.7 848.9 2,945.3
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2

SCHEDULE OF QUANTITIES
    

2

30

 EXCAVATION FURNISHED AND EXCAVATION EARTH OFSCHEDULE

 2 STAGE - LANEAMERICAN

STATION DISTANCE
MATERIAL

 SUITABLE -CUT
MATERIAL

 UNSUITABLE -CUT
FILL

MATERIAL
 SUITABLE -CUT

MATERIAL
 UNSUITABLE -CUT

FILL

(XX+XX) (FT.)  FT.)(SQ.  FT.)(SQ.  FT.)(SQ.  YD.)(CU.  YD.)(CU.  YD.)(CU.

19+50. 0.0 0.0 0.0

50 43.0 0.0 5.5

20+00. 46.4 0.0 5.9

50 84.7 0.0 17.5

20+50. 45.0 0.0 13.0

50 85.1 0.0 20.4

21+00. 46.9 0.0 9.0

50 90.2 0.0 15.7

21+50. 50.4 0.0 7.9

20 37.1 0.0 6.6

21+70. 49.8 0.0 9.8

 2 STAGE - LANEAMERICAN 340.1 0.0 65.7

 EXCAVATION FURNISHED AND EXCAVATION EARTH OFSCHEDULE

 1 STAGE - LANEAMERICAN

STATION DISTANCE
MATERIAL

 SUITABLE -CUT
MATERIAL

 UNSUITABLE -CUT
FILL

MATERIAL
 SUITABLE -CUT

MATERIAL
 UNSUITABLE -CUT

FILL

(XX+XX) (FT.)  FT.)(SQ.  FT.)(SQ.  FT.)(SQ.  YD.)(CU.  YD.)(CU.  YD.)(CU.

12+57. 36.2 0.0 0.0

28 41.6 0.0 4.6

12+85. 44.0 0.0 8.9

15 23.4 0.0 5.8

13+00. 40.1 0.0 11.9

50 61.9 0.0 29.0

13+50. 26.8 0.0 19.5

50 30.3 0.0 44.9

14+00. 5.9 0.0 29.0

50 19.0 0.0 74.5

14+50. 14.6 0.0 51.4

50 26.2 0.0 116.2

15+00. 13.7 0.0 74.1

50 21.1 0.0 162.0

15+50. 9.1 0.0 100.9

50 8.5 0.0 243.7

16+00. 0.0 0.0 162.3

50 0.0 0.0 448.9

16+50. 447.1 55.3 322.5

50 0.0 0.0 298.6

17+00. 0.0 0.0 0.0

50 0.0 0.0 196.4

17+50. 0.0 0.0 212.1

50 1.4 0.0 286.2

18+00. 1.5 0.0 97.0

50 6.7 0.0 130.2

18+50. 5.7 0.0 43.6

50 27.6 0.0 65.0

19+00. 24.0 0.0 26.6

50 65.4 0.0 28.8

19+50. 46.6 0.0 4.5

50 43.1 0.0 4.2

20+00. 0.0 0.0 0.0

50 0.0 0.0 0.0

20+50. 0.0 0.0 0.0

50 0.0 0.0 0.0

21+00. 0.0 0.0 0.0

50 0.0 0.0 0.0

21+50. 0.0 0.0 0.0

20 0.0 0.0 0.0

21+70. 0.0 0.0 0.0

 1 STAGE - LANEAMERICAN 376.2 0.0 2,139.1

 SUMMARYEARTHWORK  1STAGE  2STAGE TOTAL

LINE SY CY SY CY CY

1  (4") TOPSOILPROPOSED 6687 743 907 101

2  AVAILABLE STRIPPINGTOPSOIL 2121 217

3  1) LINE TO (EQUAL PLACEMENT AND EXCAVATIONTOPSOIL 743 101 844

4  3) LINE MINUS 2 (LINE MATERIAL) UNSUITABLE OF DISPOSAL AND REMOVAL AS FOR (PAID DISPOSAL AND EXCAVATION TOPSOILEXCESS 1378 116

5  (UNDERCUTS) MATERIAL UNSUITABLE OF DISPOSAL ANDREMOVAL 63 464

6  (CONTINGENCY) MATERIAL UNSUITABLE OF DISPOSAL ANDREMOVAL 1133 0

7  CULVERT) (BOX MATERIAL UNSUITABLE OF DISPOSAL ANDREMOVAL 785 0

8  7) AND 6, 5, 4, LINES OF (SUM MATERIAL UNSUITABLE OF DISPOSAL AND REMOVALTOTAL 3361 580 3941

9  (ROADWAY)EXCAVATION 3229 857

10  CULVERT) (BOXEXCAVATION 7420 0

11  10) AND 9 LINES OF (SUM EXCAVATION EARTHTOTAL 10649 857 11506

13  11) LINE TIMES (0.85 EMBANKMENT FOR AVAILABLE EXCAVATIONEARTH 9051 728

14  REQUIREDEMBANKMENT 5084 140

15  11) LINE MINUS 12 (LINE EXCAVATIONFURNISHED -3967 -589

 EXCAVATION FURNISHED AND EXCAVATION EARTH OFSCHEDULE

 2 STAGE - PARKWAYNATIONAL

STATION DISTANCE
MATERIAL

 SUITABLE -CUT
MATERIAL

 UNSUITABLE -CUT
FILL

MATERIAL
 SUITABLE -CUT

MATERIAL
 UNSUITABLE -CUT

FILL

(XX+XX) (FT.)  FT.)(SQ.  FT.)(SQ.  FT.)(SQ.  YD.)(CU.  YD.)(CU.  YD.)(CU.

385+50. 244.6 68.6 22.6

50 126.3 128.2 24.4

386+00. 65.0 69.9 3.8

50 120.3 131.6 20.4

386+50. 65.0 72.1 18.2

50 159.4 161.8 25.3

387+00. 107.2 102.6 9.1

22 110.9 42.1 3.7

387+22.15 163.2 0.0 0.0

 2 STAGE - PARKWAYNATIONAL 517.0 463.7 74.0
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TBM NO.

3

LOCATION ELEVATION DESCRIPTION

731.36

735.87
WOODFIELD RD. & NATIONAL PKWY. 

SCHAUMBURG MON. #1199 - ALUM. DISC ON SW CORNER OF 
STA. 361+16, 39' LT

STA. 376+97, 43' RT

2

P
R

C
 
S
T

A
. 

3
7
9
+

8
2
.1

8

NATIONAL PARKWAY ALIGNMENT DATA

BOA

PRC

360+00.00

PC

PI

PI

PT

BENCHMARKS

377+65.45

378+75.73

379+82.18

380+81.06

381+77.16

PT STA. 599+00.00

PT STA. 654+99.44

P
C
 
S

T
A
. 

3
7
7

+
6
5
.4

5

P
I 

S
T

A
. 

3
7
8
+

7
5
.7

3

P
I 

S
T

A
. 

3
8
0
+

8
1
.0

6

P
T
 
S

T
A
. 

3
8
1

+
7
7
.1

6

AMERICAN LANE ALIGNMENT DATA

BOA STA. 10+31.93

EOA STA. 25+00.00

BOA

EOA

10+31.93

25+00.00

POINT STATION NORTHING EASTING

POINT STATION NORTHING EASTING

BOA

EOA

POINT STATION NORTHING EASTING

BOA

EOA

POINT STATION NORTHING EASTING

650+00.00

654+99.44

603+47.65

599+00.00

1 2 354+00.00 383+50.001" = 100'

ALIGNMENT TIES AND BENCHMARKS

STA. 650+00.00 (WOODFIELD RD E)

STA. 361+86.80 (NATIONAL PKY) =

STA. 603+47.65 (WOODFIELD RD W)

STA. 361+91.64 (NATIONAL PKY) =

0 100 200 300

SCALE IN FEET

W
O

O
D
F
IE

L
D
 

R
O

A
D
 
E
.

W
O

O
D
F
IE

L
D
 

R
O

A
D
 

W
.

NATIONAL PARKWAY

A
M

E
R
IC

A
N
 

L
A

N
E

8
9
°5

3
'2
6
"

9
3
°5

1
'1
3
"

8
8
°5

5
'4
3
"

1,061,160.4991,958,284.145

1,960,049.557 1,061,171.719

1,960,159.838 1,061,172.420

1,061,124.459

1,960,348.192 1,061,081.455

1,960,447.000 1,061,077.558

1,960,259.147

WOODFIELD ROAD EAST ALIGNMENT DATA

WOODFIELD ROAD WEST ALIGNMENT DATA

1,958,448.531 1,060,714.826

1,958,475.777 1,061,161.650

1,958,470.943 1,061,161.619

1,958,477.109 1,061,661.019

1,960,018.269 1,060,470.861

1,061,938.8811,960,006.133

NOTE: DATUM IS NAVD '88 (GPS OBSERVED)

AMERICAN LN. & NATIONAL PKWY. 

SCHAUMBURG MON. #1160 - ALUM. DISC ON SE CORNER OF 

31

TBM #03

CURVE NO. 1

CURVE NO. 2

390+00.00 1,961,269.200 1,061,045.132EOA

T.P. #56

9
1
°0

4
'1
7
"

B
O

A
 
S

T
A
. 

3
6
0

+
0
0
.0

0

PI STA. = 378+75.73

T = 98.89'

L = 194.99'

E = 10.18'

P.C. STA. = 379+82.18

P.T. STA. = 381+77.16

L = 216.73'

E = 12.63'

P.C. STA. = 377+65.45

P.T. STA. = 379+82.18

R = 475.00'

T = 110.28'

R = 475.00'

NATIONAL PARKWAY

CURVE NO. 1 CURVE NO. 2

PI STA. = 380+81.06

T.P. #51

#02
TBM

8
6
°0

8
'4
7
"

T.P. #52

T.P. #88

T.P. #79

TRAVERSE POINTS
NORTHING DESCRIPTION

51

POINT NO. EASTING STATION OFFSET

52

56

370+20.58 25.28' LT1,061,141.702

1,061,212.872 377+00.39 41.57' RT

1,061,214.905 361+26.30 53.60' RT

1,060,711.879 27.19' RT

1,061,862.625 33.32' RT

1,959,984.233

1,959,304.868

1,958,410.098

1,959,989.088

1,959,973.438

79

88

"MAG" NAIL

"MAG" NAIL

CROSS CUT

IRON ROD & CAP

IRON ROD & CAP

12+73.18

24+24.02

3
2

M
A

T
C

H
L
IN

E
 
S

T
A
. 

3
8
3

+
5
0
.0

0
, 

S
E

E
 
S

H
E

E
T

STA. 17+32.58 (AMERICAN LN)

STA. 377+28.37 (NATIONAL PKY) =

STA. 12+57.00

RECONSTRUCTION BEGINS

STA. 21+70.00

RECONSTRUCTION ENDS

STA. 371+48.00

BEGIN IMPROVEMENTS

9
0
°6
'3
4
"
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4
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4
8
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4
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1

 384  385+00  386  387  388  389  390+00

 
5
0
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+
0
0

 
5
0
1

 
5
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5
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5
0
4

 
5
0
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+
0
0

 
5
0
6

 
5
0
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5
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8

 
5
0
9

 
5
1
0

+
0
0

 
5
1
1

2 2 384+50.00 401+53.621" = 100'

ALIGNMENT TIES AND BENCHMARKS
32

0 100 200 300

SCALE IN FEET

G
O
L
F
 
R

O
A

D

NATIONAL PARKWAY

8
9
°5

7
'5
7
"

9
0
°0

2
'0
3
"

8
9
°5

7
'5
7
"

STA. 505+00.00 (GOLF RD)

STA. 387+66.74 (NATIONAL PKY) =

BOA STA. 477+50.00

EOA STA. 511+00.00

BOA

EOA

POINT STATION NORTHING EASTING

511+00.00

477+50.00 1,960,929.395 1,058,306.395

1,961,059.408 1,061,653.871

GOLF ROAD ALIGNMENT DATA

TBM NO. LOCATION ELEVATION DESCRIPTION

734.79STA. 386+89, 47' LT1

BENCHMARKS

NOTE: DATUM IS NAVD '88 (GPS OBSERVED)

W/ MAST ARM @ SW CORNER OF GOLF RD. & NATIONAL PKWY.

SQUARE CUT ON EAST SIDE OF CONC. BASE FOR TRAFFIC LIGHT 

TBM #01

T.P. #53

90
°0

2'0
3"
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3
9
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+
0
0
.0

0

TRAVERSE POINTS

390+00.00 1,961,269.200 1,061,045.132EOA

NATIONAL PARKWAY ALIGNMENT DATA

EASTINGNORTHINGSTATIONPOINT

53 1,061,006.729 387+07.05 49.99' LT1,960,974.506 IRON ROD & CAP

NORTHING DESCRIPTIONPOINT NO. EASTING STATION OFFSET
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1" = 20' 4

ROUNDABOUT ALIGNMENT TIES AND BENCHMARKS
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PI S
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2

PI STA. 505+38.17

PI STA. 605+29.07

PT STA. 605+56.48

PT STA. 505+60.85

NATIONAL PARKWAY
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L
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N
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0 20

SCALE IN FEET

40 60

PI

POINT STATION NORTHING EASTING

PC

NATIONAL PARKWAY SOUTH LEG SB ALIGNMENT DATA

PI

PI

PT

312+05.51 1,959,668.164 1,061,165.318

313+17.22 1,959,779.375 1,061,154.836

314+28.80 1,959,891.068 1,061,153.303

314+57.60 1,959,919.863 1,061,152.908

314+86.12 1,959,947.747 1,061,145.712

314+93.07 1,959,954.475 1,061,143.976

315+00.00 1,959,960.887 1,061,141.298

NATIONAL PARKWAY SOUTH LEG NB ALIGNMENT DATA

PI

POINT STATION NORTHING EASTING

PC

PI

PI

PT

412+07.77 1,959,668.635 1,061,176.294

413+05.29 1,959,766.153 1,061,177.081

414+02.74 1,959,863.501 1,061,171.277

414+27.45 1,959,888.169 1,061,169.806

414+52.16 1,959,912.808 1,061,167.913

414+76.70 1,959,937.277 1,061,166.033

415+00.00 1,959,959.121 1,061,177.216
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.

CURVE RNN PGLL 5

CURVE RNN PGLL 4

CURVE RNN PGLR 4

CURVE RNS PGLR 5

CURVE RNS PGLR 6

CURVE RNS PGLR 7

CURVE RNS PGLL 5

CURVE RNS PGLL 6
CURVE RNS PGLL 7

CURVE RAW PGLR 8

CURVE RAW PGLL 1

CURVE RAW PGLL 2

CURVE RAE PGLR 3

CURVE RAE PGLR 4

CURVE RAE PGLL 3

CURVE RNN PGLL 3

CURVE RNN PGLR 3
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. 

3
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1
+

6
3
.9

3
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T
A
. 

4
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4

(RAE PGLL)
STA 604+82.00 
(ROUNDABOUT) =
STA 900+00.00

(RNS PGLR)
STA 415+18.00 
(ROUNDABOUT) =
STA 902+47.37

(RAE PGLR)
STA 504+82.00 

(ROUNDABOUT) =
STA 902+98.84

(RNS PGLL)
STA 315+18.00 
(ROUNDABOUT) =
STA 902+20.35

(RAW PGLR)
STA 205+18.00 

(ROUNDABOUT) =
STA 901+67.54 (RAW PGLL)

STA 105+18.00 
(ROUNDABOUT) =
STA 901+37.02

(RNN PGLL)
STA 804+82.00 

(ROUNDABOUT) =
STA 900+84.20

(RNN PGLR)
STA 704+82.00 

(ROUNDABOUT) =
STA 900+56.34

311+63.93 1,959,626.750 1,061,169.032BOA

411+65.74 1,959,626.614 1,061,175.393BOA

PRC

PCC

PCC

PRC

CURVE RAW PGLR 5

POINT STATION NORTHING EASTING

1,960,036.164 1,061,213.865

ROUNDABOUT ALIGNMENT DATA

 

NATIONAL PARKWAY

CURVE RNS PGLL 5 CURVE RNS PGLL 6

PI STA. = 313+17.22

R = 2,782.00'

L = 223.29'

E = 2.24'

P.C. STA. = 312+05.51

P.R.C. STA. = 314+28.80

PI STA. = 314+57.60

P.R.C. STA. = 314+28.80

T = 28.80'

L = 57.32'

E = 1.72'

P.C.C. STA. = 314+86.12

CURVE RNS PGLL 7

PI STA. = 314+93.07

R = 97.00'

T = 6.95'

L = 13.87'

E = 0.25'

P.C.C. STA. = 314+86.12

P.T. STA. = 315+00.00

T = 111.70'

R = 240.00'

 

NATIONAL PARKWAY

CURVE RNS PGLR 5 CURVE RNS PGLR 6

PI STA. = 413+05.29

R = 2,883.00'

T = 97.52'

L = 194.97'

E = 1.65'

P.C. STA. = 412+07.77

P.C.C. STA. = 414+02.74

PI STA. = 414+27.45

P.C.C. STA. = 414+02.74

R = 2,883.00'

T = 24.71'

L = 49.42'

E = 0.11'

P.R.C. STA. = 414+52.16

CURVE RNS PGLR 7

PI STA. = 414+76.70

R = 87.00'

T = 24.54'

L = 47.84'

E = 3.40'

P.R.C. STA. = 414+52.16

P.T. STA. = 415+00.00
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35SEE SHEET 
MATCHLINE STA. 104+00.00 AND 204+00.00

36SEE SHEET 

MATCHLINE STA. 506+00.00 AND 606+00.00

STA 804+30.00 SB NATIONAL PARKWAY

STA 704+30.00 NB NATIONAL PARKWAY =

STA 604+30.00 WB AMERICAN LANE =

STA 504+30.00 EB AMERICAN LANE =

STA 415+70.00 NB NATIONAL PARKWAY =

STA 315+70.00 SB NATIONAL PARKWAY =

STA 205+70.00 EB AMERICAN LANE =

STA 105+70.00 WB AMERICAN LANE =

STATION EQUATIONS FOR CENTER OF ROUNDABOUT:

NOTE

EOA

BOA /

903+26.73

900+00.00 /

RADIUS

1,960,027.574 1,061,162.579
CIRCLE

CENTER OF
--

--

52.00'
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POINT STATION NORTHING EASTING

805+30.56 1,960,124.738 1,061,157.629

805+66.06 1,960,159.691 1,061,163.814

806+24.13PI 1,960,214.993 1,061,140.427

806+48.46 1,960,234.819 1,061,125.952

807+47.13 1,960,314.509 1,061,067.772

805+00.00

805+15.41

1,960,095.973 1,061,147.691

1,061,154.945PI

PI

805+99.58 1,960,192.384 1,061,149.988

1,960,109.566

PC

NATIONAL PARKWAY NORTH LEG SB ALIGNMENT DATA

PI

PT 808+40.02 1,960,413.101 1,061,063.883

POINT STATION NORTHING EASTING

PT

705+40.60 1,960,132.915 1,061,173.348

705+89.54 1,960,180.966 1,061,164.088

707+16.15PI 1,960,293.318 1,061,104.135

707+91.90 1,960,371.669 1,061,101.045

705+00.00

705+20.36

1,960,093.991 1,061,184.688

1,061,177.200PI

PI

706+37.74 1,960,224.139 1,061,141.050

1,960,112.924

PC

NATIONAL PARKWAY NORTH LEG NB ALIGNMENT DATA

 

NATIONAL PARKWAY

CURVE RNN PGLL 3 CURVE RNN PGLL 4

PI STA. = 805+15.41

E = 1.22'

P.C. STA. = 805+00.00

PI STA. = 805+66.06

T = 35.50'

L = 69.02'

E = 5.14'

CURVE RNN PGLL 5

PI STA. = 806+24.13

T = 24.55'

L = 48.88'

E = 1.42'

T = 15.41'

L = 30.56'

PI STA. = 807+47.13

CURVE RNN PGLL 6

T = 98.67'

E = 14.69'

P.T. STA. = 808+40.02

R = 212.00'R = 97.00' R = 120.00' R = 324.00'

L = 191.55'
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CURVE RNN PGLR 3 CURVE RNN PGLR 4
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L = 97.14'

CURVE RNN PGLL 6
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814+18.36 1,960,990.998 1,061,041.092EOA
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PCC

714+13.02 1,960,992.311 1,061,076.568EOA

PRC

PRC

P.R.C. STA. = 705+40.60

P.R.C. STA. = 705+40.60

P.R.C. STA. = 706+37.74
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P.C.C. STA. = 805+99.58

P.C.C. STA. = 805+99.58

P.R.C. STA. = 806+48.46

P.R.C. STA. = 806+48.46
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PI

104+41.48 1,960,040.419 1,061,039.183

104+86.69 1,960,047.101 1,061,083.856

104+93.36 1,960,048.597 1,061,090.350

101+00.36 1,960,016.388 1,060,698.913POT

PI

POINT STATION NORTHING EASTING

PC

PC

PT

203+39.66 1,960,011.421 1,060,936.351

203+71.59 1,960,011.157 1,060,968.281

204+03.43PT 1,960,014.973 1,060,999.983

204+43.93 1,960,019.813 1,061,040.197

204+72.77 1,960,023.260 1,061,068.828

205+00.00 1,960,010.505 1,061,094.692

AMERICAN LANE WEST LEG EB ALIGNMENT DATA
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202+31.77

1,960,016.455

1,960,012.312

1,060,696.764

1,060,828.474

POT
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1,061,096.578

104+64.13 1,960,042.015 1,061,061.780

AMERICAN LANE WEST LEG WB ALIGNMENT DATA
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PI STA. = 203+71.59
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P.C.C. STA. = 104+86.69
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P.C. STA = 377+65.45

P.T. STA = 379+82.18
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376+29.92
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17.93' RT
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FOR SPLITTER ISLAND DETAILS.55SEE SHEET 4.

LAYOUT.

SEE SIDEWALK DETAILS FOR ADDITIONAL SIDEWALK 3.
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ALIGNMENT INFORMATION.
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PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

AGGREGATE SUBGRADE IMPROVEMENT, 12"

HMA PAVEMENT (FULL-DEPTH), 9"

PROPOSED RECONSTRUCTION:

TYPE B-6.24

COMBINATION CONCRETE CURB AND GUTTER,

LANDSCAPED MEDIAN

192' R

8
'

8
'

1
5
'

5
'

5
'

CONSTRUCTION BASELINE

WB PGL

EB PGL

26.08' RT

15+60.06

22.01' RT

15+99.40

18.83' RT

12+85.00

18.87' RT

12+57.00

18.83' LT

12+57.00

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

STANDARD 606301)

(RAMP MEDIAN NOSE PER IDOT

CONCRETE MEDIAN, TYPE SB-9.12

3' R

3.00' RT

13+89.58

NOTES

"COMB. CONC. CURB AND GUTTER, TYPE B-6.24".  

10' TRANSITION FROM B-6.24 TO B-6.12 SHALL BE PAID FOR AS1.

SEE NOTE 1

SEE NOTE 1

AGGREGATE BASE COURSE, TYPE B, 6"

HMA SURFACE COURSE, IL-9.5, MIX "D", N50, 3"

STA. 12+57.00

RECONSTRUCTION BEGINS

1000' R

23.90' LT

15+62.66

18.88' LT

12+91.38

18.00' RT

13+15.00

5.05' LT

13+23.92

1.36' RT

13+18.77

1.47' RT

13+23.77

18.88' LT

12+81.38
4.63' LT

13+18.61

 PGLWESTBOUND

STATION  ELEVPGL EOP OFFSET  ELEVATIONEOP

101+00.36 727.37  LT18.89' (726.62)

101+10 727.46  LT18.14' (726.72)

101+20 727.55  LT17.37' (726.78)

101+30 727.64  LT16.59' 726.94

101+40 727.73  LT15.80' 727.13

101+50 727.82  LT15.01' 727.32

101+50.16 727.82  LT15.00' 727.41

101+60 727.91  LT15.00' 727.47

101+70 728.00  LT15.00' 727.62

101+80 728.09  LT15.00' 727.78

101+82.12 728.11  LT15.00' 727.81

 PGLEASTBOUND

STATION  ELEVPGL EOP OFFSET  ELEVATIONEOP

201+00 727.35  RT18.93' (727.14)

201+10 727.46  RT18.68' (727.22)

201+20 727.56  RT18.43' (727.31)

201+30 727.66  RT18.12' 727.41

201+40 727.77  RT17.62' 727.45

201+50 727.88  RT17.11' 727.54

201+60 727.98  RT16.67' 727.65

201+70 728.09  RT16.44' 727.76

201+80 728.19  RT16.20' 727.87

201+90 728.29  RT15.97' 727.97

202+00 728.40  RT15.74' 728.09

202+10 728.55  RT15.51' 728.24

202+20 728.70  RT15.28' 728.39

202+30 728.85  RT15.05' 728.55

202+31.77 728.88  RT15.00' 728.58

SIDEWALK DETAILS

 FOR191SEE SHEET

T
E

M
P
 E

S
M

T

TEMP ESMT

32.33' LT

12+66.49

31.99' LT

12+76.49

1
0
'

6
6
'

2
5
'

DETECTABLE WARNINGS (SPECIAL)

LEGEND

5
.5
'

5
.5
'

5
.5
'

1
5
'

1
5
'

26.08' RT

14+37.00

26.24' RT

14+22.00

34.53' RT

14+22.01

34.08' RT

14+37.00

32.02' LT

13+28.39

39.22' LT

14+00.00

TYPE B-9.12 (SPECIAL)

COMBINATION CONCRETE CURB AND GUTTER,

WETLAND A

AMERICAN LANE



+0.90% +1.99%

100.00' V.C.

K = 92

E = 0.14'

+1.99% +1.50% +1.50% +2.00%

V
P
I 

E
L
E

V
 
=
 
7
2
8
.7

2
V

P
I 

S
T

A
 
1
0
2

+
5
0
.0

0

VPC ELEV = 728.27
VPC STA 102+00.00

VPT ELEV = 729.72
VPT STA 103+00.00

V
P
I 

E
L
E

V
 
=
 
7
3
1
.7

1
V

P
I 

S
T

A
 
1
0
4

+
0
0
.0

0

V
P
I 

E
L
E

V
 
=
 
7
3
3
.2

1
V

P
I 

S
T

A
 
1
0
5

+
0
0
.0

0

V
P
I 

E
L
E

V
 
=
 
7
3
3
.5

7
V

P
I 

S
T

A
 
1
0
5

+
1
8
.0

0

V
P
I 

E
L
E

V
 
=
 
7
2
7
.3

7
V

P
I 

S
T

A
 
1
0
1

+
0
0
.3

6

101+50 102+00 102+50 103+00 103+50 104+00 104+50 105+00

7
2
7
.6

0

7
2
7
.7

9

7
2
8
.1

2

7
2
8
.6

8

7
2
9
.4

0

7
2
9
.9

5

7
3
0
.5

2

7
3
0
.6

1

7
2
7
.8

2

7
2
8
.2

7

7
2
8
.8

6

7
2
9
.7

2

7
3
0
.7

1

7
3
1
.7

1

7
3
2
.4

6

7
3
3
.2

1

7
2
8
.5

3

7
2
9
.2

5

201+00 201+50 202+00 202+50 203+00 203+50 204+00 204+50 205+00

7
2
7
.3

5

7
2
7
.8

8

7
2
8
.4

0

7
2
9
.1

6

7
2
9
.9

1

7
3
0
.6

7

7
3
1
.4

3

7
3
2
.1

8

7
3
2
.9

4

7
2
7
.3

5

7
2
7
.6

2

7
2
7
.9

8

7
2
8
.3

5

7
2
8
.9

0

7
2
9
.6

1

7
3
0
.1

1

7
3
0
.6

2

7
3
0
.6

9

+1.05% +1.51%

+1.51% +2.00%

V
P
I 

E
L
E

V
 
=
 
7
2
7
.3

5
V

P
I 

S
T

A
 
2
0
1

+
0
0
.0

0

V
P
I 

E
L
E

V
 
=
 
7
3
3
.3

0
V

P
I 

S
T

A
 
2
0
5

+
1
8
.0

0

V
P
I 

E
L
E

V
 
=
 
7
3
2
.9

4
V

P
I 

S
T

A
 
2
0
5

+
0
0
.0

0

V
P
I 

E
L
E

V
 
=
 
7
2
8
.4

0
V

P
I 

S
T

A
 
2
0
2

+
0
0
.0

0

           

DJK

JAT
242COOK

SECTION COUNTY

ILLINOIS

                   

TOTAL

SHEETS

SHEET

NO.

SCALE:          

djkUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 10/31/2022 DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS            

-

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          8/04/2022

JAT

 

 

  

  

 

 

 

 

  

 

 

 

 

 

  
STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

SECTION COUNTY

ILLINOIS  

                       

TOTAL

SHEETS

SHEET

NO. 

                      

 

SCALE:          

P
R

O
F
IL

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 
C

H
E

C
K

E
D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 
N

O
T

A
T
'N

S
 
C

H
'K

D

B
Y

D
A

T
E

N
O

T
E
 
B

O
O

K

N
O
.

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 
B

O
O

K

N
O
.

P
L

A
N

A
L
IG

N
M

E
N

T
 
C

H
E

C
K

E
D

R
T
. 

O
F
 

W
A

Y
 
C

H
E

C
K

E
D

C
A

D
D
 
F
IL

E
 
N

A
M

E

djk=USER NAME

40.0000 ' / in.=PLOT SCALE

10/31/2022=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISED

   

   

   

   

   

   

   

   

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

                                                                                                                

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

                                                                                                                

   

   

   

   

   

   

   

   

DATE

DRAWN

CHECKED

 

SHEET    OF    SHEETS            

-

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

$
M

O
D

E
L

N
A

M
E
$

..
.\
3
3
5
7
-p

p
0
1
.d

g
n

F
IL

E
 
N

A
M

E
:

M
O

D
E

L
:

                               

                              

ILLINOIS

F.A.U.

    

FED. AID PROJECT

RTE.

1103 16-00127-03-PV

CONTRACT NO. 61J04

735

730

725

720

720

725

730

735

735

730

   725

   720

735

730

   725

   720

52
PLAN AND PROFILE

740

715

710

705 705

710

715

720

740

705

710

715

720

740

705

710

715

720

740

EASTBOUND PROFILE

WESTBOUND PROFILE

P
R

O
P

O
S

E
D
 
P

G
L

P
R

O
P

O
S

E
D
 
P

G
L

PROPOSED PGL

PROPOSED PGL

1"=20'H/5'V       10 12

P
A

V
E

M
E

N
T

R
O

U
N

D
A

B
O

U
T

O
U

T
S
ID

E
 
E

D
G

E
 
O

F

P
A

V
E

M
E

N
T

R
O

U
N

D
A

B
O

U
T

O
U

T
S
ID

E
 
E

D
G

E
 
O

F

P
A

V
E

M
E

N
T

R
O

U
N

D
A

B
O

U
T

IN
S
ID

E
 
E

D
G

E
 
O

F

P
A

V
E

M
E

N
T

R
O

U
N

D
A

B
O

U
T

IN
S
ID

E
 
E

D
G

E
 
O

F

STA. 100+97.01

RECONSTRUCTION BEGINS

STA. 200+99.16

RECONSTRUCTION BEGINS

A
L

O
N

G
 
P

G
L

E
X
IS

T
IN

G
 
E

L
E

V
A

T
IO

N

A
L

O
N

G
 
P

G
L

E
X
IS

T
IN

G
 
E

L
E

V
A

T
IO

N

EXISTING ELEVATION ALONG PGL

EXISTING ELEVATION ALONG PGL

AMERICAN LANE



H

W

T

T

E

 19  20+00  21  22

 606  607

 608

 506  507  508

           

DJK

JAT
242COOK

SECTION COUNTY

ILLINOIS

                   

TOTAL

SHEETS

SHEET

NO.

SCALE:          

djkUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 10/31/2022 DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

$
M

O
D

E
L

N
A

M
E
$

..
.\
3
3
5
7
-p

p
0
1
.d

g
n

F
IL

E
 
N

A
M

E
:

M
O

D
E

L
:

F.A.U.

    

8/04/2022

JAT

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
FED. AID PROJECT

RTE.

1103 16-00127-03-PV

CONTRACT NO. 61J04
PLAN AND PROFILE

53

0 20

SCALE IN FEET

40 60

1"=20'H/5'V 11 12 18+00 22+00

AMERICAN LANE

4
5

S
E

E
 
S

H
E

E
T

M
A

T
C

H
L
IN

E
 
S

T
A
. 

1
8

+
5
0

EX ROW

TEMP ESMT

TEMP ESMT

EX ROW

EX ROW

PR PERM ESMT PR PERM ESMT

TEMP ESMTTEMP ESMT

1200 AMERICAN LANE

1300 AMERICAN LANE

1251 AMERICAN LANE 1301 AMERICAN LANE

8
'

8
'

1
5
'

1
5
'

5
'

105' R

LANDSCAPED MEDIAN

STANDARD 606301)

(RAMP MEDIAN NOSE PER IDOT

CONCRETE MEDIAN, TYPE SB-9.12
         

FOR DRIVEWAY DETAILS.

188SEE SHEET 

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

CONSTRUCTION BASELINE

EB PGL

WB PGL
8
'

3
'

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

2.84' RT

20+99.99

3' R

15.96' LT

18+95.07

498' R

17.82' RT

21+65.00

19.20' LT

21+70.00

17.94' RT

21+70.00

50.55' LT

19+22.73
50.80' LT

19+08.18

AGGREGATE BASE COURSE, TYPE B, 6"

HMA SURFACE COURSE, IL-9.5, MIX "D", N50, 3"

19.20' LT

21+50.43
1000' R

25.90' RT

21+62.92

28.56' LT

20+13.95

17.84' RT

20+99.89

 PGLWESTBOUND

STATION  ELEVPGL EOP OFFSET  ELEVATIONEOP

607+22.11 732.37  LT15.00' 732.07

607+30 732.41  LT15.10' 732.11

607+40 732.47  LT15.37' 732.16

607+50 732.53  LT15.64' 732.22

607+60 732.59  LT15.91' 732.27

607+70 732.66  LT16.19' 732.34

607+80 732.73  LT16.47' 732.40

607+90 732.79  LT16.73' 732.46

608+00 732.86  LT17.00' 732.52

608+10 732.92  LT17.28' 732.57

608+20 732.99  LT17.55' 732.64

608+30 733.05  LT17.82' 732.69

608+40 733.12  LT18.10' 732.76

608+50 733.19  LT18.37' 732.82

608+60 733.25  LT18.64' 732.88

608+70 733.32  LT18.87' 733.00

608+80.79 733.39  LT19.02' 733.13

STATION  ELEVPGL EOP OFFSET  ELEVATIONEOP

508+11.47 733.07  RT15.00' 732.77

508+20 733.11  RT15.38' 732.80

508+30 733.16  RT15.81' 732.84

508+40 733.20  RT16.23' 732.88

508+50 733.25  RT16.66' 732.92

508+60 733.29  RT17.09' 732.95

508+64 733.31  RT17.26' 732.96

508+70 733.34  RT17.52' 733.02

508+80 733.38  RT18.05' 733.11

508+81.63 733.39  RT18.11' (733.13)

         

FOR DRIVEWAY DETAILS.

188SEE SHEET 

3.15' LT

21+00.09

AGGREGATE BASE COURSE, TYPE B, 6"

HMA SURFACE COURSE, IL-9.5, MIX "D", N50, 3"

SUBBASE GRANULAR MATERIAL, TYPE B 2"

PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

SUBBASE GRANULAR MATERIAL, TYPE B 2"

PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

AGGREGATE SUBGRADE IMPROVEMENT, 12"

HMA PAVEMENT (FULL-DEPTH), 9"

PROPOSED RECONSTRUCTION:

8
6
'

DETECTABLE WARNINGS (SPECIAL)

LEGEND

5
.5
'

1
5
'

1
5
'

7

7
SUBBASE GRANULAR MATERIAL, TYPE B 2"

PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

7

7

STA. 21+70.00

RECONSTRUCTION ENDS

TYPE B-9.12 (SPECIAL)

COMBINATION CONCRETE CURB AND GUTTER,

AMERICAN LANE
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1 1

0.74' RT

375+79.39

0.15' LT

375+88.06

1"=20'

0 10

SCALE IN FEET

20 30

0 10

SCALE IN FEET

20 300 10

SCALE IN FEET

20 30

0 10

SCALE IN FEET

20 30

15.79' LT
375+52.72

15.17' LT
375+82.18

19.23' LT
376+73.65

6.23' RT
378+12.18

11.31' RT
378+16.59

8.34' RT
378+48.00

26.05' LT
15+93.61

27.18' LT
16+54.10

1.80' LT
17+92.80

15.96' LT
18+95.07

2.95' RT
17+96.73

WEST LEG - AMERICAN LANE EAST LEG - AMERICAN LANE

SOUTH LEG - NATIONAL PARKWAY NORTH LEG - NATIONAL PARKWAY

243' R 243' R

4' R

70.5' R

2' R

120' R

70.5' R

70.5' R

2' R

4' R

293' R

110' R

LANDSCAPED MEDIAN

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

LANDSCAPED MEDIAN LANDSCAPED MEDIAN

SOUTHBOUND PGL
SOUTHBOUND PGL

NORTHBOUND PGL

NORTHBOUND PGL

WESTBOUND PGL

EASTBOUND PGL

EASTBOUND PGL

25.95' LT

15+79.11

SIDE CURB

SIDE CURB

SIDE CURB

SIDE CURB

IDOT STANDARD 606301

RAMP MEDIAN NOSE PER 

IDOT STANDARD 606301

RAMP MEDIAN NOSE PER 

4' R

IDOT STANDARD 606301

RAMP MEDIAN NOSE PER 

IDOT STANDARD 606301

RAMP MEDIAN NOSE PER 

CONSTRUCTION BASELINE

CONSTRUCTION BASELINE

CONSTRUCTION BASELINE

CONSTRUCTION BASELINE

2' R

4' R

110' R

498' R

70.5' R

130' R

2' R

450' R

CCCG TB-6.12

TB-6.12

CCCG

CCCG TB-6.12

TB-6.12

CCCG

TB-6.12

CCCG

TB-6.12

CCCG

23.66' LT
376+68.60

SPLITTER ISLAND DETAILS

110' R

10'

31.79' LT
16+49.37

10'

10'

0.27' RT
378+99.85

212' R

0.96' LT

376+70.57

3.04' LT

376+73.16

4.95' LT

376+22.47

4.13' LT
16+51.08

6.30' LT
16+53.59

7.12' LT
16+08.01

17.53' LT
17+94.00

19.45' LT
17+96.77

11.50' LT
18+49.90

9.89' LT
378+14.94

11.63' LT
378+17.74

AGGREGATE BASE COURSE, TYPE B

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

AGGREGATE BASE COURSE, TYPE B

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

AGGREGATE BASE COURSE, TYPE B

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

AGGREGATE BASE COURSE, TYPE B

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

10'

AGGREGATE BASE COURSE, TYPE B

CONCRETE MEDIAN SURFACE, 5 INCH (SPECIAL)

WESTBOUND PGL

PCC SIDEWALK, 8 INCH

SIDE CURB SHALL BE PAID FOR ASNOTE:

(SPECIAL)

TB-9.12

CCCG

(SPECIAL)

TB-9.12

CCCG

(SPECIAL)

CCCG TB-9.12 

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-9.12 (SPECIAL) COMBINATION CONCRETE CURB AND GUTTER, TYPE B-9.12 (SPECIAL)

(SPECIAL)

CCCG TB-9.12

(SPECIAL)

CCCG TB-9.12

(SPECIAL)

CCCG TB-9.12 

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-9.12 (SPECIAL)
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MAINTENANCE OF TRAFFIC NOTES

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

   
   

   

   

   

MAINTENANCE OF TRAFFIC GENERAL NOTESSTAGE 1

STAGE 2
ACCESS MAINTENANCE NOTES

SIDEWALK MAINTENANCE NOTE

MAINTENANCE OF TRAFFIC GENERAL NOTES (CONT)

       

   

CONSTRUCTION REQUIREMENTS

BY THE ENGINEER

TO BE PLACED AS DIRECTED

48"X48" 48"X48"

BE INCLUDED IN THE COST OF "TRAFFIC CONTROL AND PROTECTION, (SPECIAL)."

701801.  THE WORK REQUIRED TO COMPLY WITH THESE REQUIREMENTS SHALL 

THE SIDEWALK AND BIKEPATH SHALL BE CLOSED IN ACCORDANCE WITH IDOT HIGHWAY STANDARD1.

BE INCLUDED IN THE COST OF "TRAFFIC CONTROL AND PROTECTION (SPECIAL)." 

SURFACE COURSE AND ADJACENT TO SURFACED PAVEMENT. THE COST OF THESE SIGNS SHALL

AT THE INTERVALS REQUIRED BY THE ENGINEER WHEN TRAFFIC IS ON PAVEMENT WITHOUT

MEMORANDUM.  SAFETY 4-21. "UNEVEN LANE" SIGNS (W8-1-4848) SHALL BE PLACED

ALL WORK SHALL BE IN ACCORDANCE WITH IDOT'S SAFETY ENGINEERING POLICY1.

FRESH

OIL

BUMPW21-2(O) W8-1(O)

 

CONSTRUCT CURB AND GUTTER, H.M.A. BINDER COURSE, SIDEWALK, AND ENTRANCES AS SHOWN.   7.

CONSTRUCT BOX CULVERT, STORM SEWERS, AND DRAINAGE STRUCTURES WITHIN THE WORKZONE.  6.

ON THE DRAINAGE AND UTILITY PLANS.

REMOVE CULVERT, PERFORM GROUND IMPROVEMENTS, AND INSTALL WATERMAIN PER SEQUENCING NOTES5.

WORKZONE.

REMOVE EXISTING MEDIAN, CURB AND GUTTER, PAVEMENT, AND DRIVEWAYS WITHIN THE4.

PLACE ALL CONSTRUCTION SIGNS AND BARRICADES. IMPLEMENT STAGE 1 DETOURS.3.

INSTALL AND ACTIVATE TEMPORARY LIGHTING.2.

BE TURNED OFF AT THE SAME TIME THE TEMPORARY SIGNALS ARE ACTIVATED).

INSTALL AND ACTIVATE TEMPORARY TRAFFIC SIGNALS (NOTE: THE EXISTING SIGNALS SHALL1.

PROTECTION, (SPECIAL)".

OF THESE SIGNS SHALL BE INCLUDED IN THE PAY ITEM "TRAFFIC CONTROL AND

THROUGHOUT CONSTRUCTION TO THE SATISFACTION OF THE ENGINEER.  THE COST

THE CONTRACTOR SHALL ERECT TEMPORARY STREET NAME SIGNS ON METAL POSTS14.

PAY ITEM "TRAFFIC CONTROL AND PROTECTION, (SPECIAL)".

PRIOR TO TACKING.  THE COST OF THESE SIGNS SHALL BE INCLUDED IN THE

"FRESH OIL" SIGNS (W21-2-4848) WITH DATE SIGNS SHALL BE ERECTED 48 HOURS13.

THAN ONE HOUR.  SIGN MUST BE COVERED OR REMOVED WHEN NO WORKERS ARE PRESENT.

"WORKERS" SIGNS W21-1(O)-4848 SHALL ONLY BE ERECTED WHEN WORKERS ARE PRESENT FOR MORE 12.

OVERNIGHT PERIOD.

DISCRETION. THE CONTRACTOR SHALL LIMIT ANY DROP-OFF BETWEEN LANES TO 1 1/2" DURING ANY 

BEING CARRIED ON. THE ENGINEER MAY WAIVE THE LANE CLOSURE TIME RESTRICTION AT HIS/HER

TRAFFIC IN EACH DIRECTION SHALL BE MAINTAINED WHEN NO CONSTRUCTION ACTIVITIES ARE 

AND BARRICADES AS SHOWN ON THE TRAFFIC CONTROL STANDARDS. ALL EXISTING LANES OF 

SHALL MAINTAIN TWO-WAY TRAFFIC DURING THE RESTRICTED HOURS WITH THE USE OF SIGNS 

NECESSARY TO CLOSE ONE LANE OF THE ROADWAY ON FOUR-LANE ROADS, THE CONTRACTOR 

USE SIGNS AND FLAGGERS AS SHOWN ON THE TRAFFIC CONTROL STANDARDS. WHEN 

WHEN REQUIRED TO CLOSE ONE LANE OF A TWO-LANE ROADWAY, THE CONTRACTOR SHALL 

 

SPECIAL PROVISION.

AS NOTED IN THE KEEPING ARTERIAL ROADWAYS OPEN TO TRAFFIC (LANE CLOSURES ONLY)

PERIOD.  THE CONTRACTOR MAY CLOSE ONE LANE OF TRAFFIC (BECAUSE OF CONSTRUCTION)

PLANS, ALL ROADS SHALL BE KEPT OPEN TO TRAFFIC DURING THE ENTIRE CONSTRUCTION

EXCEPT FOR APPROVED CLOSURES AS DEPICTED ON THE MAINTENANCE OF TRAFFIC11.

FLAGS ARE OPTIONAL.

WITH MONO-DIRECTIONAL AMBER FLASHING LIGHTS DURING HOURS OF DARKNESS.

THE FIRST TWO WARNING SIGNS IN EACH DIRECTION OF TRAVEL SHALL BE EQUIPPED10.

THE SATISFACTION OF THE ENGINEER AT THE EXPENSE OF THE CONTRACTOR.

DAMAGE AND MAINTAINED.  ANY DAMAGE CAUSED BY HIS WORK SHALL BE REPAIRED TO

BY THE ENGINEER;  ANY SIGNS OR DEVICES LEFT IN PLACE ARE TO BE PROTECTED FROM

THE CONTRACTOR AFTER THE TRAFFIC CONTROL REQUIREMENTS ARE MET OR AS AUTHORIZED

EXISTING TRAFFIC CONTROL SIGNS AND DEVICES SHALL BE REMOVED OR RELOCATED BY9.

TWO WEEKS IN ADVANCE OF THE CHANGE.

THE CONTRACTOR SHALL INFORM THE ENGINEER OF ANY STAGE CHANGE AT LEAST8.

UNLESS AUTHORIZED BY THE ENGINEER TO USE AN ALTERNATE ARRANGEMENT.

TYPE III BARRICADES ARE TO BE PLACED IN ACCORDANCE WITH STANDARD 7019017.

AND 20' C-C IN TAPERS.

BARRICADES SHALL BE PLACED AT 50' C-C ALONG TANGENTS, 10' C-C IN CURVES AND RADII,6.

STANDARD 701901.

THE TOPS OF THE BARRICADES ARE IN COMPLIANCE WITH THE HEIGHT REQUIREMENTS OF

BE PLACED IN EXCAVATED AREAS SHALL HAVE LEG EXTENSIONS INSTALLED SUCH THAT

STAGING PLANS UNLESS OTHERWISE DIRECTED BY THE ENGINEER.  BARRICADES THAT MUST

THE STANDARD SPECIFICATIONS.  SPACING SHALL BE AS SHOWN ON THE CONSTRUCTION

AND GUTTER OR OVERLAYING WORK IS BEING DONE, AS SPECIFIED IN SECTION 701 OF

BARRICADES WILL BE REQUIRED ADJACENT TO PAVEMENT EDGES WHERE WIDENING, CURB5.

BE PERFORMED PRIOR TO THE INSTALLATION OF THE POSTS.

AND DRIVEN A MINIMUM OF 3 FEET INTO THE GROUND.  A J.U.L.I.E. LOCATE SHALL

ALL SIGNS SHALL BE MOUNTED ON METAL POSTS, 7 FEET ABOVE THE EXISTING GROUND4.

 

ALL CONSTRUCTION SIGNS SHALL HAVE FLUORESCENT ORANGE BACKGROUNDS.3.

DEVICES SHALL FIT FIELD CONDITIONS AS DIRECTED BY THE ENGINEER.

THE EXACT NUMBER, LOCATION AND SPACING OF ALL SIGNS AND TRAFFIC CONTROL2.

UNLESS HEREIN REVISED.

STREETS AND HIGHWAYS; AND APPLICABLE HIGHWAY STANDARDS FOR TRAFFIC CONTROL,

GUIDELINES IN THE ILLINOIS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR

IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS, DIVISION 700; APPLICABLE

REQUIRED BY THE ENGINEER.  TRAFFIC CONTROL AND PROTECTION SHALL BE PERFORMED

STANDARDS ARE THE MINIMUM REQUIREMENTS.  OTHER WORK OR SIGNING MAY BE

TRAFFIC CONTROL DEPICTED IN THESE PLANS AND THE APPLICABLE IDOT DETAILS AND1.

PROTECTION, (SPECIAL)".  

ACCESS TO DRIVEWAYS SHALL BE INCLUDED IN THE COST OF "TRAFFIC CONTROL AND

ALL BARRICADES REQUIRED TO SUB-STAGE DRIVEWAY CONSTRUCTION AND MAINTAIN4.

WORK SHALL BE INCLUDED IN THE COST OF "DRIVEWAY PAVEMENT REMOVAL".

POSITIVE DRAINAGE WHEN THE ROADWAY IS EXCAVATED.  THE COST OF THIS

A 4" PVC DRAIN SHALL BE PLACED UNDER TEMPORARY DRIVES TO PROVIDE3.

INCLUDED IN THE COST OF "TEMPORARY ACCESS (COMMERCIAL ENTRANCE)".

THE COST OF PLACING, MAINTAINING AND REMOVING TEMPORARY DRIVES SHALL BE

THE WIDTH OF THE EXISTING DRIVEWAY.

THE CONTRACTOR SHALL NOTE THAT THE TEMPORARY DRIVEWAY WIDTH MAY EXCEED

THE WIDTH OF THE TEMPORARY ACCESS DRIVES SHALL BE DETERMINED BY THE ENGINEER.2.

CLOSURES SHALL BE APPROVED BY THE ENGINEER.

OF SCHAUMBURG TO DETERMINE DRIVEWAY RECONSTRUCTION SCHEDULING.  ALL DRIVEWAY

THE CONTRACTOR SHALL WORK WITH ADJACENT BUSINESS OWNERS AND THE VILLAGE1.

ACCESS WHEN DIRECTED BY THE ENGINEER:

THE CONTRACTOR SHALL FOLLOW THESE PROCEDURES TO ENSURE PROPER DRIVEWAY

SHALL BE RESPONSIBLE FOR SUB-STAGING THE CONSTRUCTION OF DRIVEWAYS. 

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED AT ALL TIMES.  THE CONTRACTOR

MAINTAINING ACCESS TO DRIVEWAYS IS OF THE UTMOST IMPORTANCE TO THE VILLAGE. 

    

FLASHING LIGHTS SPACED NEAR THE CENTERLINES OF THE SUPPORTS.

BARRICADES. ALL TYPE III BARRICADES SHALL HAVE 2 AMBER TYPE A-LOW INTENSITY

THE "ROAD CLOSED" (R11-2) SIGNS SHALL BE MOUNTED ABOVE THE TYPE III19.  

FOR PAYMENT.

"TRAFFIC CONTROL AND PROTECTION, (SPECIAL)" AND SHALL BE MEASURED SEPARATELY

AND TEMPORARY PAVEMENT MARKING REMOVAL ARE NOT INCLUDED IN THE ITEM

QUANTITIES FOR SHORT-TERM PAVEMENT MARKINGS, TEMPORARY PAVEMENT MARKINGS,18.

AND PROTECTION, (SPECIAL)".  

WARNING LIGHTS, AND SIGNS SHALL BE INCLUDED IN THE COST OF "TRAFFIC CONTROL

THE COST OF SUPPLYING, ERECTING, AND MAINTAINING BARRICADES, DRUMS,17.

SHALL BE INCLUDED IN THE PAY ITEM "TRAFFIC CONTROL AND PROTECTION, (SPECIAL)".

ARROW BOARDS WILL BE REQUIRED WHEN IMPLEMENTING ALL LANE CLOSURES, AND16.

REMOVAL - WATER BLASTING".

OUTSIDE THE PROJECT LIMITS SHALL BE REMOVED AND PAID FOR AS "PAVEMENT MARKING

PAID FOR AS "PAVEMENT MARKING REMOVAL - GRINDING". CONFLICTING PAVEMENT MARKINGS

CONFLICTING PAVEMENT MARKINGS WITHIN THE PROJECT LIMITS SHALL BE REMOVED AND

PROJECT LIMITS.  

PAVEMENT MARKING TAPE, TYPE IV SHALL BE USED ON ALL SURFACES OUTSIDE OF THE15.

REMOVE ALL CONSTRUCTION AND DETOUR SIGNS AND OPEN ALL LANES TO TRAFFIC.12.

REMOVE TEMPORARY TRAFFIC SIGNALS AND ACTIVATE PERMANENT SIGNALS.11.

PLACE PERMANENT PAVEMENT MARKINGS AND INSTALL SIGNS.10.

PLACE H.M.A. SURFACE COURSE.9.

PLACE TOPSOIL, SOD, AND LANDSCAPING.8.

INSTALL PROPOSED TRAFFIC SIGNAL EQUIPMENT.7.

INSTALL PROPOSED STREET LIGHTING.6.

SHALL BE IN ACCORDANCE WITH 701701-10.

COMPLETE MEDIAN REMOVAL AND REPLACEMENT ON GOLF ROAD.  DAILY LANE CLOSURES5.

AND ENTRANCES AS SHOWN.  

CONSTRUCT CURB AND GUTTER, H.M.A. BINDER COURSE, SIDEWALK, 4.

CONSTRUCT STORM SEWER AND DRAINAGE STRUCTURES WITHIN THE WORKZONE. 3.

WORKZONE.

REMOVE EXISTING MEDIAN, CURB AND GUTTER, PAVEMENT, AND DRIVEWAYS WITHIN THE 2.

SHIFT TRAFFIC AS INDICATED. IMPLEMENT STAGE 2 DETOURS.

PLACE ALL CONSTRUCTION SIGNS, TEMPORARY PAVEMENT MARKINGS, AND BARRICADES.1.
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1

DETOUR PLAN
61242

DETOUR GENERAL NOTES

4

ONE WEEK PRIOR TO THE ROADWAY CLOSURE.

INSTALL ALL CHANGEABLE MESSAGE SIGNS, INFORMING THE PUBLIC OF THE DETOUR, AT LEAST19.

"TRAFFIC CONTROL AND PROTECTION, (SPECIAL)". 

THE COST OF THIS WORK FOR ALL DETOURS SHALL BE INCLUDED IN THE UNIT PRICE FOR18.

AND INTERESTED PARTIES.

REOPENED TO TRAFFIC.  THE ENGINEER WILL CONTACT THE APPROPRIATE LOCAL AGENCIES

THE ENGINEER SHALL BE NOTIFIED AT LEAST 24 HOURS BEFORE THE ROAD IS TO BE17.

NECESSARY BY THE ENGINEER.

DETOUR AND CONSTRUCTION SIGNS, INCLUDING BRUSHING BACK VEGETATION IF DEEMED

THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THE VISIBILITY OF ALL16.

BE APPROVED BY THE ENGINEER.

THE TYPE III BARRICADES FROM EASY MOVEMENT BY VANDALS.  THE CHOSEN METHOD SHALL

DURING NON-WORKING HOURS THE CONTRACTOR SHALL PROVIDE A MEANS TO RESTRAIN15.

STANDARD SPECIFICATIONS SHALL APPLY.

BARRICADES DURING NON-WORKING HOURS.  IN ANY EVENT, ARTICLE 701.11 OF THE

CONSTRUCTION EQUIPMENT SHALL NOT BE PARKED IMMEDIATELY BEHIND THE TYPE III14.

THE BARRICADES.

AT THESE LOCATIONS SHALL HAVE REFLECTORIZED STRIPING ON THE BACK SIDES OF

NOT EXCEED 9 FEET IN WIDTH EACH FOR A SINGLE APPROACH LANE.  ALL BARRICADES

THE TYPE III BARRICADES USED AT POINTS OF CLOSURE TO THRU TRAFFIC ONLY SHALL13.

FLASHING LIGHTS SPACED NEAR THE CENTERLINES OF THE SUPPORTS.

BARRICADES.  ALL TYPE III BARRICADES SHALL HAVE 2 AMBER TYPE A-LOW INTENSITY

THE "ROAD CLOSED" (R11-2 & R11-4) SIGNS SHALL BE MOUNTED ABOVE THE TYPE III 12.

24 HOURS EACH DAY, INCLUDING SUNDAYS AND HOLIDAYS.

SIGNS, LIGHTS AND OTHER DEVICES INSTALLED BY HIM/HER ARE IN PLACE AND OPERATING

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT ALL BARRICADES,11.

LETTERS SHALL BE 6".

THE SIGN BLANK SHALL BE VARIABLE WITH DESIGN SERIES C LETTERS.  THE CAPITAL

THE ROAD NAME SIGN SHALL BE A BLACK LEGEND ON ORANGE REFLECTIVE SHEETING.10.

CONDITION.  THE ENGINEER SHALL BE THE SOLE JUDGE OF THE CONDITION OF THE SIGNS.

STANDARD SPECIFICATIONS.  ALL DETOUR SIGNING SHALL BE NEW OR IN LIKE-NEW

REFLECTIVE SHEETING SHALL MEET THE REQUIREMENTS OF ARTICLE 1106.01 OF THE

FLUORESCENT ORANGE SHEETING AND STANDARD BLACK BORDERS.  THE FLUORESCENT ORANGE

ALL DETOUR SIGNING EXCEPT REGULATORY SIGNS SHALL HAVE BLACK LEGENDS ON9.

AND STANDARD 701901.

ALL DETOUR SIGNING SHALL BE POST MOUNTED IN THE GROUND PER ARTICLE 701.148.

OF THE ENGINEER.

SHALL BE COMPLETELY COVERED BY THE CONTRACTOR IN A MANNER MEETING THE APPROVAL

ALL EXISTING SIGNING THAT IS NOT APPLICABLE WHILE THE DETOUR IS IN EFFECT7.

TO FIT FIELD CONDITIONS.

ACTUAL LOCATIONS FOR SIGNING SHOWN ON THE DETOUR PLANS MAY BE ADJUSTED6.

TO FIELD VERIFY THE POSITIONS OF ANY SIGNS.

AND CONSTRUCTION SIGNING.  THE CONTRACTOR MAY REQUEST THE ENGINEER

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FIELD LOCATION OF ALL DETOUR5.

RESPONSIBLE FOR THE DETOUR SIGNING, PRIOR TO THE START OF WORK.

OF HIS REPRESENTATIVES ON THE CONSTRUCTION SITE, AND HIS REPRESENTATIVE

THE CONTRACTOR SHALL PROVIDE THE ENGINEER WITH THE NAMES AND PHONE NUMBERS4.

THE ILLINOIS "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES."

THE SIZES OF ALL SIGNS NOT SPECIFIED IN THESE PLANS SHALL BE AS REQUIRED BY3.

DIRECTED BY THE ENGINEER.

STATE OF ILLINOIS "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES," AND AS

STANDARD SPECIFICATIONS, THE DETAILS IN THESE PLANS, THE LATEST EDITION OF THE

ALL SIGNING SHALL BE IN ACCORDANCE WITH THE APPLICABLE PROVISIONS OF THE2.

LOCAL AGENCIES AND INTERESTED PARTIES.

DAY THE DETOUR IS TO BE IN EFFECT.  THE ENGINEER WILL CONTACT THE APPROPRIATE

THE ENGINEER SHALL BE NOTIFIED IN WRITING AT LEAST THREE WEEKS PRIOR TO THE1.
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M4-9L(O)-3024
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M3-1(O)-2412
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DETOUR

END17 M4-8a(O)-2418

9 American Ln
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EAST

WEST

10

W20-2(O)-48

500 FT

CLOSED

 ROAD 

THRU TRAFFIC

TO

ROAD CLOSED

11 R11-2-4830
CLOSED

ROAD

2

3

DETOUR18 M4-10R-4818

DETOUR19 M4-10L-4818

REFLECTIVE BACKGROUND

6" BLACK LETTERS ON ORANGE

SPECIAL 24"X18" VARIABLE

REFLECTIVE BACKGROUND

6" BLACK LETTERS ON ORANGE

SPECIAL 24"X18" VARIABLE

R11-4-6030

1
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54

64
SIDEWALK DETOUR PLANBIKE PATH /

BIKEPATH DETOUR GENERAL NOTES

"TRAFFIC CONTROL AND PROTECTION, (SPECIAL)". 

THE COST OF THIS WORK FOR THE DETOUR SHALL BE INCLUDED IN THE UNIT PRICE FOR12.

NECESSARY BY THE ENGINEER.

DETOUR AND CONSTRUCTION SIGNS, INCLUDING BRUSHING BACK VEGETATION IF DEEMED

THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THE VISIBILITY OF ALL11.

THE CHOSEN METHOD SHALL BE APPROVED BY THE ENGINEER.

THE DETECTABLE PEDESTRIAN CHANNELIZING BARRICADES FROM EASY MOVEMENT BY VANDALS.

DURING NON-WORKING HOURS THE CONTRACTOR SHALL PROVIDE A MEANS TO RESTRAIN10.

CONDITION.  THE ENGINEER SHALL BE THE SOLE JUDGE OF THE CONDITION OF THE SIGNS.

STANDARD SPECIFICATIONS.  ALL DETOUR SIGNING SHALL BE NEW OR IN LIKE-NEW

REFLECTIVE SHEETING SHALL MEET THE REQUIREMENTS OF ARTICLE 1106.01 OF THE

FLUORESCENT ORANGE SHEETING AND STANDARD BLACK BORDERS.  THE FLUORESCENT ORANGE

ALL DETOUR SIGNING EXCEPT REGULATORY SIGNS SHALL HAVE BLACK LEGENDS ON9.

AND STANDARD 701901.

ALL DETOUR SIGNING SHALL BE POST MOUNTED IN THE GROUND PER ARTICLE 701.148.

OF THE ENGINEER.

SHALL BE COMPLETELY COVERED BY THE CONTRACTOR IN A MANNER MEETING THE APPROVAL

ALL EXISTING SIGNING THAT IS NOT APPLICABLE WHILE THE DETOUR IS IN EFFECT7.

TO FIT FIELD CONDITIONS.

ACTUAL LOCATIONS FOR SIGNING SHOWN ON THE DETOUR PLANS MAY BE ADJUSTED6.

TO FIELD VERIFY THE POSITIONS OF ANY SIGNS.

AND CONSTRUCTION SIGNING.  THE CONTRACTOR MAY REQUEST THE ENGINEER

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FIELD LOCATION OF ALL DETOUR5.

RESPONSIBLE FOR THE DETOUR SIGNING, PRIOR TO THE START OF WORK.

OF HIS/HER REPRESENTATIVES ON THE CONSTRUCTION SITE, AND HIS/HER REPRESENTATIVE

THE CONTRACTOR SHALL PROVIDE THE ENGINEER WITH THE NAMES AND PHONE NUMBERS4.

THE ILLINOIS "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES."

THE SIZES OF ALL SIGNS NOT SPECIFIED IN THESE PLANS SHALL BE AS REQUIRED BY3.

DIRECTED BY THE ENGINEER.

STATE OF ILLINOIS "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES," AND AS

STANDARD SPECIFICATIONS, THE DETAILS IN THESE PLANS, THE LATEST EDITION OF THE

ALL SIGNING SHALL BE IN ACCORDANCE WITH THE APPLICABLE PROVISIONS OF THE2.

LOCAL AGENCIES AND INTERESTED PARTIES.

DAY THE DETOUR IS TO BE IN EFFECT.  THE ENGINEER WILL CONTACT THE APPROPRIATE

THE ENGINEER SHALL BE NOTIFIED IN WRITING AT LEAST THREE WEEKS PRIOR TO THE1.
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WHEREVER POSSIBLE (SEE NOTE 9)

ALL SIGNS TO BE POST-MOUNTED

SIGN POST (7' HEIGHT, TYP)

DENOTES TYPE)

OTHER DETOUR SIGN (NUMBER

DETOUR ROUTE DIRECTION

M4-9A-3024

M4-9A-3024

3

2

1

SIGN NO. SIGN TYPE

LEGEND

M4-9A-3030

4

1

1

BIKEPATH

CLOSED
USE

DETOUR

END

National

Parkway

Meacham Road

5

ORANGE BACKGROUND
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SPECIAL(O)-4242

M4-8a(O)-2418
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7

3

3

DETOUR

DETOUR

DETOUR

7

5

2

2

DETOUR ROUTE
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6

ORANGE BACKGROUND

5" BLACK LETTERS ON
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Lane

Golf Road

1
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4

7

3

8

DETAIL  A

OR

CHANNELIZING BARRICADE

DETECTABLE PEDESTRIAN

EXISTING SIDEWALK

21

A

LANE, WEST AND EAST OF NATIONAL PARKWAY.

OF AMERICAN LANE, AND ON AMERICAN

OPEN ON NATIONAL PARKWAY, SOUTH

CLOSE SIDEWALK AT LAST DRIVEWAY

A

A

3

P
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7

ORANGE BACKGROUND
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8

ORANGE BACKGROUND
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BIKEPATH

American

Lane

65
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67
DRAINAGE AND UTILITIES

2 12

1

PR RIM = 737.26

EX RIM = 735.42

VALVE VAULT TO BE ADJUSTED

STA. 374+28.87, 36.8' LT

PROPOSEDREMOVALS

CB TO BE REMOVED

STA. 373+07.54, 35.7' RTR1

INLET TO BE REMOVED

STA. 373+90.37, 22.8' RTR2

MH TO BE REMOVED

STA. 373+98.96, 34.0' RTR3 R3

T.B.F. = 0.0 CU YD

247' - STORM SEWER REM 12"

R2

T.B.F. = 1.8 CU YD

11' - STORM SEWER REM 12"

INLET TO BE REMOVED

STA. 375+03.69, 34.8' LTR4

WATERMAIN

R1

T.B.F. = 79.9 CU YD

88' - STORM SEWER REM 15"

R4

T.B.F. = 110.5 CU YD

172' - STORM SEWER REM 12"

1

T.B.F. = 6.5 CU YD  

33' - 12" S.S., CL. A, T-2 @ 2.00%1

INV = 736.28 (12" E)

RIM = 740.28

CB TC T24FG

STA. 372+50.00, 11.0' LT

2

INV = 735.52 (12" NE)

INV = 735.62 (12" W)

RIM = 740.27

CB TA 4 DIA T24FG

STA. 372+50.00, 22.0' RT

3

INV = 731.00 (18" N)

INV = 731.46 (EX 12" E)

INV = 732.62 (12" SW)

RIM = 736.18

MH TA 4 DIA T1F CL

STA. 373+98.96, 34.0' RT

4

INV = 729.97 (12" E)

RIM = 733.97

CB TC T24FG

STA. 374+50.00, 24.9' LT

4

T.B.F. = 9.6 CU YD  

46' - 12" S.S., CL. A, T-2 @ 2.00%

5

INV = 728.95 (12" E)

INV = 729.05 (12" W)

RIM = 733.82

CB TA 4 DIA T24FG

STA. 374+50.00, 21.4' RT

5

T.B.F. = 0.0 CU YD  

7' - 12" S.S., CL. A, T-2 @ 2.00%

6

INV = 728.71 (18" N)

INV = 728.81 (12" W)

INV = 730.06 (18" S)

RIM = 734.40

MH TA 4 DIA T1F CL

STA. 374+50.00, 34.0' RT

2

T.B.F. = 30.2 CU YD  

145' - 12" S.S., CL. A, T-2 @ 2.00%

3

T.B.F. = 18.1 CU YD  

47' - 18" S.S., WM REQ @ 2.00%

6

T.B.F. = 51.5 CU YD  

161' - 18" S.S., CL. A, T-2 @ 2.00%
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B-6.24" AT LOW POINTS.  

"COMBINATION CONCRETE CURB AND GUTTER, TYPE

FOR THE CONSTRUCTION OF194SEE SHEETS 2.

FOR CALL-OUTS.69SEE SHEETS 1.

3

2
3

4

5

7

9

10

1

8

12"

1
2
"

1
2
"

12"

1
2
"

6

2

7

1

1
0
"

LEGEND

PIPE UNDERDRAINS, TYPE 2, 4"

PR ROW

TO BE ADJUSTED (BY OTHERS)

FIBER OPTIC MANHOLE

TO BE ADJUSTED (BY OTHERS)

FIBER OPTIC MANHOLE

TO BE ADJUSTED (BY OTHERS)

FIBER OPTIC MANHOLE

TO BE ADJUSTED (BY OTHERS)

TELEPHONE MANHOLE

4

5
6

8

6"

9

SEQUENCE OF CONSTRUCTION

5

7

15

5

14

8

58 9

17 21

17 21

11 12 7

17

14

17

17 21

19

17

1515

6 1 2

16

20

TO BE REMOVED (BY OTHERS)

FIBER OPTIC MANHOLE

23' (MIN)

20' (MIN)

KEYMAP
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CONTAINED WITHIN CMP'S

EXISTING 500 YEAR FLOODPLAIN AND FLOODWAY

R4

R3 6

R6

R5

R7 R8

R9

R10

R13

R12

R11

R5

R6

R7

R8

R9

R12

R13

R15

R14

7 8

10

9

11

12

13A

7 8

9

10

11

12

14

13

177TO 174SEE SHEETS 

PROPOSED 12' X 8' BOX CULVERT 

  INSTALL BOX CULVERT AND COMPLETE ROADWAY CONSTRUCTION.

OPERATION 6

  MAKE FINAL CONNECTION AT       .

  PRESSURE TEST AND CHLORINATE.

  INSTALL       .

OPERATION 5

  MAKE FINAL CONNECTION AT LOCATION        – VILLAGE TO TEMPORARILY CLOSE VALVES      , AMERICAN LANE STA. 19+25.4, AND      .
  PRESSURE TEST AND CHLORINATE.

  INSTALL REMAINING MAIN AND FIRE HYDRANTS TO JUST SHORT OF      .

  VILLAGE TO OPEN VALVE ON NATIONAL PKWY STA. 381+86.0 AND      .

  CONSTRUCT      AND      .

  TEMPORARY SHUTDOWN OF 1080 AMERICAN LANE (VILLAGE TO CLOSE VALVE       AND NATIONAL PKWY STA. 381+86.0) TO

OPERATION 4

  REMOVE CULVERT,      ,      ,      ,      ,       ,      ,      AND PERFORM GROUND IMPROVEMENTS.

OPERATION 3

  OPEN        & NATIONAL 381+86.

  INSTALL       ,      , TEMP THRUST BLOCK AND BACKFILL.

  CLOSE      ,      , & NATIONAL 381+86.

OPERATION 2

 VILLAGE TO OPEN VALVES      ,      ,      , AMERICAN LANE STA. 19+25.4, AND NATIONAL PKWY STA. 381+86.0

 AT       , INSTALL CAP, TEMPORARY THRUST BLOCKING, AND BACKFILL.

 COMPLETE      .

 VILLAGE TO CLOSE VALVES      ,      ,      , AMERICAN LANE STA. 19+25.4, AND NATIONAL PKWY STA. 381+86.0

OPERATION 1

180SEE SHEET NO. 

PROPOSED JUNCTION CHAMBER NO. 1

UNDERGROUND GAS LINE

PROPOSED NICOR 

UNDERGROUND FIBER OPTIC LINE

PROPOSED VINAKOM 

UNDERGROUND FIBER OPTIC LINE

PROPOSED MCI AND LUMEN 

FIBER OPTIC HANDHOLE

PROPOSED MCI AND LUMEN 

13



COOK 242

SECTION COUNTY

ILLINOIS

                   

TOTAL

SHEETS

SHEET

NO.

SCALE:          

P
R

O
F
IL

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 
C

H
E

C
K

E
D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 
N

O
T

A
T
'N

S
 
C

H
'K

D

B
Y

D
A

T
E

N
O

T
E
 
B

O
O

K

N
O
.

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 
B

O
O

K

N
O
.

P
L

A
N

A
L
IG

N
M

E
N

T
 
C

H
E

C
K

E
D

R
T
. 

O
F
 

W
A

Y
 
C

H
E

C
K

E
D

C
A

D
D
 
F
IL

E
 
N

A
M

E

JFG=USER NAME

40.0000 ' / in.=PLOT SCALE

11/11/2022=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISED

   

   

   

   

   

   

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

                                                                                                                

   

   

   

   

   

   

CHECKED

DRAWN

DATE SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

$
M

O
D

E
L

N
A

M
E
$

..
.\
3
3
5
7
-D

U
.d

g
n

F
IL

E
 
N

A
M

E
:

M
O

D
E

L
:

                              

                              

11/11/2022

40.0000 ' / in.

JFG

DJK

JAT

          

          

          

          

          

          

          

          11/11/2022

NATIONAL PARKWAY
JAT

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
ILLINOIS

F.A.U.

    

FED. AID PROJECT

RTE.

1103 16-00127-03-PV

CONTRACT NO. 61J04
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2

FIRE HYDRANT TO BE ADJUSTED

STA. 376+18.67, 42.7' LT

10

VALVE AND VALVE BOX 

FIRE HYDRANT W/ AUXILIARY

STA. 378+85.00, 29.4' RT

6

FIRE HYDRANT TO BE REMOVED

STA. 377+74.14, 75.9' LT

EX 8" SAN

EX 12" SAN

PROPOSED BOX CULVERT

1

CONSTRUCTION BASELINE

PROPOSED ELEVATION ALONG

CONSTRUCTION BASELINE

EXISTING ELEVATION ALONG

9

RIM = 732.15

GATE VALVE 12"

VV TA 5 DIA T1F CL

378+96.00, 31.3' RT

4 22.5° BEND

5

T.B.F. = 0.0 CU. YD.

4' - D.I. WATERMAIN 6"

6 12" X 6" TEE

3

T.B.F. = 113.6 CU. YD.

125' - D.I. WATERMAIN 12"

1

PR RIM = 733.17

EX RIM = 731.44

SANITARY MH TO BE ADJUSTED

STA. 377+81.28, 39.5' RT

8

3

9

81

2

T.B.F. = 38.6 CU. YD.

35' - WATER MAIN REMOVAL, 12"

7

T.B.F. = 41.8 CU. YD.

206' - WATER MAIN REMOVAL, 12"

7

FITTINGS")

(PAID FOR AS "DI WATERMAIN

PLUG WEST LEG OF TEE

STA. 377+83.65, 39.5' LT

1

T.B.F. = 14.4 CU. YD.

18' - WATER MAIN REMOVAL, 6"

8

12" X 12" TEE

(NON-PRESSURE CONNECTION)

CONNECTION TO EX WM 12"

STA. 377+78.83, 19.8' RT

3

PR RIM = 732.59

EX RIM = 730.42

VALVE VAULT TO BE RECONSTRUCTED

STA. 376+84.89, 40.0' LT

4

PR RIM = 732.77

EX RIM = 730.40

VALVE VAULT TO BE RECONSTRUCTED

STA. 376+94.23, 44.1' LT

5

PR RIM = 732.90

EX RIM = 730.19

VALVE VAULT TO BE RECONSTRUCTED

STA. 376+99.29, 39.4' LT

8

T.B.F. = 109.2 CU. YD.

162' - D.I. WATERMAIN 12"

R3 67SEE SHEET 

REMOVALS PROPOSED

6 67SEE SHEET 

R4 67SEE SHEET 

CB TO BE REMOVED

STA. 376+49.13, 9.3' LTR5

INLET TO BE REMOVED

STA. 376+79.71, 23.1' RTR9

MH TO BE REMOVED

STA. 376+78.27, 24.3' LTR8

INLET TO BE REMOVED

STA. 376+68.30, 38.2' LTR7

CB TO BE REMOVED

STA. 376+50.55, 34.3' RTR6

MH TO BE REMOVED

STA. 376+99.04, 2.4' RTR10

INLET TO BE REMOVED

STA. 377+76.55, 34.0' RTR11

INLET TO BE REMOVED

STA. 378+05.21, 36.6' LTR12

INLET TO BE REMOVED

STA. 378+97.41, 27.9' LTR13

R5

T.B.F. = 9.9 CU YD

14' - STORM SEWER REM 12"

R14

T.B.F. = 5.3 CU YD

5' - STORM SEWER REM 12"

7

INV = 727.57 (12" N)

RIM = 731.57

(LOW POINT LOCATION)

CB TC W/SPECIAL FG

STA. 376+03.94, 32.9' LT

9

INV = 727.45 (12" N)

RIM = 731.45

(LOW POINT LOCATION)

CB TC W/SPECIAL FG

STA. 376+03.37, 14.6' RT

9

T.B.F. = 1.6 CU YD  

9' - 12" S.S., CL. A, T-2 @ 2.00%

10

T.B.F. = 0.0 CU YD  

16' - 24" S.S., CL. A, T-2 @ 2.00%

11

INV = 725.35 (24" E)

INV = 725.45 (15" N)

INV = 725.49 (18" S)

RIM = 730.73

CB TA 5 DIA T8G

STA. 376+15.00, 34.2' RT

12

INV = 726.07 (15" S)

INV = 726.37 (EX 15" SE)

RIM = 731.86

MH TA 5 DIA T1 FR CL

STA. 376+50.55, 34.3' RT

7

T.B.F. = 1.6 CU YD  

9' - 12" S.S., WM REQ @ 2.00%

8

INV = 727.26 (12" E)

INV = 727.39 (12" S)

RIM = 731.59

CB TA 4 DIA T24FG

STA. 376+15.9, 32.8' LT

10

INV = 724.93 (24" N)

INV = 725.03 (24" E)

INV = 726.37 (12" W)

INV = 727.27 (12" S)

RIM = 731.48

CB TA 5 DIA T24FG

STA. 376+15.3, 13.2' RT

WATERMAIN

SANITARY

6

R3 R4

11 10

12

11

12

R6

R8

R10
R8

R7

8

T.B.F. = 10.9 CU YD  

46' - 12" S.S., CL. A, T-2 @ 2.00%

12

T.B.F. = 22.1 CU YD  

31' - 15" S.S., CL. A, T-2 @ 2.00%

R6

T.B.F. = 25.2 CU YD

39' - STORM SEWER REM 8"

R7

T.B.F. = 24.3 CU YD

28' - STORM SEWER REM 12"

R8

T.B.F. = 41.6 CU YD

52' - STORM SEWER REM 12"

R9

T.B.F. = 21.4 CU YD

29' - STORM SEWER REM 12"

R12

T.B.F. = 17.9 CU YD

15' - STORM SEWER REM 12"

R13

T.B.F. = 57.5 CU YD

73' - STORM SEWER REM 12"

R15

T.B.F. = 27.0 CU YD

60' - STORM SEWER REM 12"

13

14

194SEE DETAIL ON SHEET 

CONCRETE SADDLE SUPPORT

TOP OF SANITARY SEWER = 722.45

BOTTOM OF STORM SEWER = 723.01

STA. 17+75.97, 16.14' RT

PROPOSED CROSSING

13A

INV = 728.78 (12" S)

RIM = 732.78

CB TC T8 FG

STA. 377+18.5, 2.2' LT

13

T.B.F. = 11.1 CU YD  

15' - 12" S.S. CL. A, T-2 @ 1.00%

13

INV = 723.13 (EX 48" NW & E)

INV = 724.15 (24" S)

INV = 728.63 (12" N)

RIM = 733.09

MH TA 8 DIA T1 FR CL

STA. 376+99.0, 2.4' RT

11

T.B.F. = 83.5 CU YD  

78' - 24" S.S., CL. A, T-2 @ 1.00%

R10 NOT USED

R11 NOT USED 14

U/S INV = MATCH EXISTING

T.B.F. = 62.8 CU YD  

7' - 48" S.S., CL. A, T-2 @ 0.75%

13
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8

10

10

11

12

14

15

12

14

17

21 22

2

3

5

6

12"
7

PROPOSED BOX CULVERT

EX 12" SAN

EX 10" SAN
EX 10" SANEX 12" SAN

EX 6" FM

EX 24" S.S.

3
5 6

CONSTRUCTION BASELINE

EXISTING ELEVATION ALONG

CONSTRUCTION BASELINE

PROPOSED ELEVATION ALONG

EX 6" SAN

LEGEND

PIPE UNDERDRAINS, TYPE 2, 4"

11

12
"

(BY OTHERS)

GAS VALVE TO BE ADJUSTED

(BY OTHERS)

GAS VALVE TO BE ADJUSTED

(BY OTHERS)

UTILITY POLE TO BE RELOCATED

13

13

8 11

8

14

15

8
"

1
0
"

9

19

18

15

16

17

4

20

ESMT
TEMP

MAIN.

THAT THERE IS A CONFLICT WITH THE EXISTING FORCE

WHEN DIRECTED BY THE ENGINEER IF IT IS DETERMINED

SANITARY FORCE MAIN, 6" HAS BEEN INCLUDED FOR USE

A QUANTITY FOR SANITARY SEWER REMOVAL, 6" AND 4.

"EXPLORATION TRENCH, SPECIAL".

LOCATION AND INVERTS. THIS WORK SHALL BE PAID FOR AS

PRIOR TO ORDERING MANHOLE AND MATERIALS TO VERIFY

THE EXISTING 8" STORM SEWER SHALL BE POTHOLED3.

B-6.24" AT LOW POINTS.   

"COMBINATION CONCRETE CURB AND GUTTER, TYPE

FOR THE CONSTRUCTION OF194SEE SHEETS 2.

FOR CALL-OUTS.71SEE SHEETS 1.

KEYMAP

19
' (

MI
N)

CONTAINED WITHIN CMP'S

AND FLOODWAY

EXISTING 500 YEAR FLOODPLAIN 

6" FM

R15

R14

R18

R16 R17

R15

R19

R20

R21

R22

R25

R26

R23

R24

R27

R28

R16

R17

R18

R19

R20

R21

R22

R23

R24 R26

R27

R28
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R31

16

17
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19
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21

22

23

24

25

26

27

28

30

18

19
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21

22

23

24

26

27

25

28

29

30

32

15

14 15

16

18

20

19

19

22
26

32

30

177TO 174SEE SHEETS 

PROPOSED 12' X 8' BOX CULVERT 

 1.5' (MIN)

PR PERM ESMT

1

R25

29

31

29

31

2

TOP OF SANITARY SEWER = 716.52

BOTTOM OF SAN. FM = 726.03

STA. 381+53.8, 42.3' RT

PROPOSED CROSSING

TOP OF SAN. FORCE MAIN = 726.27

BOTTOM OF INLET = 727.10

STA. 380+71

PROPOSED CROSSING

TOP OF WATERMAIN CASING = 717.27

BOTTOM OF BOX = 719.27

STA. 379+57.66, 28.65' LT

PROPOSED CROSSING

TOP OF SANITARY SEWER = 716.78

BOTTOM OF BOX = 719.50

STA. 381+55

PROPOSED CROSSING

TOP OF WATERMAIN CASING = 717.47

BOTTOM OF BOX = 719.47

STA. 381+37

PROPOSED CROSSING

TOP OF SAN. FORCE MAIN = 726.65

BOTTOM OF INLET = 727.53

STA. 381+89

PROPOSED CROSSING

BOTTOM OF WALL = 729.74 (LEVELING PAD)

TOP OF PIPE = 728.90

STA. 380+68

PROPOSED CROSSING

UNDERGROUND FIBER OPTIC LINE

PROPOSED VINAKOM 

UNDERGROUND GAS LINE

PROPOSED NICOR 

UNDERGROUND FIBER OPTIC LINE

PROPOSED MCI AND LUMEN 

14'(MIN)

(DEPTH UNKNOWN)

EXISTING GAS SERVICE

1
0
'

1
0
'
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NATIONAL PARKWAY
JAT

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
FED. AID PROJECT

RTE.

1103 16-00127-03-PV

CONTRACT NO. 61J04

71
DRAINAGE AND UTILITIES

6 12

8 69SEE SHEET 

10 45° BENDS
14

RIM = 731.55

GATE VALVE 12"

VV TA 5 DIA T1F CL

STA. 380+01.80, 51.2' LT

15

(NON-PRESSURE CONNECTION)

CONNECTION TO EX WM 12"

STA. 380+13.30, 52.7' LT

22

FIRE HYDRANT TO BE ADJUSTED

STA. 381+66.06, 62.1' RT

14

T.B.F. = 2.1 CU. YD.

13' - D.I. WATERMAIN 12"

7 69SEE SHEET 

11

FIRE HYDRANT TO BE REMOVED

STA. 379+50.98, 71.6' LT

12

T.B.F. = 0.0 CU. YD.

8' - D.I. WATERMAIN 6"

13 12" X 6" TEE

13

VALVE AND VALVE BOX 

FIRE HYDRANT W/ AUXILIARY

STA. 379+97.22, 58.3' LT

2

PR RIM = 731.07

EX RIM = 731.83

SANITARY MH TO BE ADJUSTED

STA. 380+23.18, 33.3' RT

3

PR RIM = 732.90

EX RIM = 732.58

SANITARY MH TO BE ADJUSTED

STA. 380+48.11, 42.5' RT

6

PR RIM = 734.11

EX RIM = 733.31

SANITARY MH TO BE ADJUSTED

STA. 382+83.63, 53.1' RT

9

T.B.F. = 0.0 CU. YD.

22' - WATER MAIN REMOVAL, 6"

17

PR RIM = 731.91

EX RIM = 731.51

VALVE VAULT TO BE ADJUSTED

STA. 380+25.46, 51.4' LT

11

T.B.F. = 68.7 CU. YD.

34' - WATER MAIN CASING PIPE

12

VV TO BE REMOVED

STA. 379+57.42, 50.7' LT

19

RIM = 731.91

GATE VALVE 8"

VV TA 4 DIA T1F CL

STA. 381+43.09, 36.6' LT

17

T.B.F. = 65.1 CU. YD.

35' - WATER MAIN CASING PIPE

18

(NON-PRESSURE CONNECTION)

CONNECTION TO EX WM 8"

STA. 381+44.65, 48.9' LT

15

T.B.F. = 2.2 CU. YD.

12' - D.I. WATERMAIN 8"

12' - WATERMAIN REMOVAL, 8"

16

T.B.F. = 28.6 CU. YD.

69' - D.I. WATERMAIN 8"

69' - WATERMAIN REMOVAL, 8"

20

(NON-PRESSURE CONNECTION)

CONNECTION TO EX WM 8"

STA. 381+32.78, 31.7' RT

21

VALVE BOX TO BE ADJUSTED 

STA. 381+27.82, 58.4' RT

T.B.F. = 0.0 CU YD

2' OF NON SHRINK GROUT)

(PLUG REMAINING PIPE ENDS WITH 

71' - SANITARY SEWER REMOVAL 6" 

4

INV = 716.14 (10" E)

INV = 716.17 (EX 10" W)

RIM = 731.95

SANITARY MH, 4' DIA.

STA. 381+57.1, 35.8' LT

5

MWRD DETAIL)

WITH RUBBER BOOT PER

(CONNECTION SHALL BE MADE

INV = 715.55 (10" W)

PR RIM = 731.62

EX RIM = 732.05

SANITARY MH TO BE ADJUSTED

STA. 381+53.36, 51.3' RT

AND MANHOLES.

CONSTRUCTION OF SANITARY SEWER

MAINTAIN SANITARY FLOWS DURING

NOTE:  THE CONTRACTOR SHALL 

T.B.F. = 144.6 CU YD

JOINTS MEETING ASTM D-3212

(PVC, SDR26, ASTM D-3034 WITH 

83' - SANITARY SEWER 10" @ 0.71%

87' - SANITARY SEWER REMOVAL 10" 

R15 69SEE SHEET 

REMOVALS PROPOSED

INLET TO BE REMOVED

STA. 379+01.78, 33.7' RTR14

INLET TO BE REMOVED

STA. 379+60.43, 42.1' LTR15 R16

T.B.F. = 1.4 CU YD

4' - STORM SEWER REM 10"

R17

T.B.F. = 6.3 CU YD

9' - STORM SEWER REM 10"

R18

T.B.F. = 0.5 CU YD

1' - STORM SEWER REM 10"

INLET TO BE REMOVED

STA. 379+61.14, 8.3' LTR16

INLET TO BE REMOVED

STA. 379+61.56, 2.2' LTR17

R19

T.B.F. = 9.9 CU YD

32' - STORM SEWER REM 10"

CB TO BE REMOVED

STA. 379+41.60, 24.4' RTR18

R20

T.B.F. = 0.0 CU YD

18' - STORM SEWER REM 36"

CB TO BE REMOVED

STA. 381+58.78, 27.9' RTR19

CB TO BE REMOVED

STA. 381+58.31, 48.3' RTR20

R22

T.B.F. = 5.7 CU YD

20' - STORM SEWER REM 12"

INLET TO BE REMOVED

STA. 382+06.04, 47.7' LTR21

INLET TO BE REMOVED

STA. 382+06.13, 26.3' LTR22 R23

T.B.F. = 8.1 CU YD

21' - STORM SEWER REM 12"

MH TO BE REMOVED

STA. 382+46.33, 20.7' LTR23

MH TO BE REMOVED

STA. 382+45.34, 21.2' RTR24

CB TO BE REMOVED

STA. 382+89.81, 48.3' LTR25

CB TO BE REMOVED

STA. 382+89.93, 27.6' LTR26

R31

T.B.F. = 8.9 CU YD

20' - STORM SEWER REM 10"

CB TO BE REMOVED

STA. 382+90.56, 28.9' RTR27

CB TO BE REMOVED

STA. 382+90.30, 48.7' RTR28

16

INV = 723.97 (12" W)

INV = 726.75 (12" NE)

RIM = 731.74

CB TA 4 DIA T24FG

STA. 379+00.00, 15.0' LT

18

T.B.F. = 7.4 CU YD 

36' - 12" S.S., CL. A, T-2 @ 2.00%

17

INV = 727.47 (12" SW)

RIM = 731.47

CB TC T24FG

STA. 379+00.00, 20.7' RT

18

INV = 724.10 (12" E)

INV = 725.46 (12" NW)

RIM = 731.03

(LOW POINT LOCATION)

CB TA 4 DIA W/SPECIAL FG

STA. 380+20.48, 31.6' LT

19

T.B.F. = 17.7 CU YD 

78' - 12" S.S., CL. A, T-2 @ 2.00%

20

T.B.F. = 2.5 CU YD 

8' - 12" S.S., CL. A, T-2 @ 2.00%

21

D/S INV = 723.80

T.B.F. = 11.4 CU YD 

15' - 12" S.S., CL. A, T-2 @ 2.00%

20

INV = 726.90 (12" NW)

RIM = 730.90

CB TC T24FG

STA. 379+77.74, 17.6' RT

21

INV = 724.39 (12" W)

INV = 726.78 (12" SE)

RIM = 730.89

CB TA 4 DIA T24FG

STA. 379+86.21, 18.7' RT

22

D/S INV = 723.77

T.B.F. = 17.3 CU YD 

31' - 12" S.S., CL. A, T-2 @ 2.00%

23

T.B.F. = 1.0 CU YD 

6' - 12" S.S., CL. A, T-2 @ 2.00%

26

T.B.F. = 3.1 CU YD 

15' - 12" S.S., CL. A, T-2 @ 2.00%

27

T.B.F. = 4.6 CU YD 

12' - 12" S.S., CL. A, T-2 @ 2.00%

22

INV = 727.28 (12" SE)

RIM = 731.28

CB TC T24FG

STA. 381+07.71, 31.7' LT

23

INV = 724.04 (12" W)

INV = 727.34 (12" SE)

RIM = 731.59

CB TA 4 DIA T1F CL

STA. 380+80.00, 16.9' RT

24

INV = 727.64 (12" NW)

INV = 727.74 (12" SE)

RIM = 731.24

INLET TB T24FG

STA. 380+71.36, 31.8' RT

26

INV = 723.57 (12" E)

INV = 723.67 (12" N)

RIM = 731.60

CB TA 4 DIA T24FG

STA. 381+93.81, 30.0' LT

28

D/S INV = 723.05

T.B.F. = 25.2 CU YD 

26' - 12" S.S., CL. A, T-2 @ 2.00%

29

D/S INV = 724.04

T.B.F. = 14.8 CU YD 

15' - 12" S.S., CL. A, T-2 @ 2.00%

30

T.B.F. = 3.0 CU YD 

15' - 12" S.S., CL. A, T-2 @ 2.00%

27

INV = 724.34 (12" W)

INV = 727.73 (12" E)

RIM = 732.36

CB TA 4 DIA T1F CL

STA. 381+89.07, 26.0' RT

28

INV = 728.03 (12" W)

RIM = 732.03

INLET TA T24FG

STA. 381+89.07, 42.5' RT

30

INV = 727.86 (12" S)

RIM = 731.86

CB TC T24FG

STA. 382+68.81, 30.0' LT

32

T.B.F. = 7.5 CU YD 

43' - 12" S.S., CL. A, T-2 @ 2.00%

14

INV = 723.94 (12" E)

INV = 725.73 (12" NW)

RIM = 730.06

CB TA 4 DIA T8G

STA. 379+32.00, 54.2' LT

15

INV = 726.01 (12" SE)

RIM = 730.01

INLET TA T8G

STA. 379+50.00, 59.6' LT

19

INV = 725.62 (12" SE)

INV = 725.72 (12" NW)

RIM = 731.04

CB TA 4 DIA T24FG

STA. 380+31.74, 31.8' LT

WATERMAIN

SANITARY

R28

T.B.F. = 23.2 CU YD

40' - STORM SEWER REM 12"

R29

T.B.F. = 33.1 CU YD

42' - STORM SEWER REM 12"

R21

T.B.F. = 7.2 CU YD

10' - STORM SEWER REM 12"

15

T.B.F. = 4.2 CU YD 

14' - 12" S.S., CL. A, T-2 @ 2.00%

16

D/S INV = 723.68

T.B.F. = 4.2 CU YD 

13' - 12" S.S., CL. A, T-2 @ 2.00%

17

D/S INV = 723.65

T.B.F. = 9.8 CU YD 

16' - 12" S.S., CL. A, T-2 @ 2.00%

24

D/S INV = 721.45

T.B.F. = 28.1 CU YD 

18' - 36" S.S., WM REQ @ 0.10%

25

D/S INV = 723.90

T.B.F. = 6.4 CU YD 

7' - 12" S.S., CL. A, T-2 @ 2.00%

R25

T.B.F. = 17.2 CU YD

27' - STORM SEWER REM 8"

29

INV = 724.17 (12" S)

(SEE NOTE 3)

INV = 725.90 (EX 8" W)

INV = 727.00 (12" N)

RIM = 731.70

MH TA 4 DIA T1 FR CL

STA. 382+22.42, 30.0' LT

31

T.B.F. = 21.4 CU YD 

25' - 12" S.S., CL. A, T-2 @ 2.00%

25

INV = 727.98 (12" NW)

RIM = 733.54

INLET TA T11FG

STA. 380+65.00, 47.4' RT

1

R24

T.B.F. = 10.2 CU YD

16' - STORM SEWER REM 12"

R26

T.B.F. = 10.1 CU YD

12' - STORM SEWER REM 12"

R27

T.B.F. = 11.8 CU YD

12' - STORM SEWER REM 12"

R30

T.B.F. = 10.3 CU YD

21' - STORM SEWER REM 10"

2
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"COMBINATION CONCRETE CURB AND GUTTER, TYPE

FOR THE CONSTRUCTION OF194SEE SHEETS 2.
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23

24

25

GOLF ROAD

GOLF ROAD

12"

12"

1
2
"

1
2
"

1
2
"

1
2
"

1
2
"

PROPOSED BOX CULVERT

EX 6" FM

EX 6" FMEX 12" S.S.

EX BOX CULVERT

CONSTRUCTION BASELINE

EXISTING ELEVATION ALONG

CONSTRUCTION BASELINE

PROPOSED ELEVATION ALONG

LEGEND

PIPE UNDERDRAINS, TYPE 2, 4"

STA. 387+22.09

END OF PROJECT

TO BE ADJUSTED (BY OTHERS)

FIBER OPTIC MANHOLE 

TO BE ADJUSTED (BY OTHERS)

TELEPHONE MANHOLE 

TO BE REMOVED (BY OTHERS)

FIBER OPTIC MANHOLE 

STA. 387+22.09

RECONSTRUCTION ENDS

PROPOSED JUNCTION CHAMBER

KEYMAP

CONTAINED WITHIN CMP'S

EXISTING 500 YEAR FLOODPLAIN AND FLOODWAY

PR PERM ESMT

R34

R29

31

33

R33

R30

R31

ABANDONED
S.S. TO BE

32

33

34 35

38

39

40 41

43

44

45

46

34

35 36

38

39

40

41

43

42

45

46

47

34

36

35
38 40 41 44

39 42

43
43

45

46

42

44

177 TO174SEE SHEETS

PROPOSED 12' X 8' BOX CULVERT 

R32

3736

37

TOP OF SAN. FORCE MAIN = 726.93

BOTTOM OF INLET = 728.42

STA. 383+00

PROPOSED CROSSING

TOP OF SAN. FORCE MAIN = 727.35

BOTTOM OF INLET = 728.86

STA. 384+89.4

PROPOSED CROSSING

TOP OF SAN. FORCE MAIN = 727.37

BOTTOM OF MANHOLE = 728.82

STA. 384+96.4

PROPOSED CROSSING

TOP OF SAN. FORCE MAIN = 727.43

BOTTOM OF MANHOLE = 729.12

STA. 385+19.95

PROPOSED CROSSING

TOP OF SAN. FORCE MAIN = 727.87

BOTTOM OF INLET = 729.42

STA. 386+17.1

PROPOSED CROSSING

181SEE SHEET NO. 

PROPOSED JUNCTION CHAMBER NO. 2

UNDERGROUND FIBER OPTIC LINE

PROPOSED MCI AND LUMEN 

UNDERGROUND FIBER OPTIC LINE

PROPOSED MCI 

OPTIC LINE

UNDERGROUND FIBER 

PROPOSED LUMEN 

HANDHOLE

FIBER OPTIC

PROPOSED LUMEN 

UNDERGROUND GAS LINE

PROPOSED NICOR 
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8/04/2022

NATIONAL PARKWAY
JAT

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
FED. AID PROJECT

RTE.

1103 16-00127-03-PV

CONTRACT NO. 61J04

73
DRAINAGE AND UTILITIES

8 12

23

FIRE HYDRANT TO BE ADJUSTED

STA. 384+96.84, 60.2' RT

24

PR RIM = 734.00

EX RIM = 733.53

VALVE VAULT TO BE ADJUSTED

STA. 386+94.93, 63.7' LT

25

PR RIM = 733.65

EX RIM = 733.79

VALVE VAULT TO BE ADJUSTED

STA. 386+94.76, 51.0' LT

INLET TO BE REMOVED

STA. 387+03.90, 41.3' LTR29 33

D/S INV = 724.20

T.B.F. = 18.2 CU YD 

17' - 12" S.S., CL. A, T-2 @ 2.00%

PROPOSEDREMOVALS

INLET TO BE REMOVED

STA. 387+13.10, 62.4' RTR30

MH TO BE FILLED

STA. 387+16.11, 72.0' RTR31

R34

T.B.F. = 2.9 CU YD

7' - STORM SEWER REM 12"

34

T.B.F. = 3.0 CU YD  

15' - 12" S.S., CL. A, T-2 @ 2.00%

31

INV = 724.54 (12" W)

INV = 728.62 (12" E)

RIM = 733.25

CB TA 4 DIA T1F CL

STA. 383+00.00, 26.0' RT

34

INV = 724.76 (12" E)

INV = 726.46 (12" N)

RIM = 732.13

CB TA 4 DIA T24FG

STA. 383+43.81, 30.0' LT

35

INV = 728.50 (12" S)

RIM = 732.50

CB TC T24FG

STA. 384+48.81, 30.0' LT

38

T.B.F. = 4.3 CU YD  

12' - 12" S.S., CL. A, T-2 @ 1.00%

39

T.B.F. = 1.6 CU YD  

9' - 12" S.S., CL. A, T-1 @ 1.00%

40

D/S INV = 724.47

T.B.F. = 9.4 CU YD

8' - 15" S.S., CL. A, T-2 @ 2.00%

39

INV = 724.63 (15" W)

INV = 728.34 (15" E)

RIM = 733.95

CB TA 4 DIA T1F CL

STA. 384+96.40, 17.0' RT

41

T.B.F. = 4.9 CU YD 

24' - 15" S.S., CL. A, T-2 @ 2.00%

40

INV = 728.82 (15" W)

INV = 729.27 (12" S)

INV = 728.92 (12" N)

RIM = 733.46

(LOW POINT LOCATION)

MH TA 4 DIA W/SPECIAL FG

STA. 384+96.40, 43.0' RT

42

T.B.F. = 4.1 CU YD 

20' - 12" S.S., CL. A, T-2 @ 1.00%

43

INV = 724.96 (12" E)

INV = 727.49 (12" N)

RIM = 732.87

CB TA 4 DIA T24FG

STA. 385+53.81, 30.0' LT

46

T.B.F. = 20.8 CU YD 

92' - 12" S.S., CL. A, T-2 @ 2.00%

44

INV = 729.92 (12" S)

RIM = 733.92

INLET TA T24FG

STA. 386+17.07, 42.5' RT

45

INV = 729.33 (12" S)

RIM = 733.33

CB TC T24FG

STA. 386+48.81, 30.0' LT

46

INV = 726.25 (12" S)

RIM = 735.09

CB TC T24FG

STA. 387+16.12, 61.1' RT

47

D/S INV = 726.01

T.B.F. = 6.5 CU YD 

6' - 12" S.S., CL. A, T-2 @ 4.00%

WATERMAIN

33

PR RIM = 734.39

EX RIM = 734.29

W/NEW T1F CL

CB TO BE ADJUSTED

STA. 383+35.24, 70.5' RT

35

D/S INV = 724.26

T.B.F. = 23.9 CU YD  

25' - 12" S.S., CL. A, T-2 @ 2.00%

36

T.B.F. = 25.2 CU YD  

102' - 12" S.S., CL. A, T-2 @ 2.00%

R33

(BRICK AND MORTAR REMAINING PIPE)

T.B.F. = 33.8 CU YD

50' - STORM SEWER REM 12"

R32

TO REMOVAL)

(LOCATE UPSTREAM END OF PIPE PRIOR 

T.B.F. = 70.3 CU YD

60' - STORM SEWER REM 12"

45

D/S INV = 724.54

T.B.F. = 21.1 CU YD 

21' - 12" S.S., CL. A, T-2 @ 2.00%

36

INV = 731.52 (12" N)

RIM = 734.52

INLET TA T11FG

STA. 384+25.00, 59.3' RT

37

INV = 729.58 (12" W)

INV = 730.90 (12" S)

RIM = 734.63

INLET TA T11FG

STA. 384+88.85, 59.3' RT

38

INV = 729.36 (12" N)

INV = 729.46 (12" E)

RIM = 733.46

INLET TB T24FG

STA. 384+84.40, 43.0' RT

43

T.B.F. = 18.3 CU YD 

94' - 12" S.S., CL. A, T-2 @ 0.75%

41

INV = 729.12 (12" S)

INV = 729.22 (12" N)

INV = 729.22 (12" E)

RIM = 733.47

MH TA 4 DIA T24FG

STA. 385+19.95, 42.5' RT

42

INV = 729.42 (12" W)

RIM = 734.66

INLET TA T11FG

STA. 385+19.94, 59.2' RT

32

INV = 728.92 (12" W)

RIM = 732.92

INLET TA T24FG

STA. 383+00.00, 42.5' RT

37

T.B.F. = 8.2 CU YD  

62' - 12" S.S., CL. A, T-1 @ 1.00%

44

T.B.F. = 3.7 CU YD 

10' - 12" S.S., CL. A, T-2 @ 2.00%
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EX 48" S.S.

CONSTRUCTION BASELINE

EXISTING ELEVATION ALONG
CONSTRUCTION BASELINE

PROPOSED ELEVATION ALONG

LEGEND

PIPE UNDERDRAINS, TYPE 2, 4"

EX 96" C.M.P.

TEMP E
SMT

TO BE ADJUSTED (BY OTHERS)

TELEPHONE PEDESTAL

TO BE ADJUSTED (BY OTHERS)

UTILITY MANHOLE

STA. 12+57.00

START OF PROJECT

96" (LINED)

96" (LINED)

PROPOSED BOX CULVERT

PROPOSED JUNCTION CHAMBER

KEYMAP

WETLAND A

AMERICAN LANE

CONTAINED WITHIN CMP'S

EXISTING 500 YEAR FLOODPLAIN AND FLOODWAY

R33

47

48

R32

48 51

49

49

50

52

R36

13

R10

TEMP ESMT

47

48

49

177TO 174SEE SHEETS 

PROPOSED 12' X 8' BOX CULVERT 182 SEE SHEET

PROPOSED JUNCTION CHAMBER 

51

50

50

50
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STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
FED. AID PROJECT

RTE.

1103 16-00127-03-PV

CONTRACT NO. 61J04

75
DRAINAGE AND UTILITIES

10 12

AMERICAN LANE

REMOVALS

INLET TO BE REMOVED

STA. 14+65.65, 35.3' LTR32 47

INV = 723.90 (15" E)

INV = 723.90 (12" S)

RIM = 727.88

CB TA 4 DIA T24FG

STA. 13+48.43, 22.0' LT

PROPOSED

INLET TO BE REMOVED

STA. 14+68.59, 18.6' RTR33 R36

T.B.F. = 29.5 CU YD 

54' - STORM SEWER REM 12"

49

T.B.F. = 6.1 CU YD 

40' - 12" S.S., CL. A, T-2 @ 0.50%48

INV = 724.10 (12" N)

RIM = 727.98

CB TC T24FG

STA. 13+48.82, 18.0' RT

51

INV = 726.29 (12" N)

RIM = 730.29

CB TC T24FG

STA. 15+02.97, 18.0' RT

13 69SEE SHEET R10 69SEE SHEET 

48

T.B.F. = 31.2 CU YD 

115' - 15" S.S., CL. A, T-2 @ 0.50%

50

T.B.F. = 9.4 CU YD 

33' - 15" S.S., CL. A, T-2 @ 2.00%

49

INV = 725.15 (15" W)

INV = 725.25 (12" S)

RIM = 730.31

CB TA 4 DIA T24FG

STA. 15+03.49, 34.2' LT

52

T.B.F. = 10.2 CU YD  

52' - 12" S.S., CL. A, T-2 @ 2.00%

51

D.S. INV = 723.14

T.B.F. = 3.6 CU YD  

4' - 15" S.S., CL. A, T-2 @ 2.00%

50

INV = 723.22 (15" N)

INV = 723.32 (15" W)

INV = 724.49 (15" E)

RIM = 729.58

MH TA 4 DIA T24FG

STA. 14+65.87, 31.3' LT
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1200 AMERICAN LANE

1300 AMERICAN LANE

1251 AMERICAN LANE 1301 AMERICAN LANE

STA. 21+70.00

END OF PROJECT

DRAINAGE AND UTILITIES
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NOTES

B-6.24" AT LOW POINTS.     

"COMBINATION CONCRETE CURB AND GUTTER, TYPE

FOR THE CONSTRUCTION OF194SEE SHEETS 2.

FOR CALL-OUTS.77SEE SHEETS 1.
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EX 10" SAN

EX 10" SAN

1
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11/11/2022

JAT

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
FED. AID PROJECT

RTE.

1103 16-00127-03-PV

CONTRACT NO. 61J04

77
DRAINAGE AND UTILITIES

      12 12

1 69SEE SHEET 

AMERICAN LANE

REMOVALS PROPOSED

CB TO BE REMOVED

STA. 19+95.61, 33.8' LTR34

CB TO BE REMOVED

STA. 19+93.12, 18.4' RTR35

CB TO BE REMOVED

STA. 19+93.70, 28.1' LTR36

R37

T.B.F. = 16.1 CU YD 

52' - STORM SEWER REM 12"

52

INV = 728.07 (12" S)

RIM = 732.07

CB TC T24FG

STA. 18+69.30, 30.2' LT

54

T.B.F. = 3.7 CU YD  

18' - 12" S.S., CL. A, T-2 @ 2.00%

55

T.B.F. = 1.0 CU YD  

4' - 12" S.S., CL. A, T-2 @ 2.00%

56

T.B.F. = 1.5 CU YD  

9' - 12" S.S., CL. A, T-2 @ 2.00%

55

INV = 727.68 (12" W)

INV = 727.78 (12" E)

RIM = 731.94

(LOW POINT LOCATION)

CB TA 4 DIA W/SPECIAL FG

STA. 18+91.28, 18.4' RT

57

INV = 727.67 (12" S)

INV = 727.77 (12" E)

RIM = 731.90

CB TA 4 DIA T24FG

STA. 19+41.05, 33.4' LT

59

INV = 727.91 (12" W)

RIM = 731.91

CB TC T24FG

STA. 19+51.21, 33.3' LT

58

T.B.F. = 1.2 CU YD  

7' - 12" S.S., CL. A, T-2 @ 2.00%

60

INV = 728.37 (12" S)

RIM = 732.37

CB TC T24FG

STA. 20+11.42, 17.9' RT

61

T.B.F. = 0.3 CU YD  

5' - 12" S.S., CL. A, T-2 @ 2.00%

62

INV = 728.79 (12" SE)

RIM = 732.79

CB TC T24FG

STA. 21+29.95, 19.4' LT

63

T.B.F. = 7.8 CU YD 

38' - 12" S.S., CL. A, T-2 @ 2.00%

64

T.B.F. = 0.5 CU YD 

3' - 12" S.S., CL. A, T-2 @ 2.00%

63

INV = 727.88 (12" S)

INV = 728.03 (12" NW)

RIM = 732.92

CB TA 4 DIA T24FG

STA. 21+42.10, 17.8' RT

56

INV = 727.96 (12" W)

RIM = 731.96

CB TC T24FG

STA. 19+03.28, 17.9' RT

73SEE SHEET R10

SANITARY

53

T.B.F. = 10.2 CU YD  

48' - 12" S.S., CL. A, T-2 @ 2.00%

59

T.B.F. = 14.3 CU YD  

58' - 12" S.S., CL. A, T-2 @ 2.00%

53

INV = 727.01 (12" SW)

INV = 727.11 (12" N)

INV = 727.32 (12" E)

RIM = 731.97

CB TA 4 DIA T24FG

STA. 18+69.42, 17.9' RT

R38

T.B.F. = 1.3 CU YD 

3' - STORM SEWER REM 12"

58

INV = 724.31 (EX 48" E & W)

INV = 726.51 (12" N)

RIM = 732.51

MH TA 7 DIA T1FR CL

STA. 19+38.42, 28.4' RT

54

INV = 723.92 (EX 48" E & W)

INV = 726.95 (12" NE)

RIM = 732.46

MH TA 7 DIA T1FR CL

STA. 18+67.18, 28.7' RT

60

D/S INV = 724.60

T.B.F. = 19.6 CU YD 

16' - 48" S.S., CL. A, T-2 @ 1.10%

64

INV = 725.74 (EX 42" E & W)

INV = 727.82 (12" N)

RIM = 733.40

MH TA 7 DIA T1FR CL

STA. 21+42.07, 28.4' RT

61

INV = 724.77 (48" W)

INV = 724.77 (EX 48" E)

INV = 728.27 (12" N)

RIM = 732.84 

MH TA 7 DIA T1FR CL

STA. 20+11.42, 28.1' RT

62 NOT USED

57 NOT USEDR39

T.B.F. = 0.0 CU YD 

18' - STORM SEWER REM 42"

T.B.F. = 0.0 CU YD 

7' - STORM SEWER REM 48"R36B

T.B.F. = 0.0 CU YD 

7' - STORM SEWER REM 48"R36A
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 CURB OFTOP

A 376+58.32 63.06'LT 732.67

B 376+61.63 53.62'LT 732.52

C 376+64.94 44.19'LT 732.04

D 376+44.02 58.87'LT 732.04

E 376+46.36 49.62'LT 731.90

F 376+48.21 39.79'LT 731.75

G 376+48.75 37.26'LT 731.81

H 376+52.00 19.55'LT 732.17
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Z 376+37.69 29.87'RT 731.79

AA 376+38.95 19.92'RT 731.63

BB 376+39.64 14.44'RT 731.55

CC 376+39.78 11.87'RT 731.61

DD 376+42.35 5.90'LT 731.98

EE 376+42.42 7.48'LT 732.04 732.79
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LL 376+34.71 56.75'LT 731.95

MM 376+24.86 55.02'LT 732.25

NN 376+25.85 46.28'LT 732.12

OO 376+26.97 36.34'LT 732.02
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STATION OFFSET ELEVATION
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 CURB OFTOP

A 378+70.76 39.79'LT 732.86

B 378+68.47 30.02'LT 732.71

C 378+66.28 20.24'LT 732.61

D 378+60.20 42.42'LT 732.70

E 378+56.87 32.90'LT 732.55

F 378+53.13 23.52'LT 732.40

G 378+52.32 21.06'LT 732.46

H 378+45.39 3.27'LT 732.85

I 378+45.05 1.73'LT 732.91 733.41

J 378+44.35 0.26'RT 732.83 733.33

K 378+43.47 2.77'RT 732.78 733.28

L 378+43.71 4.87'RT 732.75 733.25

M 378+43.94 6.89'RT 732.67 733.17

N 378+44.00 8.47'RT 732.61

O 378+45.79 23.68'RT 732.28

P 378+46.01 26.25'RT 732.22

Q 378+47.21 38.21'RT 732.40

R 378+56.11 25.70'RT 732.51

S 378+56.43 37.26'RT 732.63

T 378+56.83 42.24'RT 732.70

U 378+47.69 43.19'RT 732.47

V 378+38.60 44.32'RT 732.59

W 378+25.03 46.39'RT 733.26

X 378+24.34 41.45'RT 733.18

Y 378+22.18 30.81'RT 733.07

Z 378+38.03 39.36'RT 732.56

AA 378+36.62 27.48'RT 732.38

BB 378+36.23 24.94'RT 732.44

CC 378+34.22 9.09'RT 732.76

DD 378+34.09 7.52'RT 732.82 733.32

EE 378+33.82 5.51'RT 732.89 733.39

FF 378+33.32 1.75'RT 732.93 733.43

GG 378+34.59 2.16'LT 733.01 733.51

HH 378+35.25 4.15'LT 733.08 733.58
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JJ 378+42.15 24.55'LT 732.64

KK 378+43.20 26.93'LT 732.58

LL 378+46.76 36.39'LT 732.73

MM 378+18.01 41.06'LT 733.09

NN 378+25.10 48.73'LT 733.57

OO 378+32.45 56.30'LT 733.72

PP 378+51.21 45.53'LT 732.82
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STATION OFFSET ELEVATION
ELEVATION

 CURB OFTOP

A 16+07.00 30.91'RT 732.45

B 16+05.88 20.97'RT 732.30

C 16+04.77 11.03'RT 732.20

D 16+16.98 30.63'RT 732.40

E 16+17.55 20.65'RT 732.25

F 16+18.58 12.69'RT 732.05

G 16+18.83 10.71'RT 732.02

H 16+19.00 8.13'RT 732.08

I 16+21.47 8.02'LT 732.43

J 16+21.46 9.60'LT 732.49 733.24

K 16+22.79 19.86'LT 732.65 733.40

L 16+21.74 26.00'LT 732.75 733.50

M 16+21.58 27.58'LT 732.69

N 16+18.60 44.08'LT 732.35

O 16+18.21 46.63'LT 732.29

P 16+17.28 52.05'LT 732.37

Q 16+06.64 45.12'LT 732.54

R 16+06.04 50.59'LT 732.60

S 16+05.50 55.56'LT 732.68

T 16+16.44 56.98'LT 732.45

U 16+14.83 66.35'LT 732.59

V 16+24.50 68.00'LT 732.74

W 16+39.13 71.32'LT 733.42

X 16+41.99 61.73'LT 733.27

Y 16+44.85 52.14'LT 733.17

Z 16+26.38 58.18'LT 732.50

AA 16+28.06 48.32'LT 732.44

BB 16+28.55 45.78'LT 732.50

CC 16+31.46 28.76'LT 732.85

DD 16+31.68 27.20'LT 732.91 733.41

EE 16+32.90 20.06'LT 732.80 733.30

FF 16+31.49 9.20'LT 732.64 733.14

GG 16+31.36 7.63'LT 732.58

HH 16+29.24 9.46'RT 732.26

II 16+28.75 11.99'RT 732.20

JJ 16+28.50 13.97'RT 732.23

KK 16+27.47 21.93'RT 732.35

LL 16+48.40 18.55'RT 733.02

MM 16+44.02 27.54'RT 733.12

NN 16+39.64 36.53'RT 733.27

OO 16+25.47 31.73'RT 732.50
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EAST LEG OF ROUNDABOUT
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GG

J L

1.9%1.75%

1.5%

3.0%
3.0%

3.0%
3.0%

STATION OFFSET ELEVATION
ELEVATION

 CURB OFTOP

A 18+07.70 39.11'RT 732.83

B 18+06.06 29.25'RT 732.68

C 18+05.16 23.83'RT 732.62

D 18+17.61 37.81'RT 732.35

E 18+16.48 27.87'RT 732.20

F 18+15.96 22.40'RT 732.12

G 18+15.67 19.83'RT 732.18

H 18+13.94 2.94'RT 732.52

I 18+13.94 1.36'RT 732.58

J 18+13.75 0.63'LT 732.64 733.14

K 18+13.29 5.36'LT 732.71 733.21

L 18+14.31 10.02'LT 732.78 733.28

M 18+14.77 12.08'LT 732.84 733.34

N 18+15.11 13.62'LT 732.78 733.28

O 18+18.97 32.00'LT 732.42

P 18+19.68 34.49'LT 732.36

Q 18+22.04 45.25'LT 732.53

R 18+07.23 39.21'LT 732.91

S 18+11.99 49.13'LT 733.02

T 18+14.15 53.64'LT 733.10

U 18+23.47 50.05'LT 732.61

V 18+32.52 48.06'LT 732.52

W 18+42.49 47.42'LT 732.79

X 18+42.57 42.42'LT 732.71

Y 18+42.73 31.42'LT 732.60

Z 18+31.81 43.11'LT 732.44

AA 18+29.45 32.34'LT 732.27

BB 18+29.05 29.79'LT 732.33

CC 18+24.83 11.90'LT 732.71

DD 18+24.62 10.34'LT 732.77 733.52

EE 18+24.17 8.27'LT 732.71 733.46

FF 18+23.40 4.76'LT 732.64 733.39

GG 18+23.79 0.63'LT 732.57 733.32

HH 18+23.98 1.36'RT 732.51 733.26

II 18+23.98 2.94'RT 732.45

JJ 18+25.71 18.87'RT 732.13

KK 18+25.91 21.44'RT 732.07

LL 18+26.44 26.91'RT 732.15

MM 18+36.18 20.80'RT 732.46

NN 18+36.42 26.30'RT 732.52

OO 18+36.83 35.62'RT 732.66

PP 18+27.39 36.85'RT 732.30
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N

STATION OFFSET ELEVATION

A 386+59.85 48.84'LT 734.14

B 386+92.21 70.09'LT 734.10

C 387+01.09 70.16'LT 734.09

D 387+07.19 70.11'LT 734.06

E 387+08.08 80.15'LT (734.31)

F 387+12.95 80.07'LT (734.39)

G 387+12.19 70.08'LT 734.02

H 387+14.41 70.06'LT 734.01

I 387+16.73 68.93'LT 734.07

J 387+11.70 60.57'LT 733.98

K 387+09.62 62.09'LT 733.92

L 387+07.13 62.11'LT 733.94

M 387+02.09 62.15'LT 733.97

N 387+02.09 58.96'LT 733.88

O 387+02.09 55.81'LT 733.80

P 387+02.09 53.81'LT 733.77

Q 387+03.75 51.83'LT 733.83

R 386+98.51 47.73'LT 733.73

S 386+97.09 49.88'LT 733.67

T 386+97.09 55.81'LT 733.76

U 386+92.20 58.95'LT 733.92

V 386+92.20 62.03'LT 733.98

W 386+63.54 33.17'LT 733.42

X 386+62.94 35.70'LT 733.80

Y 386+61.68 41.06'LT 734.02

Z 387+66.78 70.83'LT (734.99)

AA 387+66.78 60.83'LT (735.06)

BB 386+96.02 0.00'LT 734.64

CC 387+02.02 0.00'LT 734.64

DD 386+96.50 15.00'LT 734.34

EE 387+02.24 15.00'LT 734.39

FF 387+07.53 74.00'LT 734.15

GG 387+12.46 73.71'LT 734.16
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STATION OFFSET ELEVATION

A 386+77.57 45.08'RT 734.91

B 386+85.57 45.22'RT 735.00

C 386+94.09 46.98'RT 734.67

D 386+94.90 44.53'RT 734.73

E 387+01.32 47.29'RT 734.78

F 387+00.09 49.56'RT 734.72

G 387+11.33 58.85'RT 735.46

H 387+14.50 63.38'RT 735.54

I 387+17.82 70.64'RT 735.22

J 387+20.27 69.82'RT 735.28

K 387+22.32 75.39'RT 735.39

L 387+19.21 76.16'RT 735.33

M 387+15.65 77.03'RT 735.37

N 387+15.60 86.64'RT 735.61

O 387+15.56 91.62'RT (735.74)

P 387+10.73 91.44'RT (735.70)

Q 387+10.60 86.60'RT 735.61

R 387+10.64 78.26'RT 735.42

S 387+10.64 78.10'RT 735.42

T 387+07.93 78.10'RT 735.46

U 387+07.93 75.60'RT 735.42

V 387+10.51 75.60'RT 735.38

W 387+10.14 73.21'RT 735.34

X 387+07.88 66.78'RT 735.55

Y 387+05.77 63.39'RT 735.47

Z 386+96.77 55.72'RT 734.82

AA 386+91.89 53.62'RT 734.78

BB 386+84.96 52.19'RT 735.11

CC 386+77.57 52.08'RT 735.02

DD 386+96.02 0.00'RT 734.64

EE 387+02.02 0.00'RT 734.64

FF 387+66.70 68.87'RT (736.10)

GG 387+66.70 74.87'RT (736.17)

HH 386+99.30 57.25'RT 734.85

II 386+93.63 54.25'RT 734.80

JJ 386+93.63 57.25'RT 734.86

KK 387+03.21 51.44'RT 734.76




