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100 AMP, 12 CKT, 120/240 VAC, 1 PHASE, . \ ’
2 §2 THWN, 1 #2 NEUTRAL. 1 #6 GND 3 WIRE LOAD CENTER IN A NEMA 3R ANSON
IN 2" GRSC . ENCLOSURE UL LISTED SUITABLE FOR .

METER BASE PER SERVING UTILITY SERVICE ENTRANCE »
REQUIREMENTS 2 8 THWN, 1 3 NEUTRAL, 2 B GND . ) HANSON PROFESSIONAL SERVICES INC.
HOT DIPPED GALVANIZED STEEL IV 17 GRSC NIPPLE i i
STRUT SUPPORT, UNISTRUT AC SURGE PROTECTOR/TVSS - 815 Commerce Drive Suite 200
P1000HG OR APPROVED EQUAL, IN NEMA 4 ENCL. ‘ (~854 RADIO Ook Brook, Hlinois 60523
ggb%ﬂg&ﬂé%gg&mﬁmw}\% : : L-854 RADID CONTROLLER IN CONTROL UNIT ' Telephone: 630.990.3800
) NEMA 4 ENCL WITH ANTENNA . Fox: 630.990.3801
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L+ | TTTm—— 2 H10 THWN, 1 £12 THWN, 1 §12 NEUTRAL, e ,HWN/ Past Office Box 386
/ [ 1§10 GND IN 3/4" GRSC. Dixon, Iinois 81021
GFCI REC N FS BOX ~ /” Telephone: B15.288.1485%
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2 §2 THWN, 1 #2 NEUTRAL N 2" / w e » . fortgemt -
GRSC 10 EXSTNG IRANSCLOSURE - N\ oL : 12—tk % "1.4,.—.—_ - s e e e o o iy 26 AP PROJECT NO. 3-17-0036-85
OR UTIUTY TRANSFO! 3 e R I -
COORDINATE WITH SERVING UTILITY : U \ ..................7.. x U USRS RV S IDA PROJECT NO, C73-3313
hats et BRANCH CKT N UNT. 10 GND FROM RESPECTVE b
&“‘ém%m UN”"WE 120/240 VAC, 1 PH, W
) _/ 6. AWG BARE STRANDED COPPER L0AD CENTER E}/ .
CONCRETE £NCASE SUPPORT GROUNDING ELECTRODE B ) UNIT BUCT T0
POSTS 12" DIAMETER {TYP.). CONDUCTOR, EXOTHERMIC WELD, 3/47 DA BY 10" LONG UL GRSC ADAPTER
CONCRETE SHALL BE PER CADWELD, OR THERMOWELD 10 LISTED COPPERCLAD GROUND
{TEM 610. GND ROD. . ROD, MIN. BURY 30" BELOW

FINSHED GRAoE LIGHTING CONTRACTOR CONTROL PANEL FOR RUNWAY 26 PAPI
SECONDARY POWER DISTRIBUTION
ELEVATION (FOR RUNWAY 26 PAPI)

KEYED NOTES
. : UL USTED NEMA 4X STAINLESS STEEL CONTROL PANEL ENCLOSURE ADEQUATELY SIZED TO HOLD THE
NOJES: : RESPECTIVE COMPONENTS AND EQUIPMENT. - INCLUDE LEGEND PLATES LABELED. "LIGHTING CONTACTOR FOR

RUNWAY 26 PAPI™,

. LOCATE SUPPORT STRUCTURE AS SHOWN ON THE PLANS AND COORDINATE WITH RESIDENT ENGINEER.

2. COORDINATE ELECTRIC SERVICE ENTRANCE WORK WITH THE SERVING ELECTRIC UTILITY COMPANY & 30 AMP, 600 VAC, 2 POLE ELECTRICALLY HELD LIGHTING CONTACTOR WITH 120 VAC COIL, SQUARE D CLASS
THE AIRPORT MANAGER/AIRPORT AUTHORITY, 8903 TYPE SMO1V02, OR APPROVED EQUAL. :

. ALL ENCLOSURES RATED NEMA 3R,‘4, OR 4X SHALL HAVE WATER~TIGHT HUBS AT CONDUIT ENTRIES,
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THREE~POSITION MAINTAINED CONTACT "HAND-OFF-AUTO"™ SELECTOR SWITCH, HEAVY DUTY, WATERTIGHT/ON

UL LISTED NEMA 4, 4X FOR THE RESPECTIVE ENCLOSURE 7O MAINTAIN THE NEMA 3R, 4. 4X RATING.
TIGHT (NEMA 4/13), SQUARE D CLASS 9001, TYPE KS43FBH13 OR APPROVEC EQUAL. INCLUDE LEGEND

>

¢ CRSC DEVOTES GALIANEED RED STECL CONDUT PLATE LABELED "AUTO-OFF~ON". MOUNT SELECTOR SWITCH ON PANEL INTERIOR WITH MOUNTING BRACKET.
AL WORK PAD UNDER ARBO0967. . .
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EQUIPMENT GROUNDING BAR: PROVIDE A GROUNDING BAR MOUNTED AND BONDED INSIDE THE PANEL -

ENCLOSURE, ADEQUATELY SIZED TO ACCOMMODATE ALL GROUND CONDUCTORS TO OR FROM THE CONTROL

PANEL.

CONTROL WIRING SHALL BE SIZED AS REQUIRED PER NEC MINIMUM 12 AWG TYPE MTW, THW, OR THWN,

[

COPPER. TERMINAL BLOCKS FOR CONTROL WIRING SHALL BE 600 VOLT, WITH AMPERAGE RATINGS IN
CONFORMANCE WITH NEC TABLE 310-16 USING 75 DEGREE C WIRE FOR THE RESPECTIVE WIRE LUG RANGE,

€L 78050 ) ) s : BOX LUG TYPE, SQUARE D CLASS 9080, TYPE G, OR APPROVED EQUAL. 1| AooEvomm o1 %701 /04 |
) - [6] TERMINAL BLOCKS FOR BRANCH CIRCUITS SHALL BE SQUARE D CLASS 9080, TYPE G. OR APPROVED EQUAL to.| Drowng lssue Dascription | Dote |By
T R P 6 X6 - W29 X W2 SIZED AS REQUIRED FOR THE RESPECTIVE CONDUCTORS.
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ET R UL MATERIAL A5 NECESSARY 1. PAPIS SHALL BE ACTVATED BY RADIO CONTROL IN AUTOMATIC MODE AS FOLLOWS:
s A 3 CLCKS ~ ON
- AL e Ly ) 5 CLICKS ~ REMAIN ON ‘ 8430388004 /58005
’ \ . . 7 CLICKS - REMAN ON Prsies domers
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2. LEGEND PLATES: LEGEND PLATES SHALL BE REQUIRED FOR THE CONTROL PANEL, SELECTOR SWITCH, AND TO sy G
EL 780.90 £QuAL EGUAL EL 78090 IDENTIFY THE RESPECTIVE INPUT AND OUTPUT BRANCH CIRCUITS. LEGEND PLATES SHALL BE WEATHERPROOF KNL 03/26 /04
5 PCC SLAB (TEH 610 FC AND ABRASION RESISTANT PHENOLIC MATERIALS. LETTERING SHALL BE 1/2" HIGH BLACK ON WHITE St By Dot 71
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