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PROPOSED TYPICAL SECTION

FACING EAST

STA. 109495 TO STA, 200+75

NS,

HMA SURFACE COURSE, MIX “D°, N70, 4"

FOLYMERIZED LEVELING BINDER (MM). IL-4.75, NSO, ?’4'—\

~5EE SAFETY EQGE DETAIL

AGGREGATE WEDOE SHOULDER, TYPE B

5 1N MAX

EXISTING SHOULDER
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EXISTING TYPICAL SECTION

FACING EAST

STA, 200475 T0O $5TA, 229470
STA, 244+2% 70 5TA, 252+00
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PRCPOSED TYPICAL SECTION

FACING EAST

* NOTEs

STA, 200+75 TQ STA, 229+70
STA. 244429 TG STA. 252+0C

N.T.5.

EXISTING HMA SURFACE EXTENDS

INTO THE GUTTER FLAG FROM

STA. 200+75 10 5TA, 229470 17 & RT
(LIMITS ARE APPROXIMATE)

REMOVE AND OVERLAY THE ENTIRE
WIDTH OF HMA SURFACE COURSE FOR
THE DRIVE LANE AND GUTYTER FLAG

DETAIL "a”

EXISTING LEGEND

HMA PAVEMENT, VARIES 2Wer-7"

PCC PAVEMENT, VARIES &-10"
AGGREGATE SHOULDER, VARIABLE DEPTH
HMA SHOULDER

PCC CURB & GUTTER

HMA SURFACE REMOVAL, 2V

PROPOSED LEGEND

HMA SURFACE COURSE, MIX "D, NTO, 1Y~

POLYMERIZED LEVELING BINDER (MM), IL-4.T75, NSO, ¥
AGGREGATE WEDGE SHOULDER, TYPE 8

GRADING & SHAPING SHOULDERS

TOPSOIL FURNISH AND PLACE, 47 AND SEEDING, CLASS 24

COMBINATION CONCRETE CURB & GUTTER
REMOVAL AND REPLACEMENT

LIMITS QF THESE PROPOSED ITEMS TQ BE DETERMINED IN
THE FIELD BY THE RESIDENT ENGINEER.

MIX DESIGNS

AIR VOIDS (A @ Noes

RESURFACING

:f'xHMA SURFACE COURSE, MIX 'O, NTO (L-9.5mml; 1"

A% & 70 GYRATIONS

POLYMERIZED LEVELING BINDER, iL-4.75. N5O: 4~

3.5% o 50 GYRATIONS

PATCHING

CLASS [ FATCHES (BINDER IL-19MM)

4% @ 70 GYRATIONS

Hia REPLACEMENT OVER PATCHES

4% § 70 GYRATIONS

NOTE: THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURES IS U2 LBS/SY/IN.

UNLESS MODIFIED 8Y DISTRICT ONE SPECIAL PROVISIONS.

FOR USE OF RECYCLED MATERIALS SEE SPECIAL PROVISIONS.
¥x PEP SPECIAL PROVISION ONLY RPPLIES T2 HMA SURFRCE CS5E,MIXT NTO

THE CONTRACTOR SHALL PATCH FIRST

THE “AC TYPE" FOR POLYMERIZED #MA MIXES SHALL BE “SBS/SBR PG 76-22 AND FOR NCN-POLYMERIZED
HMA THE “AC TYPE" SHALL BE “PG 64-227

SAFETY EDGE DETAIL BEFORE MILLING
(WHEN HMA SHOULDER ¢ 3 FT)
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