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GUIDANCE SIGN SCHEDULE

SIZE 3, STYLE 2, CLASS 2
SIGN LETTERS LETTERS PAY
NUVSER | FACE | EXISTING LEGEND g PROPOSED LEGEND B g CROUT | REMARK
W 515 Y 2 W= e W g W - REPLACE EXTG. 2 MODULE SIGN
D6 SE Y 585 Y 5B gB =D AR125924 WITH PROP. 3 MODULE SIGN
NW 5D Wor Y% e WY REPLACE EXTG. 2 MODULE SIGN
b7 SE B 5B % B 5B 5B =D 1AR125924* WITH PROP. 3 MODULE SIGN
B
F=10 |—& : L T-F-2 |AR125442 NEW 2 CHARACTER SIGN
NE g A . REPLACE EXTG. 2 MODULE SIGN
F=14 —sn Bl o B8 By B ~B v |2 AR1259244 WITH PROP. 3 MODULE SIGN
NW B 518 5 B s s8] « . REPLAGE EXTG. 2 MODULE SIGN
K1 SE e Y 5 Wr g Wor W] K1 AR1259249 WITH PROP. 3 MODULE SIGN
B Y B Y 1B B
K2 i Sho s E 5ot B YE N 1 k1 | ara01605 REPLACE 6 PANELS
<10 . B B B
K3 | L FoLi Yo T-K—1 |AR125904 REMOVE
B <Y B Y B B
Ke = €K KD =B % 5 o a1 K1 |ARBO1605 REPLACE 6 PANELS
B B
K1-1 z‘g v —oa—2 T-K—1 |AR125442 NEW 2 CHARACTER SIGN
B R
NE B B B
K2-1 el oTa o] T-K-1 [AR125446 NEW 6 CHARACTER SION
NW HAINGIERT B <|BvI|B ING] B vB¢|B e
L1 s e =L _ L= T-K—1 |AR801605 REPLACE 6 PANELS
B L B
23-8 N X Y Y_| T-K-1 |ARB01605 REPLACE 2 PANELS
SW B B 5 Y B
B B8
23-9 |—NE e Y D= Y | T-D |AR801605 REPLACE 2 PANELS
SwW B ) 5 Y 8
23-10 —NE % 2 B T-K—1 |AR125442 NEW 2 CHARACTER SIGN
SwW B Y
NE C | B B _
23-11 | = B T-D |AR125442 NEW 2 CHARACTER SIGN
NE B Y | 1w NEW 3 CHARACTER SIGN (TO BE
2512 gy =] Y =] 1K1 [AR125442) oy’ FoRUNDER ITEM AR12544)
N = NORTH NW = NORTHWEST B/Y: BLACK LETTERS ON YELLOW BACKGROUND (TYPE L:858
g i {4 e SRR
W = WEST SW = SOUTHWEST ;(l%: WHITE LETTERS gﬁ"&‘éo BACKGROUND (TYPE L~858R)
NOTES:

1. IF THE CONDITION OF THE EXISTING SIGN EQUIPMENT TO BE REMOVED IS ACCEPTABLE TO THE ENGINEER, THE CONTRACTOR MAY REUSE THE REMOVED
TRANSFORMERS, TRANSFORMER CANS, MOUNTING PLATES, AND SIGN FRAMES AT THE PROPOSED SIGN LOCATIONS. IF THE EXISTING SIGN EQUIPMENT IS
REUSED, THEN THE CONTRACTOR SHALL SUPPLY AND INSTALL 8" CRHD. AGG. BEDDING, 10° CONCRETE PAD, CONDUITS, WIRING, SIGN PANELS, GASKETS,
RETAP BASE HOLES AS REQD. NEW STAINLESS STEEL BOLTS, NUTS, & WASHERS, AND NEW LAMPS AS REQUIRED. CONTRACTOR SHALL REPLACE ANY

DAMAGED EQUIPMENT AS DIRECTED BY THE ENGINEER. CONTRACTOR SHALL SUPPLY AND INSTALL NEW SIGN EQUIPMENT AS REQUIRED.

c)éIDGUlDANCE SIGN CONTRACT UNIT PRICE SHALL INCLUDE THE COSTS TO REMOVE AND DISPOSE OF THE EXISTING

2. * = THE AR125824 ~ REPLACE TA
TAXI GUIDANCE SIGN BEING REPLA

QUAD CITY INTERNATIONAL AIRPORT
RUNWAY § EXTENSION — PAVING
ILL. MLI-3623, QU003
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TAXI GUIDANCE SICNS
ISOLATION TRANSFORMER DATA*

NUMBER TRANSFORMER
OF MODULES WATTAGE
1 100
2 300
3 500
4 500

TRANSFORMERS SHALL BE 6.6/6.6 AMP.
* = OR AS REQUIRED BY SIGN MANUFACTURER.
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