
0.6

B

0.7

B

1.7

B

1.4

B

1.4

B

1.2

B

0.7

B

24

23

24

25

27

26

23

Brown and Gray Moist SILTY

CLAY LOAM

CLASSIFICATION 98-1

Brown and Gray Moist CLAY

Ref Classification 96-1

Brown and Gray Moist SILTY

CLAY

Ref Classification 96-2

Brown and Gray Moist SILTY

CLAY

Ref Classification 96-2

(continued)

Light Brown and Gray Moist

SILTY CLAY LOAM

CLASSIFICATION 98-1

525.00

521.00

508.50

506.001

2

2

0

1

2

1

2

4

1

3

4

1

2

4

1

2

4

1

2

3

M

O

I

S

T

(ft) (tsf)

D

E

P

T

H

-5

-10

-15

-20

(%)

U

C

S

Qu

B

L

O

W

S

 /6"

1

Upon Completion

After

140 # AutoHAMMER TYPEHSA

No Encounter

Plugged

Plugged

ft

ft

ft

Stream Bed Elev.

Surface Water Elev.

F
il

e 
N

am
e 

S
:\

S
O

IL
S

\G
IN

T
 F

IL
E

S
\H

A
N

C
O

C
K

\I
L

 3
3
6
 S

E
C

T
IO

N
 5

\I
L

 3
3
6
 S

E
C

 5
 R

O
A

D
W

A
Y

 A
N

D
 S

T
R

U
X

.G
P

J 
D

at
a 

T
em

p
la

te
 D

6
T

E
M

P
L

T
.G

D
T

 D
at

e 
P

ri
n
te

d
 1

1
/1

0
/0

5

L
a
ti

tu
d

e
  

L
o

n
g

it
u

d
e
  

D
a
tu

m
 N

A
D

8
3

 J
o

b
 N

u
m

b
e
r

4 D

First Encounter

N/A

N/A

ft

ft

Groundwater Elev.:

Hrs.

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer, E-Estimated)

Abbreviations W.O.H - Sampler Advanced By Weight of Hammer, W.O.P - Advanced by Weight of Pipe, B.S. - Before Seating

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206) BBS, from 137 (Rev. 8-99)
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