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STA.75+35 TO STA.100+00 STA.100+00 TO STA.111+34
EXISTING LEGEND PROPOSED LEGEND
(») HOT-MIX ASPHALT SURFACE COURSE, 3" - 5” © HOT-MIX ASPHALT SURFACE COURSE, MIX “C*, N50 - 2"
(®) HOT-MIX ASPHALT SURFACE COURSE, 3 1/2” - 4 1/2” () HOT-MIX ASPHALT SURFACE COURSE, MIX “D“, N50 - 1 1/2
HOT-MIX ASPHALT MIXTURE REQUIREMENTS © HOT-MIX ASPHALT SURFACE COURSE, 8 1/4” - 11 1/4" (3) HOT-MIX ASPHALT SURFACE COURSE, MIX “D“, NSO - 2
®) HOT-MIX ASPHALT SURFACE COURSE, §.- 9“ (1) LEVELING BINDER (MACHINE METHOD), NSO - 3/4“ MIN.
MIXTURE TYPE (E) HOT-MIX ASPHALT BINDER COURSE, 1 1/2" (s) CLASS D PATCHES, TYPE I - IV, 4-INCH
RESURFACING AC TYPE VoIDS (F)  BITUMINOUS STABILIZED GRANULAR MATERIAL, 8 1/2” - 11" (6)  CLASS D PATCHES, TYPE I - 1V, 6-INCH
HOT-MIX ASPHALT SURFACE COURSE, MIX “C*, N50 (IL 9.5mm); 2" PG 64-22 47 @ 50 GYR. ©) BITUMINOUS STABILIZED GRANULAR MATERIAL, 2 1/4” - 4" ™ CLASS D PATCHES, TYPE I - IV, 11-INCH
HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, N50; (IL 9.5mm) 1 1/2” - 2" PG 64-22 4% @ 50 GYR. (H) ~ AGGREGATE BASE COURSE, 11 - 11 1/2 (8)  CLASS D PATCHES, TYPE T - IV, 13-INCH
LEVELING BINDER (MACHINE METHOD), N50 PG 64-22 / 58-22 4% @ 50 GYR. o AGGREGATE BASE COURSE, 3" - 7 1/2" e COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT
PATCHING (© AGGREGATE BASE COURSE, 4 1/2" - 12 1/4” (0 HOT-MIX ASPHALT SHOULDERS
CLASS D PATCHES (HMA BINDER IL-19 mm); TYPE I - IV - 4-INCH, PG 64-22 / 58-22 4% @ 70 GYR. o HOT-MIX ASPHALT SHOULDER (FULL DEPTH) @, AGGREGATE SHOULDERS, TYPE B
TYPE I - IV - 6-INCH, TYPE I - IV - 11-INCH, TYPE I - IV - 13-INCH (M) AGGREGATE SHOULDER (12) AGGREGATE BASE COURSE, TYPE B - 4"
DRIVEWAYS ™ COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12
HOT-MIX ASPHALT SURFACE COURSE, MIX “C*, N50 (IL 9.5 mm); 2" PG 64-22 4% @ 50 GYR. ®) EXISTING SUB-GRADE
HOT-MIX ASPHALT SURFACE COURSE, MIX “D“, N50; (IL 9.5 mm) 1 1/2" - 2" PG 64-22 4% @ 50 GYR. (R)  GROUND SURFACE
HOT-MIX ASPHALT SURFACE REMOVAL, 2
THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURES IS 112 LBS/SQ. YD./IN 7 ITEM TO BE REMOVED
» WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22
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