CONTRACT NO. 68085

PAINT STRIPE
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PAINT STRIPE
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== BITUMINOUS SURFACE REMOVAL COLD MILLING V2"
LEVELING BINDER (MACHINE METHOD) TYPE 2. ¥,
BITUMINQUS SURFACE COURSE, MIX D, CLASS I, TYPE 2, IY>

VARTABLE & MIN,

AGG, EROSION CONTROL

PROPQOSED R.C.W.

CADD STD. 630101

Ya'/Ft, Slope

£

BASE COURSE WIDENING

SUB-BASE GRANULAR
MATERIAL TYPE B (&)

VARIES FROM 0" TO 15

VARIES FROM 30,5 TO 45.5”

LONGITUDINAL
METAL JOINT

CONCRETE OVERLAY

PCC BASE COURSE (8"

EXISTING TYPICAL SECTION

1" BITUMINOUS

SHOULDER 6"

HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, N50

- EXISTING BITUMINOUS CONCRETE OVERLAY

AGGREGATE SHOULDER, TYPE B
SLOPE Yo" /FT

EXIST. SHOULDER
VARIABLE 3:1 MAX

NOTE: STRIPES FOR 11' LANES

VARIES FROM 30.5° TO 45.5°

VARIES FROM 0° TO 25°
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PROPOSED TYPICAL SECTION

STA. 99+88 - STA. 102+94.29
STA, 106+53.21 - STA., 109+71.50

F.AS. TOTAL | SHEET

RTE. SECTION COUNTY  sueeTs| NO.

220 (23-8R1 1 MERCER 50 -]
STA, 99471 TO STA, 109+76
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