Illinois Department Page 1 of 1
of Transportation SOIL BORING LOG
R s oot Date 31205
FAP 331 Litde Vermilion River 0.3 Miles South of
ROUTE US 1501 Rt. 1, DESCRIPTION LOGGED BY CNA
SECTION 47BR-2) LOCATION _SE, SEC. 6, TWP. 17N, RNG. 11, 2nd PM
COUNTY Vermilion DRILLING METHOD Hollow Stem Auger HAMMER TYPE Automatic
STRUCT. NO. 092-0041 D1 B [ U | M llSuface Water Elev. t blBluUfm
Station 2522+92 El L | C| O strean Bed Elev. 6025 ft EfL]c|o
—  —— |prlo]s | plo] s |1
BORING NO.__1SE E but T w S |[ Groundwater Elev. Tlw s
Station 2521+ 50.5 HI s Q)| T First Encounter st06 ftY|H| S |Q| T
Offset 184 ftR Upon Completion Wash Bored _ ft
Ground Surface Elev. 6216 ft || 187 [ tsh [ 0 [ Arer s a |wf e[ s
Pavement 6216 Dark Gray to Brown Poorly Sorted
620.6 = CDars.e Sand with Small Gravel
Brown/Gray Sandy Clay Loam S 2
(Backfill -1 Slightly 3 0
—] Silty Shale (Bedrock) —]
22
1 5057}
2 0.8 20 12
H s 23]
505"
(Hit Rock — No Sample) (]
6136
Brown Sand Loam (Alluvium)
2 50-5'}
3 7 il
_10] 4
6106y
Dark Gray to Brown Poorly Sorted 2
Coarse Sand with Small Gravel 3 B
— 3 —
1 T 3
2 502" 7
—15| 2 —35)
i 5057}
2 s
20| 2 End_of Boring 5816 40|

An assumed centerline elevation of 100.00 and station of 10400 is used when this information is not available.

The Unconfined Compressive Strength {UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N Value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
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Illinois Department Page 1 of 1
of Transportation SOIL BORING LOG
Division of High
Region 3 /Disrict Date __31705
FAP 331 Little Vermilion River 0.3 Miles South of
ROUTE US 1504L RE.1 DESCRIPTION LOGGED BY __CNA
SECTION 47BR-2) LOCATION _SE, SEC. 6, TWP. 17N, RNG. 11V, 2nd PM
COUNTY Vermilion DRILLING METHOD Hollow Stem Auger HAMMER TYPE Automatic
STRUCT. NO. 092-0041 D1 B [ U | M llsurface Water Elev. 5035 ft DB UM
Station 2522+92 E]l L | C| O stream Bed Elev. 6025 ft EfL]c|o
— —— |plo]|s | plo] s |1
BORING NO.__2 NE Exist Abut. T W S || Groundwater Elev. Tlw s
Station 2524+22 H] S | Qu| T I First Encounter 650 Y [H| S |au] T
Offset 178 ftRt Upon Completion ft
Ground Surface Elev. __628.0  ft [(ftf (8" ) (tsh | (%) || After _____ Hrs. ft (1) (tsf) | (%)
Pavement GrayGreen Shigntly_Micaceous
6270 ] Weathered Shale (Bedrock} -1
- inued) -
BrownGrayGreen Sity Clay (continus: ;
Loam ~ (Backfill n 28] 10
13| s
1 1z
3 |19 | 20 8 |26 12
e K] sl 10| s
_l 602.5
Dark Gray to Gray Sligntly
— Micaceous Shale (Bedrock) i
N 6010 50-1" T
Gray/Green Shgntly Micaceous
Silty Shale (Bedrock)
Gray Slightly Organic Silt Loam 10
Silty Clay 1o Ts0-5]
T 06| s
] 2| B
50-6'}
0
BrownRed Dirty Sand with Small
Gravel 616.0
Gray Shightly Organic Silt Loam 1o
Silty Clay =1 o “|50-37]
0 3 B
6130 15 © —35)
Gray(Green Slightly Micaceous
Weathered Shale (Bedrock) n n
— —
7 [zz|®
8 [ s
i 503}
9 7 il
20 M End_of Boring 588.0 40|

An assumed centerline elevation of 100.00 and station of 10+0C is used when this information is not available.

The Unconfined Compressive Strength {UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N Value) is the sum of the last two blow values in each sampling zone (AASHTC T206)
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Page 1 of 1
of Transportation SOIL BORING LOG
Division of High
Region 3 /Disrct 5 Date __31705
FAP 331 Little Vermilion River 0.3 Miles South of
ROUTE US 1504L Rt. 1, DESCRIPTION LOGGED BY CNA
SECTION 47BR-2) LOCATION _SE, SEC. 6, TWP. 17N, RNG. 11, 2nd PM
COUNTY Vermilion DRILLING METHOD Hand Auger HAMMER TYPE
STRUCT. NO. 092-0041 Df B | Ul M fsuface Water Elev. 6035 ft
Station 2522 +92 Ef L] C] O sweam Bed Elev. 602.5 _ ft
—  —— |prlo]s |
BORING NO.__3 Proposed Pier W S || Groundwater Elev.
Station ______ 2523407 H| S | Qu| T | FirstEncounter ____ 6025 #t X
Offset 300 filt Upon Completion ft
Ground Surface Elev. 602.5 ft_ gt V") [ st ) (%) )| After Hrs ft

Brown to Gray Coarse Sand &
Gravel

601.!

5

End of Boring

Gray/Green Siightly Weathered
Wicaceous Shale (Bedrock Iﬂm

An assumed centerline elevation of 100.00 and station of 10+00 is used when this information is not available.

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N Value) is the sum of the lzsttwo blow values in each sampling zone (AASHTO T206)
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