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HOT-MIX ASPHALT MIXTURE REQUIREMENTS
ITEM | AIR VOIDS e Ndes
3% — 3 "PAVEMENT WIDENING
377 HOT-MIX ASPHALT SURFACE COURSE,

MIX “D“, N70; 2" 4% @ 70 Gyr

HOT-MIX ASPHALT BASE COURSE WIDENING

VARIE VAR{ES (HMA BINDER IL-19.0 mm) N70; 10" 4% e 70 Gyr

2%

1. THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE
IS 112 LBS/SQ YD/IN.

2. THE "AC TYPE" FOR POLYMERIZED HMA MIXES SHALL BE ""SBS/SBR PG 70-22
AND FOR NON-POLYMERIZED HMA THE “AC TYPE” SHALL BE "PG 64-22" UNLESS

\ EXISTING P.C.C.
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(TYP.)
EXISTING TYPICAL SECTION
STA 10+00 TO STA 14+00,
POPLAR AVENUE
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STRIP REFLECTIVE
CRACK CONTROL
TREATMENT
VARIES 50’ VARIES 50° R ; VARIES 50’ VARIES 50’
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EXISTING HOT-MIX - SS&”?&ETE‘%RB /(TYP) // EXISTING HOT-MIX ComCRETE CURB
\ ASPHALT SHOULDER AND GUTTER TOPSOIL FURNISH AND PLACE, 4/ / /] ASPHALT SHOULDER AND GUTTER
EARTH EXCAVATION TYPE B-6.12 SEEDING, CLASS 2A Z TYPE B-6.12
“EXISTING SUBBASE (STA 12+00 i / PROPOSED HMA EXISTING SUBBASE (STA 12+00
\ A2 PROPOSED AGGREGATE PAVEMENT \ T0 13485)
EXISTING AGGREGATE - L EXISTING P.C.C. SHOULDERS, TYPE B 8 WIDENING ~EXISTING P.C.C.
SHOULDER PAVEMENT AGGREGATE *(FULL ~DEPTH) PAVEMENT
EXISTING HMA SUBGRADE. 12+ —EXISTING HMA
SURF ACE ' SURFACE
EXISTING TYPICAL SECTION PROPOSED TYPICAL SECTION
STA {7+96 TO STA 20+22, STA 17+36 TO STA 20+22,
GOVERNOR'S HIGHWAY © GOVERNOR'S HIGHWAY
‘ * PROPOSED 14' HMA PAVEMENT WIDENING:
HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, N70 - 2"
HOT-MIX ASPHALT BASE COURSE WIDENING, 10*
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