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PLOT DATE
FILE NAME

Illinois Department
of Transportation

Division of Higaways
IDOT - Region 3Dist 6

ROUTE FAP 836 (IL 49) DESCRIPTION
SECTION 118BR-2
COUNTY Champaign DRILLING METHOD
STRUCT. NO. 010-0284 D
Station 688+85 113
BORING NO. 2 South Abut, T
Station 688+19 H
Offset 7.0 f Rt.
Ground Surface Elev. 679.1 f

mnHorw

nouTe wo. | secrion Jeme % | SHEET No. 2/
18 .
FAP 836 | gp 5 Champaign 45 3e 21 SHEETS
Page 2 of 2
Date 124407
IL 49 over the Little Vermilion River — 4 Miles
South of Homer LOGGED BY CNA
NE, SEC. 5, TWP. 17N, RNG. 14W, 2nd PM
Hollow Stem Auger HAMMER TYPE Automatic
M |\ Surface Water Elev. 664,
‘I’ Stream Bed Elev, 662.
8 Groundwater Elev.:
T || First Encount 686 ft W
Upon Completi Plugged ft
(%) After Hrs.

Ilinois Department Page 1 o
of Transportation SOIL BORING LOG
e g1 Do __a
IL 49 over the Little Vermilion River - 4 Miles
ROUTE FAP 836 (L 49 DESCRIPTION South of Homer LOGGED BY CNA
SECTION 118BR-2 LOCATION NE, SEC. 5, TWP. 17N, RNG. 14W, 2nd PM
COUNTY _  Champaign = DRILLING METHOD Hollow Stem Au HAMMER TYPE Automatic
STRUCT. NO. 010-0284 D1 B [ U | M lsufae Water Elev. 6640 ft DI B (U | M
Station 688-+85 Ef L [ C [ O [ Syeam Bed Elev. 6628 f EfL[CfoO
P 0 8 I P 0 S I
BORING NO. 2 South Abut, Tl w 8 | Groundwater Elev. Tiw 8
Station 688+19 Hi 8 | Q| T | it Encount oesg £ W |H| 8 | Q| T
Offset 7.0 ft Rt. Upon Completi Plugged ft
Ground Surface Elev. 679.1 ft ®) | tsh | (B After Hrs, ft ®) | tsh | B
Pavement Gray Clay Loam Till with
Intermittent Layers of Silt
(continued) 3
- 6 | 45 | O
BrownGray Mixed Clay Loam 5 B
(Embankment) 656.1
Gray Silb
4 2
4 16 16 3 18
4 S 5
673.6
Brown/Gray Mottled Silty Clay 653.1
Loam (Embankment) 3 Gray Silty Clay Loam Till 2
2 08 21 4 19 13
1 B 6
6511
6706 Gray Sandy Clay Loam Till
Dark Gray Mottled Silty Clay 6 2
2 14 27 4 3.0 12
2 B 4 B
668.6
Gray to Brown Silt
1
2 24
3
g 2 1
§ 4 25 21 7
] b1 | 5 3
S | Gray Silty Clay Loam Till
% 643.1
2 2 Brown/Gray Sandy Clay Loam to
% 1 12 12 || Sand Loam Till
@ 5 B
E
8§ 660.6
ﬁ Gray Clay Loam Till with 2 7
g  |Intermittent Layers of Silt 3 | 27 | 10 5 | B2 8
3 3 | B % | B

Brown/Gray Sandy Clay Loam to
Sand Loam Till (continued)

(Drove Sampler on Rock)

BBk

6201 50

End of Boring
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An assumed centerline elevation of 100.00 and station of 10+00 is used when this information is not available.

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N Value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)
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An assumed centerline elevation of 100.00 and station of 10+00 is used when this information is not available.

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N Value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)

REVISIONS

ILLINOIS DEPARTMENT OF TRANSPORTATION

NAME

SOIL BORING DATA - 2

FAP 836 SECTION 118BR-2

CHAMPAIGN COUNTY

STA. 688+85 STR. NO. 010-0284

VERT.

SCALE: DRAWN BY  GEW

HORIZ.
DATE MAY 2008 CHECKED BY MJS

THE UPCHURCH GROUP, INC.

IL RTE. 49 OVER LITTLE VERMILION RIVER




