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REPAIR AND MAINTENANCE OF HAUL ROADS

(Effective January 1, 2007)

The plans and special provisions of this contract show and set forth conditions governing the use of designated local public roads and streets as haul roads by the Contractor.  The use of haul roads selected herein is covered by a letter of understanding between the state and local officials.

Designated local haul roads for this project are the following:

The maintenance of the designated roadway shall include any work requested by the Engineer.  It shall be the responsibility of the Contractor to ensure that his subcontractors and material suppliers utilize only the designated roadways in their project related haul movements.

Unless otherwise permitted by the state and the agency having jurisdiction over the designated roadway, the roadway shall be restricted to legal weight and size loads.  During the spring, ______________ County imposes additional weight restrictions.

If conditions exist during the contract that cause the designated roadways to be inadequate for the performance of the contract, the Contractor may propose to the Engineer to substitute or add certain roadways to the designated system.  Permission to make such changes is contingent upon the Department's success in entering into a modified agreement with the local officials having jurisdiction.

No work shall be done without the expressed written approval of the Engineer.  At the time of contract completion, the Engineer will determine what work is necessary to bring the roadway to the condition required.

It is not the intent of this special provision to authorize and compensate the Contractor for work performed in construction and maintaining haul roads on or off the right of way that are not public roads or streets.  Any roadway designed and constructed or used by the Contractor which is not part of any designated roadway system shall be constructed and maintained at the expense of the Contractor.

 All work for the repair and maintenance of the haul roads will be paid for according to Article 109.04 of the Standard Specifications.

