ROUTE _Long Point Rd (FAS 370) DESCRIPTION

lllinois Department

of Transportation

Division of Highwa
Dot ahways

SOIL BORING LOG

Long Point Rd. over Long Point Creek, 0.9 miles
West of IL_23

Page 1 of 2

Date 91510

LOGGED BY Larry Myers

SECTION (102 BR)BR LOCATION _SW_ 14, SEC. 2, TWP. 29N, RNG. 3E,
Latitude , Longitude
COUNTY Livingston DRILLING METHOD Hollow Stem Auger HAMMER TYPE CME_Automatic
STRUCT. NO. __053-0167 (Exist.) D1 B | U M llsuface Water Elev. 60395 ft |Df B | UM
Station 48+96.77 El L | C| O stream Bed Elev. 60346 ft [E[ L | C[O
P o} S | P o S |
BORING NO.___ 2 (N.E. Quad.) Tiw S || Groundwater Elev.: T|w S
Station 48+28 H] S [Qu| T |l FistEncounter o |H] S [Qu| T
Offset 10.0 ft Rt Upon Completion ft
Ground Surface Elev. __ 61860 ft|(ft)| (8") | (tsf) | (%) [[ After _ Hrs. _q [(f)| (8") ] (tsf) | (%)
Augered Bituminous Pavement, _ Hard Brownish Gray Silty Clay 9
Gray & Black Silty Loam Fill Loam Till (continued) 17 [10.3 9
23 S
616.00 | B
Soft to Medium Gray & Black Silty 2 8
Loam/Silty Clay Loam Fill 1 0.5 20 10 9.4 n
- 2 P - 7 S
-5 25|
2 7
2 05 | 10 14 190 n
— 2| e 1. |s
611.50
Medium Black to Dark Gray Silty | .
LoamsSilty Clay Loam 2 12
2 0.8 | 42 16 | 85 n
2| p 15| s
609.00 | ]
Medium Gray Silty Loam/Silty -10 -30
lay 1 8
2 1.0 | 28 14 187 n
3 P 16 s
B 1.8
2 08 | 21 12 85 | 12
1 2 P -1 15 S
603.50 15 35|
Very Stiff Brown & Gray Silty Clay 1 7
Loam Tillwith Silt Layers 3 [20] 18 122 [ 87| 12
4 P 16 S
601.50
Hard Brownish Gray Silty Clay | 581.00 _ |
Loam Till 8 6" Black Coal over Dense Gray n
12 [ 9.0 [ 9 |[Blocky Shale 33 12
1 18 S 1 50
-20] 0]

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, form 137 (Rev. 8-99)
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Date 9510

LOGGED BY Larry Myers

SECTION (102 BR)BR LOCATION _SW_ ¥4, SEC. 2, TWP. 29N, RNG. 3E,
Latitude , Longitude

COUNTY ___Livingston __ DRILLING METHOD Hollow Stem _Auger HAMMER TYPE ___CME Automatic
STRUCT.NO. __053-0157 (Exist) DB | U] M llsuface Water Elev. 603.95  ft
Station 48+96.77 EJl L | C| O | stream Bed Elev. 603.46  ft

Plo|s |1
BORING NO. 2 (N.E. Quad.) T|w S || Groundwater Elev.:
Station 48+28 H| S | Qu | T | First Encounter ft
Offset 10.0 ft Rt. Upon Completion ft
Ground Surface Elev. __ 618.50 ft] ()| 87) | (tsf) | (%) [ After Hrs. ft
6" Black Coal over Dense Gray 21
Blocky Shale (continued) a7 13

577.00 1005

End of Boring

45|

50

55|

-60]

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)

The SPT (N value) is the sum of the lasttwo blow values in each sampling zone (AASHTO T206)
BBS, form

137 (Rev. 8-99)
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