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Memorandum


To:
*


From:
Rick Powell

By:  Marie Verdine

Subject:
District 3 Special Provision Revisions


Date:
October 4, 2006
The District 3 Special Provisions have been updated to fit with the 2007 Standard Specifications.  The District special provisions are located at S:/Design/Specials/ District 3 Special Provisions.

The following District 3 Special Provisions have been added: 


None
The following District 3 Special Provisions have been revised:


Title Sheet

Status of Utilities to be Adjusted


Repair and Maintenance of Haul Roads


Haul Roads


Dust Control


Incentive Payment Plan No. 1


Incentive Payment Plan No. 2


Wetland Areas


Temporary Construction/Waterway Permits (IDNR)


Granular Subgrade Replacement


Borrow and Furnished Excavation


Furnished Excavation


Embankment


Exploration Trench, Special


Mulch Method 2


Aggregate Subgrade 12” (300 MM)


Aggregate Surface Course, Type B


Hot-Mix Asphalt Surface Cse, Cut Off Date


Priming


Hot-Mix Asphalt Surface Removal (Special)


Surface Course Paving Sequence


Portland Cement Concrete Paving Requirements


Patching Jointed Concrete Pavement


Aggregate Shoulder Type B


Aggregate Shoulder Type B – RAP


Hot Mix Asphalt Pavement Patching (Partial Depth)


Rumble Strip at Intersections


Raised Joint Removal


Remove Existing Culverts


Rubbed Finish (Modified)


Storm Sewer, Rubber Gasket
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Storm Sewer Water Main


Storm Sewer or Culvert to be Filled


Permanent Survey Markers


Computer Cabinet


Unpublished Telephone Nos. for Engineer’s Field Office


Island Pavement (Special)


Traffic Control Plan


Contractor Access


Vehicle Parking


Equipment Illumination


Temporary Bridge Traffic Signals


Keeping Roads Open to Traffic


Preformed Plastic Pavement Marking – Type B – Inlaid


Prismatic Curb Reflector


Pavement Marking Removal/Work Zone Pavement Marking Removal


Plastic Drums


Loop Detector Testing


Service Installation (of the Type Specified)


Conduit Pushed


Inductive Loop Detector


Full Actuated Controller and Type IV Cabinet, Special


Concrete Handhole or Concrete Double Handhole


Fiber Optic Cable in Conduit


Re-optimize Traffic Signal System

Restoration of Work Area


Conduit, Flexible Metallic, Weatherproof


Service Installation, Ground Mounted


Terminal Facility


Electric Cable in Conduit, Lead In, No. 18, 3 Pair


Detector Loop, Special


Gulfbox Junction, Cast Iron


Trench and Backfill for Electrical Work (Special)

The following District 3 Special Provisions have been deleted:


Bituminous Compaction Equipment
If you have any questions or comments, please call Marie Verdine.
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