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HOT-MIX ASPHALT SURFACE REMOVAL w/Sketch of Illinois Standard W8-I107
Effective:  October 1, 1985




Revised:  February 7, 2020 
This work shall consist of removing bituminous surface to the limits specified on the plans according to Section 440 of the Standard Specifications except as herein modified.

Concrete patches which have to be partially removed will be paid for as HOT-MIX ASPHALT SURFACE REMOVAL.
Manholes and valve vaults which are exposed by the hot-mix asphalt surface removal and transverse cuts at the end of the day which are more than 1/2 inch (12 mm) deep shall be tamped with a bituminous cold mix.  The cost of this temporary taper shall be included in HOT-MIX ASPHALT SURFACE REMOVAL.
When the removal width of the machine is less than the width of the lane, the operations shall be planned such that after the hot-mix asphalt surface for a portion of the lane has been removed the remaining portion shall have been removed by the end of the day so that the two passes begin and terminate even with each other.

If the depth of removal is greater than 1/2 inch (12 mm), the removal shall be tapered at the terminating point at the end of each day’s operation when the lane is open to traffic.

All materials, equipment, and labor necessary to complete the work and maintenance of the tapers as specified above will be included in the contract unit bid price for HOT-MIX ASPHALT SURFACE REMOVAL.

Where hot-mix asphalt surface removal has been performed and water would be pocketed on the pavement prior to resurfacing, the Contractor shall construct temporary ditches through the shoulder to permit drainage as directed by the Engineer.  Where the existing shoulders are hot-mix asphalt, narrow strips of surface removal to permit drainage will be done only on the specific instructions from the Engineer.  The Contractor shall repair the shoulder to its original condition after the resurfacing is completed.

After any hot-mix asphalt removal operation has been performed, the Contractor shall erect special “ROUGH GROOVED SURFACE” signs, as shown on the attached sheet, in advance of the construction zone in both directions, if applicable.  In addition, these signs shall also be erected along major side streets in advance of the construction zone.

These signs shall remain in place until they are no longer applicable as determined by the Engineer.  They shall then be removed by the Contractor and become his property.

The cost of furnishing, erecting, maintaining, and removing these signs will not be paid for separately, but shall be considered in the cost of the HOT-MIX ASPHALT SURFACE REMOVAL.

At the end of each day’s work, temporary pavement marking line shall be in place on the planed surface in accordance with Section 703 of the Standard Specifications.
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Designer’s Note:  8-440D-85 - filed D.G. Recycling.  To be used in conjunction with Article 440, if applicable.  Description of sign from “GROOVED PAVEMENT” to “ROUGH GROOVED SURFACE” in Special Provision and new drawing included.  Revised 08/13/97, 11-1-06, 8-10-07.  Temporary ramps, if required, will be paid in accordance with Article 406.18 and shall be shown on a schedule.
UPDATED AUGUST 2017 – NEW SIGN WITH NEW NUMBER (W8-I107)-kc

