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SURVEY MONUMENT COVER ASSEMBLY

Effective:  February 5, 1975




Revised:  November 1, 2006
This item shall consist of furnishing and placing a survey monument cover assembly as shown and specified in the plans at all section, sub-section monuments, landmarks, and pavement alignment control points that might occur in the pavement.

The Contractor may be directed by the Engineer to remove existing hot-mix asphalt surface in trying to relocate and re-establish such monuments or landmarks in the original pavement.  All exploration work will not be paid for separately, but shall be considered included in the cost of the contract.

The Survey Monument Cover Assembly (attached) may require modifications to accommodate the total thickness of hot-mix asphalt surface, existing and/or proposed, on the concrete pavement.  In the event the total thickness is greater than 3 in (76 mm), the Contractor may attach a metal cylinder, in a manner meeting the approval of the Engineer, to accommodate the additional height required.  In the event the thickness of proposed resurfacing is less than 3 in (76 mm) the Contractor shall have the option of coring the existing pavement to the depth required to install the assembly or the Contractor may remove the bottom portion of the assembly and attach a metal flange 1 in (25 mm) minimum in width to insure proper seating.

The cost of furnishing and placing each assembly as herein specified will be paid for at the contract unit price each for SURVEY MONUMENT COVER ASSEMBLY.

The quantity shown in the plans is estimated and has been included to establish a contract unit price.

The final pay quantity will be adjusted to the number of assemblies actually needed as determined by the Engineer at the contract unit price bid.
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i SECTION A-A

CAST IRON SURVEY !
MONUMENT COVER

2'/s" -12UN-2A
THREADED BRASS CAP

NOTES:
ALL DIMENSIONS ARE IN INCHES.

ALL RADII ARE %' UNLESS SPECIFIED.
ALL CHAMFERS ARE 45°
ROUND ALL SHARP EDGES.

USE THREADS AND DIMENSIONS AS SPECIFIED OR EQUIVALENT,
WITH THE APPROVAL OF THE ENGINEER

THE SURVEY MONUMENT COVER ASSEMBLY SHOWN IS AN EXAMPLE.
OTHER MODELS, SIMILAR IN DESIGN, MAY BE USED
WITH THE APPROVAL OF THE ENGINEER

THE THREADS OF THE CAP AND COVER WILL BE COATED
WITH PIPE TAPE OR PIPE THREAD COMPOUND PRIOR TO INSTALLATION.





Designer’s Note:  8-406D5-81.  To be used on resurfacing projects where there is a probability that a monument or landmark will be covered with the resurfacing.  Memo 02/05/75 - Governor’s Accelerated Program.  Revised 02/16/96, 11-1-06.

