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ROAD CLOSURE REQUIREMENTS AND COMPLETION DATE
(Effective January 1, 2016)

The Contractor will be allowed to close _______ as shown on the plans for the replacement of the structure.  Road closure requirements include:

1) Closure of ________ will only be allowed between _______ and _______.  Liquidated damages for failure to open the road to two-way traffic by ___________ will be deducted according to Article 108.09.
2) The Contractor shall notify the Engineer at least 21 days in advance of the road closure.  The Engineer must then notify the permit office in Springfield by email at DOT.Roadinfo@Illinois.gov.
3) The Contractor shall provide the traffic control devices used to close the road as shown on the plan detail.
4) The closure shall begin as approved by the Engineer and only after the Engineer has notified the local emergency services, school system, postal service, etc. of the closure. This notification must come at least one week in advance of the closure. 
5) After the structure has been replaced and the pavement and shoulders repaired, and guardrail installed the road closure shall be removed and the road shall be opened to two-lane, two-way traffic.


Replace Article 108.05 (b) of the Standard Specifications with the following:

(b)  Completion Date Plus Working Days. When a completion date plus working days is specified, the Contractor shall complete all major items of work, except as specified below, and safely open all roadways to traffic by 11:59 p.m. on ___________.

The Contractor will be allowed to complete landscaping items, pavement marking, and other punch list items as approved by the Engineer within _____ working days. Under extenuating circumstances the Engineer may direct that certain items of work, not affecting the safe opening of the roadway to traffic, may be completed with the specified number of working days.  Temporary lane closures for this work may be allowed at the discretion of the Engineer.
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