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This special provision was developed to provide clarification on the use of cones for channelizing traffic during nighttime operations and to allow the use of cones taller than 36 in. (900 mm).  Highway Standards 701206, 701502, 701602, and 701901 have also been revised.

This special provision should be inserted into all contracts utilizing traffic control and protection.

The districts should include the BDE Check Sheet marked with the applicable special provisions for the January 18, 2019 and subsequent lettings.  The Project Coordination and Implementation Section will include a copy in the contract.

This special provision will be available on the transfer directory 
September 28, 2018.
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TRAFFIC CONTROL DEVICES - CONES (bde)

Effective:  January 1, 2019

Revise Article 701.15(a) of the Standard Specifications to read:

“	(a)	Cones.  Cones are used to channelize traffic.  Cones used to channelize traffic at night shall be reflectorized; however, cones shall not be used in nighttime lane closure tapers or nighttime lane shifts.”

Revise Article 1106.02(b) of the Standard Specifications to read:

“	(b)	Cones.  Cones shall be predominantly orange.  Cones used at night that are 28 to 36 in. (700 to 900 mm) in height shall have two white circumferential stripes.  If non-reflective spaces are left between the stripes, the spaces shall be no more than 2 in. (50mm) in width.  Cones used at night that are taller than 36 in. (900 mm) shall have a minimum of two white and two fluorescent orange alternating, circumferential stripes with the top stripe being fluorescent orange.  If non-reflective spaces are left between the stripes, the spaces shall be no more than 3 in. (75 mm) in width.

The minimum weights for the various cone heights shall be 4 lb for 18 in. (2 kg for 450 mm), 7 lb for 28 in. (3 kg for 700 mm), and 10 lb for 36 in. (5 kg for 900 mm) with a minimum of 60 percent of the total weight in the base.  Cones taller than 36 in. shall be weighted per the manufacturer’s specifications such that they are not moved by wind or passing traffic.”
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