6’-0” (1.8 m)

TOTAL HMA OVERLAY
THICKNESS 2Y/e (63)
s (8)

— EXIST. CURB & GUTTER

/ / L EXIST. P.C. CONCRETE PAVEMENT
/ /
/ L PROP. PORTLAND CEMENT CONCRETE

/ ~—PROP. LEVELING BINDER (MACHINE METHOD}
SURFACE REMOVAL (VAR. DEPTH)

/
L~ PROP. HMA SURFACE COURSE IN SQUARE YARD (SQUARE METER)

HMA TAPER AT
EDGE OF P.C.C PAVEMENT

HMA LEVELING
SURFACE BINDER
* MILLING AT
MIX THICKNESS THICKNESS GUTTER FLAG
CORD 1/, (38) 1 (25) 1/ (33)
F 1Y (44 ¥, 19 1Y (38)
ALL DIMENSIONS ARE IN INCHES (MILLIMETERS) UNLESS
OTHERWISE SHOWN.
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PLOT SCALE = 00008 '/ I CHECKED - A, ABBAS REVISED - E. GOMEZ 12-21-00 DEPARTMENT OF TRANSPORTATION EDGE OF P.C.C. PAVEMENT BD400-06  (BD33) | CONTRACT NO. 60498
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