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SEE PLAN FOR FRAME & LID
FINISHED GROUND LINE

ADJUSTMENT RINGS

/— FILTER FABRIC

PRECAST REINFORCED CONCRETE CONCENTRIC
CONE WHERE REQUIRED, A PRECAST REINFORCED
CONCRETE FLAT SLAB TOP (8" THICKNESS) MAY
BE USED.
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NOTE: LOCAL SOIL CONDITIONS MAY NECESSITATED A
DEEPER EXCAVATION TO PENETRATE GRANULAR
SUBSOILS.
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PRECAST REINFORCED CONCRETE MANHOLE SECTIONS
(USE STANDARD SIZES WHERE PRACTICAL— 16",32", 48")
1” DIAMETER HOLES @ 12" ON GENTER VERTICALLY AND
CIRCUMFERENTIALLY B

(TYPICAL ALL SECTIONS UNLESS A FLAT SLAB TOP

IS USED, THE SECTION BELOW TOP SHALL BE WITHOUT
HOLES).

BEGINNING OF GRANULAR = -
STRATUM SUBSOIL 30"

(TYP)
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i 60" INSIDE DIA.

6" WALL
THICKNESS

‘ - 36" DIA. —
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" | ~~— PRE—CAST REINFORCED
& ST 2 CONCRETE PAD
CA1 OR CA3 BACKFILL
DRY WELL DETAIL
(N.T.S.)
PROPOSED FRAME & LiD
CUT EXISTING PIPE AND REMOVE SLOTS 30" MIN.

TGO ACCOMMODATE COUPLING BAND
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¢ PIPE
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\ FLAT SLAB TOP

COUPLING BAND

45" ELBOW 2

CUT AND CONNECT SLOTTED DRAIN DETAIL

(N.T.S.)




